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T001 GENERAL NOTES SYMBOL LEGEND

T200 TECH-SECURITY 1ST FLOOR OVERALL PLAN

T201 TECH-SECURITY 1ST FLOOR PLAN PART 'A'

T202 TECH-SECURITY 1ST FLOOR PLAN PART 'B'

T203 TECH-SECURITY 1ST FLOOR PLAN PART 'C'

T204 TECH-SECURITY 1ST FLOOR PLAN PART 'D'

T205 TECH-SECURITY 2ND FLOOR PLAN PART 'B'

T206 TECH-SECURITY 2ND FLOOR PLAN PART 'C'

T211 TECH-SECURITY 1ST FLOOR RCP PART 'A'

T212 TECH-SECURITY 1ST FLOOR RCP PART 'B'

T213 TECH-SECURITY 1ST FLOOR RCP PART 'C'

T214 TECH-SECURITY 1ST FLOOR RCP PART 'D'

T215 TECH-SECURITY 2ND FLOOR RCP PART 'B'

T216 TECH-SECURITY 2ND FLOOR RCP PART 'C'

T300.1 DATA ROOM DETAILS

T300.2 DATA ROOM DETAILS

T301 DETAILS AND OUTLET CONFIGURATIONS

T302 DETAILS

T303 DETAILS GROUNDING AND BONDING

T304 DETAILS & WIRING, AUDION VISUAL, SECURITY

T400 DETAILS SECURITY

T401 AUDIO VISUAL WIRING DIAGRAMS

E001 ELECTRICAL SYMBOLS, ABBREVIATIONS & GENERAL NOTES

E101 ELECTRICAL 1ST FLOOR PART 'A' DEMO PLAN

E102 ELECTRICAL 1ST FLOOR PART 'B' DEMO PLAN

E103 ELECTRICAL 1ST FLOOR PART 'C' DEMO PLAN

E104 ELECTRICAL 1ST FLOOR PART 'D' DEMO PLAN

E105 ELECTRICAL 2ND FLOOR PART 'B' DEMO PLAN

E106 ELECTRICAL 2ND FLOOR PART 'C' DEMO PLAN

E107 ELECTRICAL ROOF PLAN DEMO

E108 ELECTRICAL BOILER ROOM DEMOLITION PLAN

E201 ELECTRICAL 1ST FLOOR PART 'A' NEW WORK LIGHTING PLAN

E202 ELECTRICAL 1ST FLOOR PART 'B' NEW WORK LIGHTING PLAN

E203 ELECTRICAL 1ST FLOOR PART 'C' NEW WORK LIGHTING PLAN

E204 ELECTRICAL 1ST FLOOR PART 'D NEW WORK LIGHTING PLAN

E205 ELECTRICAL2ND FLOOR PART 'B' NEW WORK LIGHTING PLAN

E206 ELECTRICAL2ND FLOOR PART 'C' NEW WORK LIGHTING PLAN

E300 ELECTRICAL SITE PLAN

E301 ELECTRICAL 1ST & 2ND FLOOR PART PLANT

E302 ELECTRICAL 1ST  FLOOR PART 'A' NEW WORK PLAN

E303 ELECTRICAL 1ST FLOOR PART 'B' NEW WORK PLAN

E304 ELECTRICAL 1ST FLOOR PART 'C' NEW WORK PLAN

E305 ELECTRICAL 1ST FLOOR PART 'D' NEW WORK PLAN

E306 ELECTRICAL 2ND FLOOR PART 'B' NEW WORK PLAN

E307 ELECTRICAL 2ND FLOOR PART 'C' NEW WORK PLAN

E308 ELECTRICAL ROOF PLAN NEW WORK

E309 ELECTRICAL BOILER ROOM NEW WORK PLAN

E701 ELECTRICAL DETAILS

E702 ELECTRICAL DETAILS

M210 MECHANICAL 1ST FLOOR PART 'D' PIPING NEW WORK PLAN

M211 MECHANICAL 2ND FLOOR PART 'B' PIPING NEW WORK PLAN

M212 MECHANICAL 2ND FLOOR PART 'C' PIPING NEW WORK PLAN

M213 MECHANICAL ROOF NEW WORK PLAN

M214 MECHANICAL BOILER ROOM NEW WORK PLAN

M214A MECHANICAL BOILER ROOM NEW WORK PLAN - ALTERNATE 'A'

M501 CONTROLS DIAGRAM 1 OF 3 - TO BE PROVIDED VIA ADDENDUM

M502 CONTROLS DIAGRAM 2 OF 3 - TO BE PROVIDED VIA ADDENDUM

M503 CONTROLS DIAGRAM 3 OF 3 - TO BE PROVIDED VIA ADDENDUM

M601 MECHANICAL SCHEDULES

M602 MECHANICAL SCHEDULES

M603 VENTILATION INDEX

M701 MECHANICAL DETAILS

M702 MECHANICAL DETAILS

M703 MECHANICAL DETAILS

M001 MECHANICAL SYMBOLS, ABBREVIATIONS, AND NOTES

M101 MECHANICAL 1ST FLOOR PART 'A' DUCTWORK DEMOLITION PLAN

M102 MECHANICAL 1ST FLOOR PART 'B' DUCTWORK  DEMOLTION PLAN

M103 MECHANICAL 1ST FLOOR PART 'C' DUCTWORK DEMOLITION PLAN

M104 MECHANICAL 1ST FLOOR PART 'D' DUCTWORK DEMOLITION PLAN

M105 MECHANICAL 2ND FLOOR PART 'B' DUCTWORK DEMOLITION PLAN

M106 MECHANICAL 2ND FLOOR PART 'C' DUCTWORK DEMOLITION PLAN

M107 MECHANICAL 1ST FLOOR PART 'A' PIPING DEMOLITION PLAN

M108 MECHANICAL 1ST FLOOR PART 'B' PIPING DEMOLITION PLAN

M109 MECHANICAL 1ST FLOOR PART 'C' PIPING DEMOLITION PLAN

M110 MECHANICAL 1ST FLOOR PART 'D' PIPING DEMOLITION PLAN

M111 MECHANICAL 2ND FLOOR PART 'B' PIPING DEMOLITION PLAN

M112 MECHANICAL 2ND FLOOR PART 'C' PIPING DEMOLITION PLAN

M113 MECHANICAL ROOF DEMOLITION PLAN

M114 MECHANICAL BOILER ROOM DEMOLITION PLAN

M114A MCHANICAL BOILER ROOM DEMOLITION PLAN - ALTERNATE A

M201 MECHANICAL 1ST FLOOR PART 'A' DUCTWORK NEW WORK PLAN

M202 MECHANICAL 1ST FLOOR PART 'B' DUCTWORK NEW WORK PLAN

M203 MECHANICAL 1ST FLOOR PART 'C' DUCTWORK NEW WORK PLAN

M204 MECHANICAL 1ST FLOOR PART 'D' DUCTWORK NEW WORK PLAN

M205 MECHANICAL 2ND FLOOR PART 'B' DUCTWORK NEW WORK PLAN

M206 MECHANICAL 2ND FLOOR PART 'C' DUCTWORK NEW WORK PLAN

M207 MECHANICAL 1ST FLOOR PART 'A' PIPING NEW WORK PLAN

M208 MECHANICAL 1ST FLOOR PART 'B' PIPING NEW WORK PLAN

M209 MECHANICAL 1ST FLOOR PART 'C' PIPING NEW WORK PLAN

P001 PLUMBING SYMBOLS, ABBREVIATIONS AND NOTES

P101 PLUMBING 1ST FLOOR PART 'A' DEMOLITION PLAN

P102 PLUMBING 1ST FLOOR PART 'B' DEMOLITION PLAN

P103 PLUMBING 1ST FLOOR PART 'C' DEMOLITION PLAN

P104 PLUMBING 1ST FLOOR PART 'D' DEMOLITION PLAN

P105 PLUMBING 2ND FLOOR PART 'B' DEMOLITION PLAN

P106 PLUMBING 2ND FLOOR PART 'C' DEMOLITION PLAN

P107 PLUMBING ROOF DEMOLITION PLAN

P108 PLUMBING KITCHN DEMOLITION PART PLAN

P109 PLUMBING BOILER ROOM DEMOLITION PLAN - ALTERNATE A

P201 PLUMBING 1ST FLOOR PART 'A' NEW WORK PLAN

P202 PLUMBING 1ST FLOOR PART 'B' NEW WORK PLAN

P203 PLUMBING 1ST FLOOR PART 'C' NEW WORK PLAN

P204 PLUMBING 1ST FLOOR PART 'D' NEW WORK PLAN

P205 PLUMBING 2ND FLOOR PART 'B' NEW WORK PLAN

P206 PLUMBING 2ND FLOOR PART 'C' NEW WORK PLAN

P207 PLUMBING ROOF NEW WORK PLAN

P208 PLUMBING KITCHEN NEW WORK PART PLAN

P209 PLUMBING BOILER ROOM NEW WORK PLAN - ALTERNATE A

P701 PLUMBING DETAILS

P702 PLUMBING DETAILS

FP001 FIRE PROTECTION SYMBOLS, ABBREVIATIONS AND NOTES

FP201 FIRE PROTECTION 1ST FLOOR PART 'A' PLAN

FP202 FIRE PROTECTION 1ST FLOOR PART 'B' PLAN

FP203 FIRE PROTECTION 1ST FLOOR PART 'C' PLAN

FP204 FIRE PROTECTION 1ST FLOOR PART 'D' PLAN

FP205 FIRE PROTECTION 2ND FLOOR PART 'B' PLAN

FP206 FIRE PROTECTION 2ND FLOOR PART 'C' PLAN

A100 OVERALL FIRST FLOOR DEMO PLAN

A101 1ST FLOOR DEMOLITION PLAN PART 'A'

A102 1ST FLOOR DEMOLITION PLAN PART 'B'
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A205 2ND FLOOR PART 'B'

A206 2ND FLOOR PART 'C'

A250 ROOF PLAN

A251 ROOF DETAILS

A252 ROOF DETAILS

A253 PLAN DETAILS

A254 ROOF DETAILS

A255 ROOF DETAILS

A301 EXTERIOR ELEVATIONS

A401 INTERIOR CASEWORK ELEVATIONS

A402 INTERIOR CASEWORK ELEVATIONS

A403 INTERIOR CASEWORK ELEVATIONS & DETAILS

A404 INTERIOR CASEWORK ELEVATIONS & DETAILS
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A502 1ST FLOOR FINISH PLAN PART 'B'

A503 1ST FLOOR FINISH PLAN PART C

A504 1ST FLOOR FINISH PLAN PART D

A505 2ND FLOOR FINISH PLANS PARTS C & D

A510 FINISH SCHEDULE
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A605 2ND FLOOR REFLECTED CEILING PLANS PARTS A & 'B'

A901 WALL TYPES

A902 DOOR SCHEDULE AND TYPICAL DOOR DETAILS

S100 GENERAL STRUCTURAL NOTES

S101A ROOF FRAMING PLAN - PART 'A'

S101B ROOF FRAMING PLAN - PART 'B'

S101C ROOF FRAMING PLAN - PART 'C'

S101D ROOF FRAMING PLAN - PART 'D'

S301 STEEL FRAMING SCHEDULES AND TYPICAL DETAILS
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C100 SITE PREPARATION PLAN

C200 OVERALL SITE PLAN

C210 SITE PLAN ENLARGEMENT

C220 LAYOUT PLAN

C300 OVERALL GRADING PLAN

C310 GRADING PLAN ENLARGEMENT
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PART 'D'
13,475 SQ FT

SMOKE PART 'C'
19,315 SQ FT

PART 'B'
18,716 SQ FT

PART 'A'
37,790 SQ FT

EXISTING FIRST FLOOR SMOKE COMPARTMENTS TO REMAIN

PART 'C'
19,059 SQ FT

EXISTING SECOND FLOOR  SMOKE COMPARTMENTS TO REMAIN

SMOKE PART 'C1'
12,604 SQ FT

SMOKE PART 'C1'
12,604 SQ FT

ASSEMBLY FIRE-RESISTANCE RATING LOCATION

FIRE WALL 2-HOUR BETWEEN BUILDING AREAS
(EXISTING)

FIRE BARRIER 2-HOUR ART ROOMS
ELEVATOR MACHINE ROOM

SMOKE PARTITION 1-HOUR CORRIDORS 
STAIR ENCLOSURES
SMOKE STOPS
STORAGE OVER 100 SF 

STRUCTURAL FRAME: 0-HOUR
BEARING WALLS
     EXTERIOR 0-HOUR
     INTERIOR 0-HOUR
NON BEARING WALLS & PARTITIONS:
     EXTERIOR X < 5' 1-HOUR

5' < X < 10' 1-HOUR
10' < X < 30' 0-HOUR
X > 30' 0-HOUR

     INTERIOR 0-HOUR
FLOOR CONSTRUCTION 0-HOUR
ROOF CONSTRUCTION 0-HOUR

FIRE RESISTANCE RATING IIB CONSTRUCTION:  IBC TABLES 601 / 602

FIRE RESISTANCE-RATED CONSTRUCTION 

IBC TABLES  508.2 / 706.4 / 707.3.10 / 1020.1

EXIT TRAVEL DISTANCE
IBC  TABLE 1017.2 200' MAX NON-

SPRINKLERED
250' MAX SPRINKLERED
150' TO EXTERIOR DOOR FROM 

CORR.
120' TO STAIR ENCL. FROM 

CORR.
50' TO EXIT FROM A ROOM

OCCUPANCY LOADS: IBC  TABLE  1004.1.2
CLASSROOMS 20 NET SF/PERSON
SHOPS & OTHER VOCATIONAL ROOM AREAS 50 NET SF/PERSON
OFFICE AREAS 100 GROSS SF/PERSON
LIBRARY - READING ROOMS 50 NET SF/PERSON
LIBRARY - STACK AREA 100 GROSS SF/PERSON
ASSEMBLY UNCONCENTRATED 15 NET
(TABLES & CHAIRS)

EXIT WIDTH IBC SECTION 1005.3
STAIR WIDTH .3"/OCCUPANT
OTHER EGRESS COMPONENTS .2"/OCCUPANT 

CORRIDORS IBC TABLE 1020.1
FIRE RESISTANCE RATING (SPRINKLERED) 0 HOUR
TRAVEL DISTANCE TO STAIR (UPPER LEVEL) 120 FT
TRAVEL DISTANCE TO EXTERIOR DOORWAY(G FLR) 150 FT

WIDTH:
MAIN CORRIDOR:  LOCKERS ON BOTH SIDES 10'-0" (FACE OF 

LOCKERS)
SECONDARY: 6'-0"
PASSAGEWAY: 44"

MEANS OF EGRESS IBC CHAPTER 10
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CC-1

CODE
COMPLIANCE
INFORMATION

412 Stillwater Ave, Stamford,
CT. 06902

City of Stamford - Stamford
Public Schools

Westover Magnet
Elementary School

2019-1016

Author Checker

CONSTRUCTION DOCUMENTS

1996 ORIGINAL 
BUILDING

ORIGINAL ELEMENTARY 
SCHOOL CLASSROOMS, 
GYMNASIUM, & CAFETERIA

2B 2 FLOORS 101,900 SF 0 SF1st FLOOR

31,663 SF 0 SF2nd FLOOR

133,563 SF 0 SFSUBTOTAL

1 - PROJECT INFORMATION

2 - USE, CLASSIFICATION, & BUILDING 
HEIGHTS AND AREAS

EXISTING BUILDING

USE & OCCUPANCY CLASSIFICATION (302.0 -0313.0)
PRIMARY USE GROUP 'E' EDUCATIONAL
Incidental USE GROUP A-3 ASSEMBLY
Incidental USE GROUP A-1 ASSEMBLY

CONSTRUCTION TYPE (602.0)
Minimum Type Required TYPE IIB  SPRINKLERED

BUILDING HEIGHT (504) PERMITTED ACTUAL

HEIGHT 2 STORIES - 30'-0" 30'-0"

BUILDING AREA (506)
Gross Building Area (per Floor)
PART A        
FIRST FLOOR 37,790 SQ.FT

PART B        
FIRST FLOOR 18,716 SQ. FT.

PART C        
FIRST FLOOR 31,919 SQ. FT.
SECOND FLOOR 31,663 SQ. FT.

PART D        
FIRST FLOOR 13,475 SQ. FT.

TOTAL BUILDING AREA 133, 563 SQ. FT.

3 - FIRE-RESISTANCE-RATED CONSTRUCTION

4 - MEANS OF EGRESS

ASSEMBLY SPACE EXIT WIDTH CALCULATIONS:

PER INTERNATIONAL BUIULDING CODE:

REQ'D PROVIDED                
SPACE        AREA (SF)    OCC LOAD # EXITS    EXIT WIDTH # EXITS      EXIT WIDTH

CAFETERIA 4,002 571    3 115"    3 216"
                (4,002 / 7)       (571 *.2")

GYMNASIUM 4,610 658   3 132"    4 252"
      (4,610 / 7)                        (658 *.2")

AUDITORIUM 3,472 460   2 92"    5 216"
   (420 ACTUAL SEATING      (460*.2)
    + 20 STANDING)

5 - ACCESSIBILITY

ACCESSIBILITY INFORMATION: DWG SHOWN

ACCESSIBLE ROUTE CC.2

ACCESSIBLE ENTRANCES CC.2

PARKING FACILITIES SITE PLAN

TOILET FACILITIES CC.2

SIGNAGE SPECIFICATIONS

VERTICAL ACCESS / ELEVATOR CC.2

OWNER CITY OF STAMFORD
STAMFORD PUBLIC SCHOOLS
888 WASHINGTON BOULEVARD
STAMFORD, CT  06901

TELEPHONE: 203-977-4105

PROJECT WESTOVER MAGNET ELEMENTARY SCHOOL
LOCATION 412 STILLWATER AVE

STAMFORD, CT. 06902

TYPE OF PROJECT BUILDING EXTERIOR & INTERIOR RENOVATION

PROJECT COMMENCEMENT SUMMER/FALL 2019

PROJECT COMPLETION AUGUST 2020

APPLICABLE CODES 2015 INTERNATIONAL EXISTING BUILDING CODE PORTION 
OF THE 2018 CONNECTICUT STATE BUILDING CODE

EXISTING BUILDING BUILT TO THE FOLLOWING CODES:

STATE BUILDING CODE W/ SUPPLEMENTS - BOCA 1990, 1992 SUPP, 1994 CT SUPP
(BUILDING, MECHANICAL & PLUMBING)  
(ELECTRICAL CODE) 1993, 1994 SUPP
STATE FIRE CODE W/ SUPPLEMENTS NFPA 101 - 1991, 1994 SUPP
STATE HEALT CODE 1992
OSHA TITLE 29 LABOR
SECTION 504 REHABILITATION ACT, 1973

EXIST 
FLOOR AREA

PROPOSED 
FLOOR AREA

NET FLOOR 
AREA

101,900 SF

31,663 SF

133,563 SF

EXISTING BUILDING FLOOR AREA CALCULATIONS

BUILDING 
DESCRIPTION

AREA DESCRIPTION TYPE LEVELS FLOORS

6 - PLUMBING FIXTURE COUNT

MINIMUM PLUMBING FIXTURE COUNT (BASED ON BOCA 1990 W/ 1992 SUPPLEMENT 
& 1994 CT SUPPLEMENT)

REQ'D PROVIDED                
FIXTURE           FIXTURES   PROVIDED FIXTURES                        

WATER CLOSETS 76 79

LAVATORIES 69 72

SERVICE SINKS 1 1

DRINKING FOUNTAINS 34 46

EXISTING FIRE-RESISTANCE-RATED FLOOR 
PLANS

PART 'D'
13,475 SQ FT

PART 'C'
31,919 SQ FT

PART B
18,716 SQ FT

PART 'A'
37,790 SQ FT

EXISTING FIRST FLOOR BUILDING FIRE SEPARATION AREAS TO REMAIN

PART 'C'
31,663 SQ FT

EXISTING SECOND FLOOR  BUILDING  FIRE SEPARATION AREA TO REMAIN

2 HR FIRE 
WALL

2 HR FIRE 
WALL

2
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EXISTING SMOKE AREA FLOOR PLANS

No. Date Issue

2 6/5/2019 CLIENT REVIEW SET

3 8/6/2019 ISSUED FOR BID



UP

UPUP

DN

553 SF

KINDER
SPECIAL

EDUCATON

887 SF

B-CLASSROOM
TEAM

LEADER593 SF

TEACHERS
ROOM

554 SF

STAIR ST-1
824 SF

CLASSROOM

803 SF

1ST GRADE
B-CLASSROOM

803 SF

1ST GRADE
B-CLASSROOM

509 SF

CLASSROOM 147 SF

GIRLS

150 SF

BOYS

337 SF

STAIR ST-2
819 SF

2ND GRADE
B-CLASSROOM

2574 SF

CORRIDOR

642 SF

A-SKILLS

798 SF

1ST GRADE
B-CLASSROOM

798 SF

1ST GRADE
B-CLASSROOM

798 SF

1ST GRADE
B-CLASSROOM

797 SF

2ND GRADE
B-CLASSROOM

800 SF

2ND GRADE
B-CLASSROOM

796 SF

2ND GRADE
B-CLASSROOM

803 SF

2ND GRADE
B-CLASSROOM

850 SF

2ND GRADE
B-CLASSROOM

241 SF

STOR.

70 SF

ELEC.

67 SF

DATA

216 SF

BOYS

219 SF

GIRLS

25 SF

CUST.

1695 SF

CORRIDOR

419 SF

STAIR ST-3

962 SF

B-CLASSROOM
TEAM

LEADER

503 SF

2ND GRADE
SPECIAL

EDUCATION

31 SF

UTIL.

790 SF

PROBLEM
SOLVING

1154 SF

ART ROOM

65 SF

KILN

107 SF

ART STOR.

216 SF

CUS.

625 SF

CLASSROOM

798 SF

PROBLEM
SOLVING

360 SF

ELP

439 SF

READING
1065 SF

ART ROOM

85 SF

ART STOR.

70 SF

ELEV MACH.

802 SF

READING

549 SF

STAIR ST-4

77 SF

VESTIBULE

384 SF

CORRIDOR

72 SF

VEST.

255 SF

VEST.

54 SF

GIRLS

902 SF

KINDERGARTEN
CLASSROOM

36 SF

STOR

62 SF

BOYS

889 SF

KINDERGARTEN
CLASSROOM

41 SF

STOR
36 SF

STOR

898 SF

KINDERGARTEN
CLASSROOM

58 SF

BOYS

41 SF

STOR

893 SF

A-CLASSROOM
TEAM

LEADER

58 SF

GIRLS

53 SF

GIRLS

904 SF

KINDERGARTEN
CLASSROOM

35 SF

STOR

53 SF

BOYS

904 SF

A-CLASSROOM
TEAM

LEADER

36 SF

STOR

43 SF

ELEV.

264 SF

GYM
STORAGE

97 SF

GYM OFFICE
#2

97 SF

GYM OFFICE
#1

333 SF

GYM
STORAGE

47 SF

VEST.

404 SF

BOOK
STORAGE

63 SF

DATA

59 SF

ELEC.

38 SF

STOR.

902 SF

KINDERGARTEN
CLASSROOM

54 SF

BOYS

38 SF

STOR.

893 SF

KINDERGARTEN
CLASSROOM

61 SF

GIRLS

477 SF

GYM LOBBY

91 SF

VESTIBULE

546 SF

CORRIDOR

117 SF

VESTIBULE

1609 SF

CORRIDOR

38 SF

STOR.

861 SF

FRC 1

802 SF

FRC 2

620 SF

STAFF

158 SF

MENS

86 SF

VESTIBULE

1208 SF

LOBBY

3800 SF

MEDIA

191 SF

CIRCULATION
DESK

777 SF

MEDIA
CLASSROOM

323 SF

MEDIA WORK
ROOM

160 SF
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GENERAL NOTES

1. THE ACCURACY AND COMPLETENESS OF SUBSURFACE INFORMATION SHOWN ON THESE DRAWINGS IS NOT

GUARANTEED. THE CONTRACTOR SHALL DETERMINE THE LOCATIONS AND ELEVATIONS OF ALL UTILITIES WHICH MAY

AFFECT CONSTRUCTION OPERATIONS. THE CONTRACTOR MUST ADEQUATELY PROTECT AND SUPPORT UTILITIES AND

SHALL BE RESPONSIBLE FOR ALL DAMAGE INCURRED AT NO EXPENSE TO THE OWNER. ANYONE USING UTILITY

INFORMATION AND DATA PROVIDED HEREIN SHALL CONTACT "CALL BEFORE YOU DIG", 1-800-922-4455 OR

WWW.CBYD.COM, 72 HOURS IN ADVANCE TO VERIFY THE LOCATION OF UTILITIES PRIOR TO STARTING

CONSTRUCTION.

2. REFERENCE IS MADE TO PLAN ENTITLED "TOPOGRAPHIC PLAN, WESTOVER SCHOOL, STAMFORD, CONNECTICUT",

PREPARED BY EDWARD J. FRATTAROLI, INC., DATED APRIL 3, 2019.

3. IT IS THE RESPONSIBILITY OF THE CONTRACTOR IN EVALUATING THESE PLANS TO MAKE EXAMINATIONS IN THE

FIELD BY VARIOUS METHODS AND OBTAIN NECESSARY INFORMATION FROM AVAILABLE RECORDS, UTILITY

COMPANIES, AND INDIVIDUALS AS TO THE LOCATION OF SUBSURFACE STRUCTURES.

4. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO REVIEW ALL OF THE DRAWINGS AND SPECIFICATIONS

ASSOCIATED WITH THIS PROJECT WORK SCOPE PRIOR TO THE INITIATION OF CONSTRUCTION. SHOULD THE

CONTRACTOR FIND A CONFLICT WITH THE DOCUMENTS RELATIVE TO THE DRAWINGS, SPECIFICATIONS OR

APPLICABLE CODES, IT IS THE CONTRACTOR'S RESPONSIBILITY TO NOTIFY THE OWNER'S REPRESENTATIVE IN

WRITING PRIOR TO THE START OF CONSTRUCTION. FAILURE BY THE CONTRACTOR TO NOTIFY THE OWNER'S

REPRESENTATIVE SHALL CONSTITUTE ACCEPTANCE OF FULL RESPONSIBILITY BY THE CONTRACTOR TO COMPLETE

THE SCOPE OF WORK AS DEFINED BY THE DRAWINGS AND IN FULL CONFORMANCE WITH REGULATIONS AND CODES.

5. AS CONSTRUCTION IS COMPLETED, THE CONTRACTOR SHALL REMOVE ALL EXCESS MATERIAL, DEBRIS, ETC. AND

RESTORE OR REPLACE ANY DAMAGE TO LANDSCAPING AND SITE FEATURES.

6. AREAS OUTSIDE THE PROJECT LIMIT LINE DISTURBED BY CONSTRUCTION SHALL BE RETURNED TO THEIR ORIGINAL

CONDITION OR BETTER AND SHALL BE GRADED TO MEET PROPOSED CONSTRUCTION AS DIRECTED BY THE OWNER'S

REPRESENTATIVE. COST FOR THIS WORK SHALL BE BORNE BY THE CONTRACTOR AT NO ADDITIONAL COST TO THE

OWNER.

7. THE CONTRACTOR SHALL PROCURE ALL THE NECESSARY PERMITS AND LICENSES, AT THE TIME REQUIRED AND GIVE

NOTICES AS NECESSARY AND DUE IN CONNECTION WITH THE LAWFUL EXECUTION OF THE WORK AT NO ADDITIONAL

COST TO THE OWNER.

8. ALL UTILITY BOXES, FRAMES, AND GRATES, ETC. AFFECTED BY THE CONSTRUCTION ACTIVITIES SHALL BE

RESET/RECONSTRUCTED TO THE PROPER GRADE. ALL COST RELATED TO SUCH WORK SHALL BE INCLUDED IN THE

BID PRICE.

9. EXCAVATION OF ANY TYPE SHALL BE ACCOMPLISHED IN SUCH A MANNER THAT UNDERGROUND UTILITIES OR

STRUCTURES ARE NOT DAMAGED. IT SHALL BE THE CONTRACTOR'S SOLE RESPONSIBILITY FOR ANY DAMAGED

INCURRED DURING CONSTRUCTION OPERATIONS. ALL EXCAVATION SHALL BE IN CONFORMANCE WITH THE LATEST

OSHA REQUIREMENTS.

10. ALL DRIVEWAYS, ROADS, STAIRS, AND SIDEWALKS DISTURBED BY THE CONSTRUCTION IN OR OUTSIDE THE

PROJECT LIMIT LINE SHALL BE RETURNED TO THEIR ORIGINAL CONDITION OR BETTER AND SHALL BE GRADED TO

MEET THE PROPOSED CONSTRUCTION AS DIRECTED BY THE OWNER'S REPRESENTATIVE AT NO ADDITIONAL COST TO

THE OWNER.

11. THE CONTRACTOR SHALL SUFFICIENTLY COVER ALL DISTURBED AREAS AT THE END OF EACH WORK DAY TO AVOID

ANY RISK OF INJURY TO PEDESTRIAN OR VEHICULAR TRAFFIC. THE CONTRACTOR SHALL INSTALL TEMPORARY

SUPPORT SYSTEMS OVER TRENCH EXCAVATIONS THAT ARE TAMPER RESISTANT AND SAFE FOR VEHICULAR AND

PEDESTRIAN TRAFFIC. THE CONTRACTOR SHALL INSTALL BARRICADES TO PROTECT AGAINST PEDESTRIAN ACCESS.

THE CONTRACTOR SHALL OBTAIN APPROVAL OF THE TEMPORARY SAFETY MEASURES BY THE OWNER'S

REPRESENTATIVE. ALL MAINTENANCE AND PROTECTION OF BOTH PEDESTRIAN AND VEHICULAR TRAFFIC ARE

INCLUDED IN THE BID PRICE FOR THIS PROJECT.

12. ALL DISTURBED AREAS NOT PROVIDED WITH SPECIFIC SITE IMPROVEMENTS (PAVING, CONCRETE SIDEWALK,

LANDSCAPING, ETC.) SHALL BE TREATED WITH TOPSOIL AND SEED. CONTRACTOR RESPONSIBLE FOR ESTABLISHING

VEGETATION.

13. THE CONTRACTOR SHALL COMPLETE ALL WORK SO THAT ANY MATERIALS WHICH ARE TO REMAIN IN PLACE OR

WHICH ARE TO REMAIN THE PROPERTY OF THE OWNER, WILL NOT BE DAMAGED. IF THE CONTRACTOR DAMAGES ANY

MATERIALS WHICH ARE TO REMAIN, OR WHICH ARE TO REMAIN THE PROPERTY OF THE OWNER, THE DAMAGED

MATERIALS SHALL BE REPLACED TO THE SATISFACTION OF THE OWNER'S REPRESENTATIVE AT THE EXPENSE OF THE

CONTRACTOR.

14. THE CONTRACTOR SHALL EXCAVATE AND LEGALLY DISPOSE OF OFF-SITE ANY EXCESS SOIL, ROCK, PAVEMENT AND

BASE MATERIALS. THE COST FOR THIS WORK SHALL BE INCLUDED IN THE BASE BID FOR THE PROJECT.

CONTAMINATED MATERIAL DEPICTED ON DRAWING C430 SHALL BE HANDLED IN ACCORDANCE WITH THE PROJECT

SPECIFICATIONS, AND SHALL BE INCLUDED IN THE BASE BID.

15. ALL PROPOSED WORK MAY BE VARIED IN THE FIELD BY THE OWNER'S REPRESENTATIVE TO MEET EXISTING

CONDITIONS.

16. EROSION  CONTROL PLANS SHALL BE STRICTLY ENFORCED.  PUBLIC ROADS SHALL BE SWEPT CLEAN OF ALL DIRT

AND DEBRIS AT THE END OF EACH DAY.

17. CONTOURS AND ELEVATIONS REFERENCE TO THE NATIONAL GEODETIC VERTICAL DATUM OF 1929.

18. AT THE CONCLUSION OF WORK, ALL ON-SITE STORM DRAINS, INCLUDING EXISTING BOX CULVERTS SHALL BE

CLEANED AND VIDEO INSPECTED, AND AN AS-BUILT DRAWING PRODUCED OF THE ON-SITE STORM DRAINAGE

SYSTEM, AND SUBMITTED TO THE DESIGN PROFESSIONAL ENGINEER (CT LICENSED) FOR REVIEW AND

CERTIFICATION.

STANDARD ABBREVIATIONS

@  AT

&   AND

AC  ACRE/AIR CONDITIONING

AD  AREA DRAIN

BIT  BITUMINOUS

CB  CATCH BASIN

CTDEEP  CONNECTICUT DEPT. OF ENERGY & ENV. PROTECTION

CTDOT  CONNECTICUT DEPT. OF TRANSPORTATION

CONC  CONCRETE

CO  CLEAN-OUT  

CY  CUBIC YARDS

DIP  DUCTILE IRON PIPE

DWG  DRAWING

E  EAST/ELECTRIC

ELEC  ELECTRIC

EL/ELEV  ELEVATION

EX/EXIST  EXISTING

FF  FIRST FLOOR

FL  FLOW

G  GAS

GG  GAS GATE

HERCP  HORIZONTAL ELLIPTICAL CONCRETE PIPE

HDPE  HIGH DENSITY POLYETHYLENE PIPE

HYD/HYDT  HYDRANT

IN  INCHES

INC   INCORPORATED

INV   INVERT

LP   LIGHT POLE

MAX   MAXIMUM

MIN   MINIMUM

MH   MANHOLE

MISC     MISCELLANEOUS

N   NORTH

NGVD29   NATIONAL GEODETIC VERTICAL DATUM OF 1929

NTS   NOT TO SCALE

N/A   NOT APPLICABLE

N/F   NOW OR FORMERLY

OS   OIL SEPARATOR

PVC/PVCP   POLYVINYL CHLORIDE PIPE

R   RADIUS

RCP   REINFORCED CONCRETE PIPE

REV   REVISION

ROW   RIGHT OF WAY

SAN   SANITARY

SF   SQUARE FEET

S   SOUTH

STA   STATION

STD   STANDARD

STRM    STORM

TEL   TEL-DATA

TF   TOP OF FRAME

TYP   TYPICAL

W   WATER

WB WETLAND BOUNDARY

WG/WV   WATER GATE/VALVE

WQS   WATER QUALITY SYSTEM
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DESCRIPTION EXISTING PROPOSED

PROPERTY LINE

EASEMENT LINE

PROJECT LIMIT LINE

STOCKADE FENCE

MINOR CONTOUR

MAJOR CONTOUR

SPOT ELEVATION

SILT SACK

CONSTRUCTION ENTRANCE

SILT FENCE

TEMPORARY SOIL STOCKPILE AREA

TREES

EDGE OF PAVEMENT

CONCRETE CURB LINE

WHITE PAINTED LINES

WALL

WATER QUALITY STRUCTURE

STORM SEWER

STORM MANHOLE

CATCH BASIN

YARD DRAIN

UNDERGROUND ELECTRIC

OVERHEAD ELECTRIC

ELECTRIC MANHOLE

LIGHT POLE

UTILITY POLE

SANITARY SEWER

SANITARY LATERAL

SANITARY MANHOLE

FIRE SERVICE

WATER SERVICE

WATER METER PIT

WATER VALVE

HYDRANT

TEL-DATA - BURIED

TEL-DATA MANHOLE

SIGN & SIGN POST

SIDEWALK

ACCESSIBLE PARKING

LIGHT

TEST HOLE
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WATER MAIN NOTES

1. THE LOCATION OF ALL SUBSURFACE OR UNDERGROUND UTILITIES AND STRUCTURES INCLUDING BUT NOT LIMITED TO

PIPES, CABLES AND CONDUITS ARE NOT GUARANTEED TO BE EXACT, NOR IS IT GUARANTEED THAT ALL UNDERGROUND

OR SUBSURFACE ITEMS ARE SHOWN.

2. THE EXACT LOCATION AND DEPTH OF EXISTING WATER MAINS IS UNKNOWN. THE EXISTING WATER MAINS ON THIS PLAN

ARE BASED ON THE BEST AVAILABLE INFORMATION OBTAINED BY FIELD WORK, MAPPING AND INFORMATION PROVIDED

BY AQUARION WATER COMPANY.

3. A MINIMUM 18" OF VERTICAL CLEARANCE IS TO BE PROVIDED BETWEEN SANITARY SEWER AND WATER MAINS AND

SERVICES

4. A MINIMUM 12" OF VERTICAL CLEARANCE IS TO BE PROVIDED BETWEEN SANITARY SEWER MAINS AND SERVICES FROM

STORM DRAINS AND ALL OTHER UTILITIES (TELEPHONE, ELECTRIC, CABLE, ETC.)

5. A MINIMUM OF 5 FEET HORIZONTAL CLEARANCE IS TO BE PROVIDED BETWEEN THE OUTSIDE OF SANITARY SEWER MAINS

OR OUTSIDE OF WATER MAINS TO ANY ADJACENT CATCH BASIN OR OTHER STRUCTURE UNLESS MORE DISTANCE IS

REQUIRED.

6. A MINIMUM OF 10 FEET HORIZONTAL CLEARANCE IS TO BE PROVIDED BETWEEN SANITARY SEWER MAIN AND WATER MAIN

AND SERVICES.

7. WATER MAIN SHALL HAVE A MINIMUM 4.5 FEET OF COVER

8. IF MINIMUM INSTALLATION CLEARANCES CANNOT BE MET, THE CONTRACTOR SHALL:

- NOTIFY THE ENGINEER

- PROVIDE A WATER TIGHT SEAL AT JOINTS WITHIN 10' OF THE CROSSING USING A PIPE JOINT REPAIR CLAMP OR 

  MECHANICAL JOINT

- INSTALL A 2" RIGID INSULATION PROTECTIVE BARRIER BETWEEN THE WATER MAIN AND SEWER OR STORM DRAIN

9. ALL SURFACE RESTORATION INCLUDING PAVEMENT, CURBING, LANDSCAPING, PLANTING AND TREE REPLACEMENT SHALL

BE COORDINATED WITH THE DEVELOPER AND THE TOWN OF GREENWICH.

10. ALL VALVES SHALL BE OPEN RIGHT (OTR).
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SITE PREPARATION PLAN NOTES

1. ALL ELEVATIONS SHOWN REFERENCE NGVD29 DATUM.

2. REMOVALS SHALL BE PHASED AS SPECIFIED BY THE CITY OF STAMFORD CONSTRUCTION MANAGER.

3. EXISTING ITEMS NOTED TO REMAIN AND EXISTING ITEMS TO BE REMOVED, WHERE INDICATED ON

THE DRAWING ARE FOR CLARIFICATION. IN ANY CASE, REMOVE EXISTING TREES, VEGETATION,

PAVING, CURBS, WALKS, FOUNDATIONS, WALLS, AND OTHER SITE IMPROVEMENTS AS NECESSARY

TO COMPLETE THE WORK. REMOVE SUCH EXISTING ITEMS ONLY WITH APPROVAL OF THE CITY OF

STAMFORD CONSTRUCTION MANAGER.

4. TREES NOT DESIGNATED ON THESE PLANS TO BE REMOVED SHALL NOT BE REMOVED UNTIL

WRITTEN PERMISSION IS SECURED BY THE OWNER.

5. CONTACT "CALL BEFORE YOU DIG" AT 1-800-922-4455 AT LEAST 2 BUSINESS DAYS PRIOR TO

EXCAVATION AND FOLLOWING PROGRAM PROCEDURES.

6. KEEP THE SITE CLEAR OF DEBRIS THROUGHOUT THE CONSTRUCTION PERIOD. SECURE MATERIALS

AND DEBRIS SO AS NOT TO CAUSE HAZARD OR NUISANCE.

7. BRING DISTURBED AREAS TO FINISHED CONDITION AS SOON AS POSSIBLE AFTER INITIAL

DISRUPTION. PROTECT SLOPES INITIALLY WITH MULCH UNTIL PLANTINGS TAKE HOLD.

8. LIMITS OF REMOVAL SHOWN ARE APPROXIMATE. CONTRACTOR SHALL VERIFY ACTUAL FIELD LIMITS

OF REMOVAL. BASE BID PRICES ARE TO INCLUDE ALL TOPSOIL STRIPPING NECESSARY TO

COMPLETE WORK.

9. NO STORM DRAINAGE PIPE SHALL BE REMOVED OR ABANDONED UNTIL NEW POSITIVE OUTLET IS

PROVIDED.

10. COORDINATE UTILITY WORK WITH THE RESPECTIVE UTILITY COMPANY.

11. ALL AREAS DISTURBED, NOT OTHERWISE CALLED OUT IN THESE PLANS FOR A SPECIFIC

TREATMENT SHALL BE TREATED WITH 4" TOPSOIL AND SEED.

12. SITE PREPARATION WORK SHALL NOT BEGIN UNTIL ALL APPROPRIATE SEDIMENTATION AND

EROSION HAVE BEEN INSTALLED AND APPROVED.

13. GENERAL CONTRACTOR SHALL FURNISH AND INSTALL CONSTRUCTION FENCING.  EACH SITE

TRADE CONTRACTOR IS RESPONSIBLE FOR RELOCATIONS OF THE FENCE TO ACCOMMODATE THEIR

WORK, AND FOR MAINTENANCE OF THE FENCE DURING SITE DEMOLITION OPERATIONS.

14. REMOVE LANDSCAPE OVERGROWTH AROUND BUILDING, TRIM SHRUBS TO 6 INCHES LESS THAN

FIRST FLOOR WINDOW HEIGHT AND SO VEGETATION DOES NOT ENCLOACH CLOSER THAN 3' FROM

BUILDING WALL
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WORK ITEM LEGEND

1 - REMOVE EXIST. FENCE

2 - REMOVE EXIST. GATE

3 - REMOVE EXIST. PLAYSCAPE

4 - REMOVE EXIST. SWINGS

5 - REMOVE EXIST. JUNGLE GYM

6 - REMOVE EXIST. BENCH

7 - REMOVE EXIST. HDPE ROOF LEADER EXTENSION

8 - REMOVE EXIST. CONCRETE LANDING

9 - REMOVE EXIST. FLAP GATE INSIDE MANHOLE

10 - REMOVE EXIST. SIGN

11 - REMOVE EXISTING CATCH BASIN

12 - REMOVE EXISTING MANHOLE

13 - REMOVE EXISTING JUNCTION CHAMBER

14 - REMOVE LARGE SHRUBS AND ROOT BALLS, TRIM ALL

VEGETATION WITHIN 10' OF BUILDING

15 - CUT ALL VEGETATION WITHIN 10 FEET OF CURB LINE

16 - REMOVE EXIST. OIL/WATER SEPARATOR

LEGEND

- REMOVE EXIST. BIT. CONC. PAVEMENT

- REMOVE EXIST. WOOD CHIPS

- REMOVE EXIST. CONCRETE

- ABANDON EXISTING PIPE

- REMOVE EXISTING PIPE

- REMOVE EXIST. TREE
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X
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2

X

X

REMOVE EXISTING

TREE (TYP)

2

2

REMOVE EXISTING

TREE (TYP)

X

11

12

12

X

REMOVE EXISTING

TREE (TYP)

ALTERNATE A

REMOVE EXISTING 8,000 GAL. UNDERGROUND

FUEL OIL TANK, INCLUDING ALL FUEL OIL AND VENT PIPING,

REMOVE CONCRETE PAD AND REPLACE WITH BITUMINOUS

CONCRETE PAVEMENT

ALTERNATE A

REMOVE 1-1/2" FUEL OIL SUPPLY & RETURN LINES,

SEAL PENETRATION AT BUILDING, RESTORE DISTURBED AREAS IN KIND

ALTERNATE A

REMOVE 1-1/2" FUEL OIL SUPPLY & RETURN LINES,

SEAL PENETRATION AT BUILDING, RESTORE DISTURBED AREAS IN KIND

ALTERNATE A

APPROXIMATE REMOVAL LIMITS

FOR BYPASS CULVERT

APPROXIMATE REMOVAL LIMITS

FOR BYPASS CULVERT

APPROXIMATE REMOVAL LIMITS

FOR BYPASS CULVERT

APPROXIMATE REMOVAL LIMITS

FOR ROOF LEADER PIPING

CUT EXIST. SIDEWALK AT

SCORE LINES

APPROXIMATE REMOVAL LIMITS

FOR ROOF LEADER PIPING

CUT EXIST. SIDEWALK AT

SCORE LINES

13

X

14

X

15

15

X

16

NOTE:  MAINTAIN IRRIGATION

SYSTEM IN FIELD IN OPERABLE

CONDITION AT ALL TIMES

DURING CONSTRUCTION.

EXISTING SYSTEM NOT SHOWN.
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- RESILIENT SURFACE
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RECONSTRUCT CONCRETE SIDEWALK,

CUT AT EXISTING SCORE LINE

REPLACE EXIST. CONCRETE CURB

SAWCUT LINE FOR 60" RCP INSTALLATION

REPLACE EXIST. CONCRETE CURB

RECONSTRUCT CONCRETE SIDEWALK,

CUT AT EXISTING SCORE LINE

REPLACE EXIST. CONCRETE CURB
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EXISTING SYSTEM NOT SHOWN.

CONCRETE PEDESTRIAN RAMP, TYPE 10

CONCRETE PEDESTRIAN RAMP, TYPE 7

REMOVE EXISTING CROSSWALK MARKINGS,

INSTALL REALIGNED CROSSWALK MARKINGS
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REGRADE AND REPAVE

EXISTING BITUMINOUS CONCRETE

SAWCUT EXISTING PAVEMENT

EDGE OF NEW PAVEMENT

TO ALIGN WITH EDGE OF

EXISTING PAVEMENT

4'

EDGE OF PAVEMENT

SAWCUT EXISTING PAVEMENT

EDGE OF PAVEMENT

REMOVE AND REPLACE

EXISTING BITUMINOUS CONCRETE

LEGEND

- BITUMINOUS CONCRETE DRIVEWAY/PARKING LOT PAVEMENT

- BITUMINOUS CONCRETE SIDEWALK PAVEMENT

- RESILIENT SURFACE

- UNDERDRAIN GRAVEL AT SURFACE

SAWCUT EXISTING PAVEMENT

SITE PLAN NOTES

1. ALL ELEVATIONS SHOWN REFERENCE NGVD29 DATUM.

MDS/JAC

INSTALL 8' WIDE DOUBLE GATE

INSTALL 4' WIDE SINGLE GATE

INSTALL 4' HIGH BLACK VINYL COATED

CHAIN LINK FENCE

1
'

EDGE OF PAVEMENT

INSTALL 4' HIGH BLACK VINYL COATED

CHAIN LINK FENCE

CONCRETE LANDING

AND STEPS

CONCRETE LANDING

AND STEPS

LIMIT OF BITUMINOUS

CONCRETE CURBING

28' WIDE DOUBLE SWING

BARRIER GATE

INSTALL 4' HIGH BLACK VINYL COATED

CHAIN LINK FENCE

INSTALL 4' HIGH BLACK VINYL COATED

CHAIN LINK FENCE

5'

INSTALL 4' WIDE SINGLE GATE

INSTALL 8' WIDE DOUBLE GATE

1

C-605

2

C-605

1

C-604

BITUMINOUS CONCRETE CURB

2

C-605

6

C-604

5

C-604

2

C-605

2

C-605

5

C-604

6

C-604

8

C-604

7

C-604

2

C-604

INSTALL 8' WIDE DOUBLE GATE

5

C-604

INSTALL 8' WIDE DOUBLE GATE

5

C-604

ALTERNATE A

GENERATOR AND PAD

REFER TO ELECTRICAL DRAWINGS

FOUR SQUARE COURT MARKINGS

4

C-605

FOUR SQUARE COURT MARKINGS

4

C-605

TIC-TAC-TOE MARKINGS

5

C-605

HOPSCOTCH MARKINGS

6

C-605

CUT AT EXIST. SCORE LINE,

REGRADE TO DRAIN,

REPLACE CONCRETE SIDEWALK

REPLACE EXIST. CONCRETE LANDING,

SEE ARCHITECTURAL DRAWINGS

2

C-606

REPLACE EXIST. CONCRETE LANDING,

SEE ARCHITECTURAL DRAWINGS

REPLACE EXIST. CONCRETE LANDING,

SEE ARCHITECTURAL DRAWINGS

PROJECT-WIDE:  TOPSOIL & SEED ALL DISTURBED AREAS

NOT OTHERWISE IDENTIFIED WITH A SPECIFIC

TREATMENT, REFER TO DRAWING C100 AND

SPECIFICATION 32 90 03
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LINE #

L1

L2

L3

LENGTH

270.89'

314.02'

194.35'

DIRECTION

S81° 49' 49.51"E

S9° 10' 30.00"W

S83° 29' 03.56"W

START POINT

N: 5971.66, E: -9425.83

N: 6362.11, E: -9434.92

N: 6459.23, E: -9163.19

END POINT

N: 5933.17, E: -9157.69

N: 6052.11, E: -9484.99

N: 6437.17, E: -9356.29

CURVE TABLE

CURVE #

C1

C2

P.C.

P.I.

P.T.
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P.I.

P.T.
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-
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NORTHING
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EASTING
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E: -9,356.29

E: -9,424.04

E: -9,434.92

DELTA (D)

91° 00' 19.5"

74° 18' 33.6"

TANGENT

71.24'

68.20'

LENGTH

111.18'

116.72'

RADIUS

70.00'

89.99'
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SEE DRAINAGE AND UTILITY PLAN ENLARGEMENT

SHEET C-410

MDS/JAC

CONSTRUCT 96" DIA FLAT TOP MH, MH-N2

OVER EXIST. 15" RCP

RIM=37.8

INV IN = 31.97 (S)

INV IN = 31.04 (E)

INV OUT = 31.04 (W)

CONSTRUCT WATER QUALITY STRUCTURE,

WQS-001, OVER EXIST. 15" RCP

CDS MODEL 2015-4

RIM=37.9

INV IN = 31.99 (SE)

INV OUT = 31.99 (NW)

PLUG EXIST.

PIPES

20 LF - 60" HDPE @ 0.50%

PLUG EXISTING PIPE

CONSTRUCT 96" DIA FLAT TOP MH, MH-O

OVER EXIST. 18" RCP

RIM=38.1

INV IN = 32.20 (E)

INV IN = 31.09 (NE)

INV OUT = 31.09 (SW)

202 LF - 60" HDPE

@ 0.175%

PLUG EXISTING PIPES

PLUG EXISTING PIPES

REMOVE EXISTING JUNCTION CHAMBER

CONSTRUCT NEW JUNCTION CHAMBER B

RIM=42.96

INV IN=34.9 (12" N)

INV IN=39.5 (15" W)

INV IN=34.8 (20" N)

INV IN=32.5 (36" N)

INV OUT=32.3 (48" S)

INV OUT=32.3 (60" SE)

11 LF - 60" HDPE @ 0.45%

CONSTRUCT 96" DIA FLAT TOP MH, MH-S

RIM=42.80

INV IN = 32.25 (NW)

INV OUT = 32.25 (S)

267 LF - 60" HDPE @ 0.175%

CONSTRUCT WATER QUALITY STRUCTURE,

REPLACE EXIST. MANHOLE

WQS-002, CDS MODEL 2015-4

RIM=38.3

INV IN = 33.22 (E)

INV IN=33.70 (N)

INV OUT = = 33.22 (W)

CONSTRUCT 108" DIA FLAT TOP MH, MH-R

OVER EXIST. 18" RCP

RIM=39.5

INV IN = 32.92 (E)

INV IN = 31.78 (N)

INV OUT = 31.78 (S)

70 LF - 60" HDPE @ 0.175%

CONSTRUCT 84" DIA FLAT TOP MH, MH-Q

OVER EXIST. 12" RCP

RIM=38.6

INV IN = 34.17 (E)

INV IN = 31.66 (N)

INV OUT = 31.66 (S)

126 LF - 60" HDPE @ 0.175%

CONSTRUCT 96" DIA FLAT TOP MH, MH-P

OVER EXIST. 15" RCP

RIM=38.4

INV IN = 34.14 (E)

INV IN = 31.44 (NE)

INV OUT = 31.44 (SW)

CLEANOUT

INV. 36.00

8" x 8" x 6" WYE

INV. 35.94

36 LF - 8" PVC ROOF LEADER @

2.00%

22 LF - 12" PVC @ 0.50%

CONNECT TO EXIST.

CHAMBER

INV. 34.20

CLEANOUT

INV. 36.00

8" x 8" x 6" WYE

INV. 35.97

236 LF - 8" PVC ROOF LEADER @

1.00%

8" x 8" x 6" WYE

INV. 35.69

8" x 8" x 6" WYE

INV. 35.41

8" x 8" x 6" WYE

INV. 35.10

45° BEND

INV. 35.06

45° BEND

INV. 34.72

CLEANOUT

INV. 35.02

CONNECT TO EXIST.

CHAMBER

INV. 33.64

45° BEND

INV. 33.76

45° BEND

INV. 33.80

CLEANOUT

INV. 33.82

8" x 8" x 6"

WYE

INV. 34.64

8" x 8" x 6" WYE

INV. 34.40

8" x 8" x 6"

WYE

INV. 33.88

CLEANOUT

INV. 34.60

CLEANOUT

INV. 36.00

8" x 8" x 6" WYE

INV. 35.94

92 LF - 8" PVC ROOF LEADER @

2.00%

45° BEND

INV. 35.64

8" x 8" x 6"

WYE

INV. 35.58

CLEANOUT

INV. 35.54

CONNECT TO

EXIST. MH

INV. 34.16

EXCAVATE TEST PIT TO

CONFIRM DEPTH OF

EXIST. UTILITIES AND WATER MAIN

EXIST. DOMESTIC WATER SERVICE

EXIST. FIRE SERVICE

CONSTRUCT 48" DIA FLAT TOP MH, MH-V

RIM=38.8

INV IN = 35.46 (N)

INV IN = 35.46 (W)

INV IN = 34.31 (NE)

INV OUT = 34.31 (SE)

16 LF - 8" PVC @ 0.50%

CONNECT TO EXIST. AD

INV 34.40

ALTERNATE A

GENERATOR, GENERATOR PAD AND

CONNECTIONS
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DRAINAGE AND UTILITY PLAN ENLARGEMENT

SCALE: 1" = 20'

AREA DRAIN AD-101

GR=39.00

INV=36.00

8 LF - 8" PVC @ 2.00%

5 LF - 6" PVC @ 2.00%

AREA DRAIN AD-100

GR=39.00

INV=35.50

20 LF - 8" PVC @ 2.00%

CONSTRUCT 48" DIA

FLAT TOP MH, MH-L2

OVER EXISTING 15" PVC

RIM=38.9

INV IN=33.60 (E)

INV IN=35.84 (NE)

INV IN=35.10 (NW)

INV IN=33.25± (N)

INV OUT=33.25± (S)

5 LF - 6" PVC ROOF LEADER

@ 2.00%

CONSTRUCT 48" DIA

FLAT TOP MH, MH-L1

OVER EXISTING 15" PVC

RIM=38.55

INV IN=34.40 (W)

INV OUT=33.05± (S)

CONSTRUCT

DOUBLE TYPE "CL" CB

CB-101

GR=37.50

INV=33.90

50 LF - 15" PVC @ 2.00%

8" X 8" X 6" WYE

INV=34.32

8" X 8" X 6" WYE

INV=34.96

100 LF - 8" PVC @ 2.00%

CLEANOUT

GR=38.60

INV =35.60

28 LF - 6" PVC @ 2.00%

15 LF - 12" PVC @ 2.00%

28 LF - 6" PVC @ 2.00%

AREA DRAIN AD-105

GR=38.80

INV =35.30

36 LF - 12" PVC @ 1.00%

CONSTRUCT 48" DIA

FLAT TOP MH, MH-J

RIM=38.4

INV IN = 35.40 (S)

INV IN = 33.58 (SE)

INV IN = 32.48 (SW)

INV OUT = 32.48 (NW)

8" X 8" X 6" WYE

INV=35.34

8" X 8" X 6" WYE

INV=35.74

ROOF LEADER

COLLCTOR CLEANOUT

INV=35.78

110 LF - 8" PVC

ROOF LEADER @ 2.00%

98 LF - 6" PVC

ROOF LEADER @ 2.00%

YARD DRAIN YD-102

GR=39.1

INV IN=35.75 (S)

INV IN=35.75 (E)

INV OUT=35.60 (N)

45° BEND

INV = 33.12

INSTALL 6"

FOUNDATION DRAIN

30° BENDS

156 LF - 8" PVC ROOF LEADER @ 2.00%

ROOF LEADER COLLECTOR

CLEANOUT

INV=36.00

ROOF LEADER

COLLECTOR CLEANOUT

INV=36.00

154 LF - 8" PVC ROOF LEADER @ 1.00%

8" X 8" X 6" WYE

INV=33.68

8" X 8" X 6" WYE

INV=35.56

REPLACE EXISTING MANHOLE

EXIST MH BURIED,

POSITION MANHOLE OPENING OUTSIDE

FENCE LINE

WITH 48" DIA. FLAT TOP MH, MH-T

RIM = 38.80

INV IN = 34.04

INV OUT = 34.04

45° BEND

INV=34.04

RELOCATE EXISTING WATER MAIN

REFER TO DRAWING C-420

MDS/JAC

CONSTRUCT

96" DIAMETER FLAT TOP

MANHOLE, MH-I

OVER EXISTING 36" RCP

RIM = 38.6

INV IN = 35.06 (S)

INV IN = 34.04 (E)

INV  IN = 32.8 (N)

INV OUT = 32.75 (W)

PLUG EXIST. 36" RCP

AFTER 42" HDPE BYPASS LINE IS

ACTIVE

95 LF - 42" HDPE @ 0.175%

CONSTRUCT 108" DIA FLAT TOP

MANHOLE, MH-F

RIM = 37.80

INV IN = 33.92 (NE)

INV IN = 32.62 (SE)

INV IN = 32.33 (E)

INV OUT = 32.33 (SW)

44 LF - 42" HDPE @ 0.175%

CONSTRUCT

72" DIA FLAT TOP MANHOLE, MH-E

RIM = 37.9

INV IN = 32.41 (NE)

INV OUT = 32.41 (S)

152 LF - 42" HDPE @ 0.175%

ROOF LEADER

COLLECTOR CLEANOUT

INV=36.00

8" x 8" x 6" WYE

INV = 35.96

8" x 8" x 6" WYE

INV = 34.96

PLUG EXIST. 10" PVC

26 LF - 12" PVC @ 1.00%

CLEANOUT

INV=34.12

6" x 6" x 6" TEE CONNECTION

INV.  36.00

CONSTRUCT

72" DIA FLAT TOP MANHOLE, MH-D

RIM = 37.9

INV IN = 35.56 (E)

INV IN = 32.14 (N)

INV OUT = 32.14 (S)

22 LF - 6" SOLID PVC

FOUNDATION DRAIN OUTLET

@ 2.00%

192 LF - 42" HDPE @ 0.175%

CONSTRUCT 84" DIA

FLAT TOP MH, MH-C

RIM=37.3

INV IN=34.40 (6" E)

INV IN=32.92 (8" E)

INV IN = 31.80 (N)

INV OUT = 31.80 (SE)

54 LF - 42" HDPE @ 0.175%

CONSTRUCT 72" DIA

FLAT TOP MH, MH-B

RIM=37.7

INV IN = 34.89 (NE)

INV IN = 33.06 (SW)

INV IN = 31.71 (NW)

INV OUT = 31.71 (E)

PLUG EXIST. PIPE

17 LF - 15" PVC @ 2.00%

62 LF - 42" HDPE @ 0.175%

REPLACE EXIST. MANHOLE WITH

72" DIA. FLAT TOP MH, MH-A

RIM = 38.5

INV IN = 32.55 (N)

INV IN = 31.60 (W)

INV OUT = 31.60 (E)

48 LF - 42" HDPE @ 0.175%

CONNECT TO EXIST. JUNCTION

CHAMBER

INV = 32.90

CLEANOUT

INV. 36.00

8"x8"x6"

WYE

INV. 35.98

CONSTRUCT NEW 48" DIA

FLAT TOP MH, MH-M

OVER EXIST. 15" PVC

RIM=38.7±

INV IN=35.88 (E)

INV IN=35.84 (W)

INV IN 33.74± (N)

INV OUT=33.74± (S)

INSTALL 6"

FOUNDATION DRAIN

INSTALL 6"

FOUNDATION DRAIN

INSTALL 6"

FOUNDATION DRAIN

6" x 6" x 6"

TEE CONNECTION

INV.  36.00

20 LF - 6" PVC SOLID PVC

FOUNDATION DRAIN OUTLET @ 2.00%

CONSTRUCT TYPE "CL" CB, CB-100

GR=37.0

INV OUT=33.25 (N)

14 LF - 15" PVC @ 1.00

56 LF - 42" HDPE @ 0.175%

REMOVE EXISTING 15" RCP IN

CONFLICT WITH CONSTRUCTION

3 LF - 12" PVC @ 5.00%

CONST. 108" DIA FLAT TOP MH, MH-G

RIM=37.9

INV IN = 34.52 (SW)

INV IN = 33.85 (S)

INV IN - 33.67 (NE)

INV IN = 32.58 (E)

INV OUT = 32.58 (W)

CONSTRUCT TYPE "CL" CB, CB-102

GR=37.0

INV OUT=34.00 (N)

12 LF - 6" PVC ROOF LEADER @ 2.00%

CONSTRUCTION JUNCTION CHAMBER A

OVER EXIST. 7' X 3' BOX CULVERT

RIM=38.1

INV IN=31.52 (NW)

INV IN=30.7 (NE)

INV IN=30.7 (E)

INV OUT=30.7 (SW)

REMOVE EXISTING CATCH BASIN

50 LF - 60" HDPE @ 0.175%

CONSTRUCT 96" DIA FLAT TOP MH, MH-N1

RIM=38.7

INV IN = 35.02 (NW)

INV IN = 33.40 (N)

INV IN = 33.11 (S)

INV IN = 30.78 (E)

INV OUT = 30.78 (W)

150 LF - 60" HDPE @ 0.175%

RELOCATED 8" DIP WATER MAIN

CLEANOUTS FOR ROOF DRAIN

AND FOUNDATION DRAINS

30° BENDS

50 LF - 6" SOLID PVC FOOTING DRAIN OUTLET @ 3.40%

14 LF - 12" PVC @ 2.00%

PLUG EXIST. PIPE

PLUG EXIST. PIPE

12 LF 6" PVC

ROOF LEADER @ 2.00%

8" X 8" X 6" WYE

INV=34.54

45° BEND

INV=34.50

45° BEND

INV=34.48

CONNECT TO EXIST. MH

INV=34.44

8" X 8" X 6" WYE

INV=33.94

8" X 8" X 6" WYE

INV=34.52

8" X 8" X 6" WYE

INV=35.20

108 LF - 8" PVC

ROOF LEADER @ 2.00%

8" X 8" X 6" WYE

INV=35.84

CLEANOUT

INV =36.00

156 LF - 8" PVC

ROOF LEADER @ 1.00%

8" X 8" X 6" WYE

INV=35.10

14 LF - 8" PVC ROOF LEADER @ 2.00%

CLEANOUT

INV=35.32

45° BEND

INV=35.34

45° BEND

INV=35.38

8" X 8" X 6" WYE

INV=35.56

8" X 8" X 6" WYE

INV=35.96

CLEANOUT

INV=36.00

54 LF - 12" PVC @ 1.00%

8" X 8" X 6" WYE

INV=33.78

FOUNDATION DRAIN

CLEANOUT

INV=36.00

6" X 6" X 6" TEE

CONNECTION

INV=36.00

8 LF - 6" SOLID PVC

FOUNDATION OUTLET @ 2.00%

6 LF - 6" SOLID PVC

FOUNDATION OUTLET @ 2.00%

6" X 6" X 6" TEE

CONNECTION

INV=36.00

FOUNDATION DRAIN

CLEANOUT

INV=36.00

INSTALL 6"

FOUNDATION DRAIN

FOUNDATION DRAIN

CLEANOUT

INV=35.00

ALTERNATE A

GENERATOR AND PAD

REFER TO ELECTRICAL DRAWINGS

ALTERNATE A

DUCTBANK

(2) 2-1/2" ELECTRICAL CONDUITS

(4) 2" CONDUITS

FOUNDATION DRAIN

CLEANOUT

INV=35.00

CONNECT TO EXIST. CB

INV=35.76

INSTALL 6"

FOUNDATION DRAIN

FOUNDATION DRAIN

CLEANOUT

INV=35.00

CONSTRUCT TYPE "CL" CB, CB-103

GR=37.0

INV OUT=34.00 (N)

33 LF - 12" PVC @ 1.00%

8"x8"x6"

WYE

INV. 35.74

8"x8"x6"

WYE

INV. 34.97

45° BEND

INV. 34.47

8"x8"x8" WYE

INV. 34.33

REPLACE EXIST 12" PVC WITH

NEW 25 LF - 12" PVC @ 0.40%

REPLACE EXIST 12" PVC WITH

NEW 84 LF - 12" PVC @ 0.83%

22 LF - 6" PVC @ 2.00%

64 LF - 12" PVC @ 1.00%

CONSTRUCT 72" DIA. FLAT TOP MH,

MH-U

RIM = 38.80

INV IN = 35.00 (SE)

INV IN = 35.00 (W)

INV IN = 35.00 (NE)

INV = 35.00 (NW)

INV OUT = 34.40 (S)

8 LF - 8" PVC OUTLET FROM

PLAYGROUND UNDERDRAINS

INV. 35.05

INV = 35.30

14 LF - 8" PVC PLAYGROUND

UNDERDRAIN OUTLET

INV.

34.80

14 LF - 8" PVC PLAYGROUND UNDERDRAIN

OUTLET @ 2.00%

RELOCATE IRRIGATION LINES AS

NEEDED TO ACCOMMODATE

CONSTRUCTION

42" HDPE TO PASS OVER 8" PVC,

CONCRETE ENCASE SANITARY

SEWER 10' EACH SIDE OF CROSSING

ADJUST TO RIM GRADE

(TYP. OF ALL EXIST.

STRUCTURES TO REMAIN)

NOTE:

1. ALL PIPES SHALL BE SET WITH LASER OR SIMILAR TECHNOLOGY PER

SPECIFICATION 33 40 00.

2. INSTALLATION TO COMMENCE FROM DOWNSTREAM TO UPSTREAM.

3. SLOPES ARE PROVIDED FOR CONVENIENCE ONLY, AND ALL PIPES SHALL

BE SET USING INVERT ELEVATIONS.
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C-420

WATER MAIN

RELOCATION PLAN

AS SHOWN

00 20' 40'

00 2' 4'

HORIZONTAL SCALE 1" = 20'

VERTICAL SCALE 1" = 2'
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WATER MAIN  - PLAN

SCALE: 1" = 20'

EXCAVATE TEST PIT TO

CONFIRM DEPTH OF

EXIST. WATER MAIN

MDS/JAC

STA: 50+00

CONNECT TO EXIST. 8" WATER MAIN

EXCAVATE TEST PIT TO

CONFIRM DEPTH OF

EXIST. WATER MAIN

RELOCATED 8" CLASS 52 DIP WATER MAIN,

RESTRAINED JOINTS

TO PROVIDE 4'-6' (MIN) COVER

STA: 52+28.77

22-1/2° HORIZONTAL BEND

MJ, RESTRAINED

WATER MAIN TO PASS BELOW

PROPOSED 60" HDPE

(MIN 12" CLEAR)

EXCAVATE TEST PIT TO

CONFIRM DEPTH OF

EXIST. WATER MAIN

RESET EXIST. HYDRANT

HYDRANT ASSEMBLY STA: 53+09.08

1 - 8" X 6" ANCHOR TEE, MJ, RESTRAINED

1 - 6" GATE VALVE AND BOX, MJ, RESTRAINED

1 - 6" DIP, LENGTH AS REQUIRED

1 - HYDRANT, BLOCKED (RESET)

HYDRANT EXTENSIONS AS REQUIRED

WATER MAIN TO PASS BELOW

PROPOSED 12" RCP

(MIN 12" CLEAR)

RELOCATED 8" DIP WATER MAIN

TO PROVIDE 4'-6' (MIN) COVER

WATER MAIN TO PASS BELOW

PROPOSED 6" UNDERDRAIN

(MIN 12" CLEAR)

EXCAVATE TEST PIT TO

CONFIRM DEPTH OF

EXIST. WATER MAIN

STA: 56+74.04

45° HORIZ BEND, MJ, RESTRAINED

RESET EXIST. HYDRANT

WATER MAIN TO

PASS BELOW 12" PVC

(MIN 12" CLEAR)

EXCAVATE TEST PIT TO CONFIRM DEPTH

OF EXIST. WATER MAIN

STA: 58+49

CONNECT TO EXIST. 8" WATER MAIN

00 20' 40'

SCALE: 1" = 20'

WATER MAIN  - PROFILE

SCALE: 1" = 20' HOR : 1" = 4' VERT
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S
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E
 
A
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V
E

 PROPOSED

42" HDPE

 PROPOSED 8" DIP

PROPOSED

6" UNDERDRAIN

 PROPOSED

12" PVC

 PROPOSED GRADE

 PROPOSED GRADE

PROPOSED 8" DIP WATER MAIN

4
'
-
6
"
 
(
M

I
N

)

4
'
-
6
"
 
(
M

I
N

)

STA: 50+20

11-1/4° VERT BEND, MJ, RESTRAINED

STA: 50+24.74

11-1/4° VERT BEND, MJ, RESTRAINED

STA: 51+08.28

11-1/4° HORIZ BEND, MJ, RESTRAINED

STA: 51+27±

CONNECT TO EXIST MAIN

STA: 51+27± TO 51+63±

UTILIZE EXIST CROSSING OF BOX

CULVERT, PROVIDED CROSSING IS

BELOW CULVERT

STA: 51+63±

CONNECT TO EXIST MAIN

STA: 52+25.16

11-1/4" VERT BEND, MJ, RESTRAINED

STA: 52+15.5

11-1/4" VERT BEND, MJ, RESTRAINED

STA: 52+64.06

3° VERT DEFLECTION

STA: 52+88.94

3° VERT DEFLECTION

STA: 53+06.23 & STA: 53+20.49

22-1/2° HORIZ BEND

MJ, RESTRAINED

STA: 53+98.52

3° VERT DEFLECTION

STA: 53+68.68

3° VERT DEFLECTION

HYDRANT ASSEMBLY STA: 57+09.27

1 - 8" X 6" ANCHOR TEE, MJ, RESTRAINED

1 - 6" GATE VALVE AND BOX, MJ, RESTRAINED

1 - 6" DIP, LENGTH AS REQUIRED

1 - HYDRANT, BLOCKED (RESET)

HYDRANT EXTENSIONS AS REQUIRED

STA: 55+41.29

AIR VENT,  1° VERT DEFLECTION

STA: 56+87.14

1° VERT DEFLECTION

STA: 57+14.27

3° VERT DEFLECTION

STA: 57+29.84

22-1/2° HORIZONTAL BEND

MJ, RESTRAINED

STA: 58+10.55

11-1/4° VERT BEND, MJ, RESTRAINED

STA: 58+29.86

3° VERT DEFLECTION

STA: 50+00

CONNECT TO

EXIST. 8" WATER MAIN

4
'
-
6
"
 
(
M

I
N

)

1
8
"

M
I
N

1
8
"

M
I
N

1
8
"

M
I
N

1
8
"

M
I
N

STA: 50+20

11-1/4° VERT BEND, MJ, RESTRAINED

STA: 50+24.74

11-1/4° VERT BEND, MJ, RESTRAINED

STA: 51+08.28

11-1/4° HORIZ BEND, MJ, RESTRAINED

STA: 51+27±

CONNECT TO EXIST MAIN

STA: 51+63±

CONNECT TO EXIST MAIN

STA: 52+25.16

11-1/4" VERT BEND

MJ, RESTRAINED

STA: 52+28.77

22-1/2° HORIZONTAL BEND

MJ, RESTRAINED

STA: 52+64.06

3° VERT DEFLECTION

STA: 52+88.94

3° VERT DEFLECTION

STA: 53+06.23 & STA: 53+20.49

22-1/2° HORIZ BEND

MJ, RESTRAINED

HYDRANT ASSEMBLY

STA: 53+09.08

STA: 53+98.52

3° VERT DEFLECTION

STA: 53+68.68

3° VERT DEFLECTION

STA: 55+41.29

AIR VENT,  1° VERT DEFLECTION

STA: 56+74.04

45° HORIZ BEND, MJ, RESTRAINED

STA: 56+87.14

1° VERT DEFLECTION

HYDRANT ASSEMBLY

STA: 57+09.27

STA: 57+14.27

3° VERT DEFLECTION

STA: 57+29.84

22-1/2° HORIZONTAL BEND

MJ, RESTRAINED

STA: 57+50.40

1° VERT DEFLECTION

STA: 57+50.40

1° VERT DEFLECTION

STA: 58+10.55

11-1/4° VERT BEND

MJ, RESTRAINED

STA: 58+49

CONNECT TO EXIST. 8" WATER MAIN

STA: 57+78.40

1° VERT DEFLECTION

STA: 58+24.06

11-1/4° VERT BEND, MJ, RESTRAINED

6" FOUNDATION

DRAIN

8" PVC ROOF

LEADER

1
8
"

M
I
N

STA: 57+78.40

1° VERT DEFLECTION

PROPOSED

42" HDPE

STA: 58+24.06

11-1/4° VERT BEND, MJ, RESTRAINED

NOTE:

FIRE SERVICE TO EXISTING

BUILDING MUST BE MAINTAINED AT

ALL TIMES.

EXIST. SAN. SEWER

EXIST. BOX CULVERT
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C-430

SOIL MANAGEMENT

PLAN

1" = 40'

00 40' 80'

SCALE: 1" = 40'
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MDS/JAC

HA-3

LEGEND

- HAND BORING LOCATION

- GEOPROBE SOIL BORING

- CONTAMINATED MATERIAL

SOIL MANAGEMENT PLAN NOTES

1. SOIL WITHIN DESIGNATED LIMITS IS CLASSIFIED AS CONTAMINATED

MATERIAL IN ACCORDANCE WITH SECTION 02 11 00.

2. CONTAMINATED MATERIAL MAY BE REUSED ONLY WITHIN THE PROJECT

LIMITS IN ACCORDANCE WITH SECTION 02 11 00.

3. TOPSOIL WITHIN THE LIMITS OF THE CONTAMINATED MATERIAL MAY BE

STRIPPED AND REUSED ANYWHERE WITHIN THE PROJECT LIMITS.

4. EXCESS OR STRUCTURALLY UNSUITABLE CONTAMINATED MATERIAL

DESIGNATED FOR OFF-SITE DISPOSAL SHALL BE MANAGED,

TRANSPORTED AND DISPOSED OF IN ACCORDANCE WITH SECTIONS 02

11 00 AND 02 81 00.

5. PROVIDE LOGISTICS PLAN SHOWING FINAL SOIL LAY DOWN AREAS.

HA-#

B-#

SOIL LAYDOWN AREA

B-1

B-2

B-3

B-4

B-5

B-8

B-7

HA-2

HA-1

HA-4

B-6
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SEDIMENT AND

EROSION CONTROL

OVERVIEW

1" = 40'
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SCALE: 1" = 40'
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MDS

SEDIMENT AND EROSION CONTROL NARRATIVE

THE PROJECT INCLUDES DRAINAGE IMPROVEMENTS, GRADING MODIFICATIONS AND SITE IMPROVEMENTS AT

WESTOVER ELEMENTARY MAGNET SCHOOL AT 412 STILLWATER AVENUE, STAMFORD, CONNECTICUT.

APPROXIMATELY 3.8 ACRES WILL BE DISTURBED.

PROJECT CONSTRUCTION START: FALL 2019

PROJECT CONSTRUCTION END: SUMMER 2020

SOIL EROSION AND SEDIMENTATION CONTROL MEASURES SHALL CONFORM TO THE STANDARDS OUTLINED IN

THE CONNECTICUT DEPARTMENT OF ENERGY AND ENVIRONMENTAL PROTECTION (CTDEEP), "2002 CONNECTICUT

GUIDELINES FOR SOIL EROSION AND SEDIMENT CONTROL", LATEST REVISION.

SEDIMENT AND EROSION CONTROL NOTES

1. ALL SEDIMENTATION AND EROSION CONTROL MEASURES SHALL BE CONSTRUCTED IN ACCORDANCE WITH

THE CONNECTICUT DEPARTMENT OF ENERGY AND ENVIRONMENTAL PROTECTION (CTDEEP), "2002

CONNECTICUT GUIDELINES FOR SOIL EROSION AND SEDIMENT CONTROL", LATEST REVISION.

2. LAND DISTURBANCE SHALL BE KEPT TO THE MINIMUM NECESSARY FOR CONSTRUCTION OPERATIONS.

3. INSTALL ALL EROSION CONTROL MEASURES AS SHOWN ON THE PLAN AND ELSEWHERE AS ORDERED BY THE

ENGINEER OR THE CITY.

4. PROTECT ALL CATCH BASINS WITH A SILT SACKS, HAYBALE RING, SILT FENCE OR BLOCK AND STONE INLET

PROTECTION THROUGHOUT THE CONSTRUCTION PERIOD AND UNTIL ALL DISTURBED AREAS ARE

THOROUGHLY STABILIZED AS NOTED ON PLANS.

5. WHENEVER POSSIBLE, INSTALL EROSION AND SEDIMENT CONTROL MEASURES PRIOR TO CONSTRUCTION.

6. INSTALL ADDITIONAL CONTROL MEASURES DURING THE CONSTRUCTION PERIOD AS ORDERED BY THE

ENGINEER.

7. MAINTAIN ALL SEDIMENTATION AND EROSION CONTROL MEASURES IN EFFECTIVE CONDITION

THROUGHOUT THE CONSTRUCTION PERIOD.

8. SEDIMENT REMOVED SHALL BE DISPOSED OF OFF-SITE IN A MANNER AS REQUIRED BY THE ENGINEER.

9. THE CONSTRUCTION CONTRACTOR SHALL BE RESPONSIBLE FOR CONSTRUCTION AND MAINTENANCE OF ALL

CONTROL MEASURES THROUGHOUT THE CONSTRUCTION PERIOD.

10. PROTECT ALL DISTURBED AREAS EXPOSED FOR MORE THAN SEVEN DAYS WITH A TEMPORARY VEGETATIVE

COVER.  SEED THESE AREAS WITH PERENNIAL RYEGRASS AT THE RATE OF 40 LBS. PER ACRE (1 LB. PER

1,000 SQ. FT).  APPLY SOIL AMENDMENTS AND MULCH AS REQUIRED TO ESTABLISH A UNIFORM STAND OF

VEGETATION OVER ALL DISTURBED AREAS.

11. THE CONSTRUCTION CONTRACTOR SHALL UTILIZE APPROVED METHODS/MATERIALS FOR PREVENTING THE

BLOWING AND MOVEMENT OF DUST FROM EXPOSED SOIL SURFACES ONTO ADJACENT PROPERTIES AND SITE

AREAS.

12. THE CONSTRUCTION CONTRACTOR SHALL MAINTAIN A SUPPLY OF SILT FENCE/HAYBALES AND

ANTI-TRACKING CRUSHED STONE ON SITE FOR EMERGENCY REPAIRS.

13. THE CONTRACTOR SHALL INSPECT WEEKLY AT A MINIMUM, ALL DRAINAGE STRUCTURES AND CLEAN THEM

AS NEEDED TO PREVENT THE BUILD-UP OF SILT.

14. THE CONSTRUCTION CONTRACTOR SHALL CAREFULLY COORDINATE THE PLACEMENT OF EROSION CONTROL

MEASURES WITH THE PHASING OF CONSTRUCTION.

15. KEEP ALL PAVED ROADWAYS CLEAN.  SWEEP BEFORE FORECASTED STORMS.

16. TREAT ALL UNPAVED SURFACE WITH 4" MINIMUM OF TOPSOIL PRIOR TO FINAL STABILIZATION.

17. INSTALL HAYBALE BARRIERS AND SILT FENCING ALONG THE TOE OF CRITICAL CUT AND FILL SLOPES.

18. THE CONTRACTOR SHALL NOTIFY THE CITY OF STAMFORD'S ENVIRONMENTAL OFFICIAL PRIOR TO THE

INSTALLATION OF EROSION CONTROLS, CUTTING OF TREES, OR ANY EXCAVATION.

19. COVER ALL TRUCKS LEAVING THE SITE.

20. SOIL TYPE BOUNDARIES SHOWN ON THESE MAPS WERE OBTAINED FROM DIGITAL FILES FROM THE

UNIVERSITY OF CONNECTICUT'S MAP AND GEOGRAPHIC INFORMATION CENTER.  SOIL TYPE DESIGNATIONS

WERE TAKEN FROM THE UNITED STATES DEPARTMENT OF AGRICULTURE, NATURAL RESOURCE

CONSERVATION SERVICE'S "SOIL SURVEY OF CONNECTICUT."

21. CHECK ALL SEDIMENTATION AND EROSION CONTROLS WEEKLY AND/OR AFTER EACH RAINFALL EVENT.

MAKE NECESSARY REPAIRS IMMEDIATELY.

22. INSPECT AND REPAIR EROSION AND SEDIMENT CONTROLS PRIOR TO FORECASTED RAIN EVENTS.

23. REMOVE EROSION CONTROLS WHEN ALL DISTURBED AREAS HAVE BEEN STABILIZED AND THE CITY HAS

PROVIDED AUTHORIZATION.  DISTURBED AREAS SHALL BE SEEDED AND MULCHED.

24. EROSION CONTROL REPORTS TO BE SUBMITTED TO CITY WEEKLY DURING CONSTRUCTION.

CONSTRUCTION SEQUENCE

PHASE 1

1. STAKE LIMITS OF CONSTRUCTION.

2. IDENTIFY TREES TO BE REMOVED AND PROTECTED.

3. HOLD PRECONSTRUCTION MEETING WITH CITY AND ENGINEER TO REVIEW CONTROLS.

4. ESTABLISH PERIMETER EROSION CONTROLS AND CONSTRUCTION FENCE AROUND WORK AREA.

PHASE 2

1. NOTIFY CITY AT START OF PHASE.

2. SUPPLEMENT AND REPAIR EXISTING SEDIMENT AND EROSION CONTROLS AS REQUIRED.

3. CONSTRUCT EASTERN CULVERT FROM THE DOWNSTREAM END WORKING UPSTREAM.

4. CONSTRUCT WESTERN CULVERT SYSTEM FROM THE DOWNSTREAM END WORKING UPSTREAM.

5. CONSTRUCT DRAINAGE CONNECTIONS TO NEW CULVERTS.

6. INSTALL SEDIMENT CONTROLS IN NEWLY INSTALLED BASIN.

7. CONSTRUCT ROOF LEADER CONNECTIONS AND FOUNDATION DRAIN.

PHASE 3

1. NOTIFY CITY AT START OF PHASE.

2. SUPPLEMENT AND REPAIR EXISTING SEDIMENT AND EROSION CONTROLS AS NEEDED.

3. CONSTRUCT SITE IMPROVEMENTS.

4. ESTABLISH VEGETATION ON ALL DISTURBED SURFACES.

5. REMOVE SEDIMENT AND EROSION CONTROLS ONCE SITE IS STABILIZED.

AREA OF DISTURBANCE

3.8 ACRES
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C
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C
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MEET EXISTING FENCE

GSF  GEOTEXTILE SILT FENCE (TYP)

S.S.

S.S.

SS  SILT SACK (TYP)

S.S.

S.S.

S.S.

S.S.

SS  SILT SACK (TYP)

S.S.

S.S.

SS  SILT SACK (TYP)
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F

C

F

C

F

C

F

C

F

C

F

C

F

C

F

MEET EXISTING FENCE

MEET EXISTING FENCE

8' HIGH TEMPORARY

CHAIN LINK CONSTRUCTION FENCE

CE  CONSTRUCTION ENTRANCE

TP  TREE PROTECTION

MEET EXISTING FENCE

SW  STRAW WATTLE

8' HIGH TEMPORARY

CHAIN LINK CONSTRUCTION FENCE

GSF  GEOTEXTILE SILT FENCE (TYP)

CF

20' WIDE DOUBLE GATE

CONSTRUCTION

STAGING AREA

S.S.

S.S.

S.S.

S.S.

SCD  STONE CHECK DAM

S.S.

S.S.

S.S.
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MDS

CONSTRUCTION ENTRANCE

NO SCALE

MINIMUM 12' OR

WIDTH OF ACCESS ROAD

WHICHEVER IS GREATER

50' MIN.

(100' MIN IF TRACKED

SEDIMENT < 80% SAND)

CONSTRUCTION

ENTRANCE

ACCESS ROAD

TO WORK AREA

RADIUS TO ACCOMODATE

TURNING MOVEMENTS

OF CONSTRUCTION

VEHICLES, AS NEEDED.

P
A
V
E
D

 
R
O

A
D

PAVED ROAD

6" CRUSHED STONE

CDOT GRADING NO. 3

GEOTEXTILE, MIRAFI 600X OR EQUIVALENT

ELEVATION

PLAN

SILT FENCE

NO SCALE

FLOW

GEOTEX 2130 OR EQUILVALENT

GEOTEXTILE SECURED TO

POSTS WITH METAL CLIPS

@ 4" O.C., ALTERNATING

ORIENTATION

ANCHOR FABRIC WITH

CRUSHED STONE OR

SOIL

1.5" SQUARE HARD WOOD

POSTS 8'-0" O.C.

MAXIMUM

3
0
"

1
2
"

6
"

6"

DEPTH=2'

WIDTH=1.83'

LENGTH=2.73'

SILTSACK

NO SCALE

SILTSACK MANUFACTURED BY:

ACF ENFIRONMENTAL

2831 CARDWELL ROAD

RICHMOND, VIRGINIA  23237

DUMP STRAP

DUMP STRAP

1" REBAR FOR BAG

REMOVAL FROM INLET

SILTSACK ® OR

APPROVED EQUAL

FLOW

FLOW

FLOW

12' MIN

INLET EROSION CONTROL

NO SCALE

1.5" SQ. HARDWOOD

STAKES, 42" MIN. LENGTH,

0.5 LBS/FT MIN. WEIGHT

FILTER FABRIC, GEOTEX 2130

OR EQUIVALENT

TUCK 6" BELOW GRADE

CATCH BASIN

WOODEN LATERAL

CROSS BRACES,

AS NEEDED

SILT FENCE INSTALLATION AT

INLET AT LOW POINTS

HAYBALE FILTER INSTALLATION AT

INLET AT LOW POINTS

30" MAX

1.5" SQUARE

HARDWOOD STAKES,

36" MIN. LENGTH 0.5

LB/FT MIN.

HAYBALE

40 LB MIN.

120 LB MAX.

ANGLE FIRST STAKE INTO

ADJACENT BALE. SECURE

WITH SECOND STAKE

CATCH BASIN GRATE

PACK LOOSE HAY

BETWEEN ADJACENT

BALES

CTDOT No. 3

CRUSHED STONE

PLACED TO 

1

2

 HEIGHT +

1

2

 WIDTH OF BALE

EMBED HAYBALE

4" INTO SOIL

HAYBALE (TYP)

PONDING HEIGHT

CATCH BASIN

SECTION

PAVED ROAD

12"

12"

STRAW WATTLE

NO SCALE

TREE PROTECTION

NO SCALE

36" SNOW FENCE WITH

POSTS OUTSIDE

TREE PROTECTION

FENCE TO BE OUTSIDE

TREE DRIP LINE AT TPZ,

TREE PROTECTION ZONE

TPZ = 20 X TRUNK DBH.

TP
Z

TERMINAL OR CORNER POST ASSEMBLY

10'-0" TYP.

1
4
"
 
T
Y
P
.

1
0
"

T
Y
P
.

GALVANIZED STEEL END AND

CORNER POST, 2.376" O.D.

3

16

" x 

3

4

" GALVANIZED

STEEL TENSION BAR

BRACE RAIL BAND

1.31" O.D. BRACE RAIL

TIE WIRES SPACED 24" O.C.

TRUSS TIGHTENER

3

8

" DIA. TRUSS ROD

1.31" O.D. BRACE RAIL

COIL SPRING

TENSION WIRE

HOG RINGS

SPACED

24" O.C. (TYP)

11 GAUGE, GALVANIZED

STEEL CHAIN LINK

FABRIC WITH 2" MESH

ATTACH BLUE

FENCE FABRIC, TYP.

EXISTING

GROUND

BRACE BAND

TIE WIRES SPACE 14" o.c., TYP.

2' x 1' GALVANIZED STEEL

LINE STABILIZER BRACKET

3

8

" DIA. TRUSS ROD

BAND FOR STRETCHER BAR

2' x 1' GALVANIZED STEEL

END STABILIZER BRACKET

2
"

A
P
P
R
O

X
.

8
'
-
6
"

2
"

A
P
P
R
O

X
.

8' TEMPORARY CHAIN LINK CONSTRUCTION FENCE

NO SCALE

AS REQUIRED

ADJUSTABLE

TENSION SYSTEM

3

16

" x 

3

4

" GALVANIZED

STEEL TENSION BAR

ATTACH BLUE FENCE FABRIC

2' x 1' GALVANIZED STEEL

END STABILIZER BRACKET

2" O.D. WELDED SCHEDULE 40

GALVANIZED STEEL FRAME

STEEL LATCH WITH LOCK

11 GAUGE, GALVANIZED STEEL

CHAIN LINK FABRIC WITH 2" MESH

END TERMINAL, PULL AND

CORNER POST, 4" O.D.

SCHEDULE 40 GALVANIZED

STEEL PIPE

2' x 1' GALVANIZED STEEL

END STABILIZER BRACKET

8
'
-
6
"

2
"

A
P
P
R
O

X
.

8' TEMPORARY CHAIN LINK CONSTRUCTION GATE

NO SCALE

ELEVATION VIEW

IMBED STRAW WATTLE 4"±

STRAW WATTLE

WOODEN STAKE

IMBED STRAW WATTLE 4"±

PAVED

STAKE BEYOND

PAVEMENT LIMITS
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6
"

SECTION D-D

SECTION C-C

24"

6
"

2
4
"

24"

6"
6"

6
"

6"

H
E
I
G

H
T
 
V
A
R
I
A
B
L
E

3
'
 
O

R
 
4
'
 
S
E
C
T
I
O

N
S

PLAN

D

6"

24"

6"

C
C

D

6"

YARD DRAIN

NO SCALE

CLASS A

CONCRETE

YARD DRAIN FRAME

AND GRATE

2
4
"
 
S
U

M
P

M
I
N

.

2
4
"
 
S
U

M
P

M
I
N

.

ADJUST FRAME AND

GRATE TO GRADE

WITH BRICK AND

MORTAR

36"
36"

NOTES:

1. REINFORCING TO BE 6 X 6 X 10 GAUGE

MESH.

4'' MIN.
1
0
"

48" DIA.

70" DIA.

6'' TYP.

3
6
"
 
O

R
 
4
8
"
 
S
E
C
T
I
O

N
S

1
2
"

8
"

24"

1
2
"

NOTES

1. REINFORCING ASTM A185 AREA 48" DIA. 0.12 SQ. IN./V.F., AREA 60" DIA. 0.17 SQ. IN./V.F.

REINFORCE BELL & SPIGOT.

2. CONCRETE COMPRESSIVE STRENGTH: 5,000 psi - 28 DAYS

3. MANHOLE STEP TO CONFORM TO OSHA AND ASTM SPECIFICATIONS.

4. MONOLITHIC BASE SECTION.

5"

ADJUST TO GRADE

WITH A MINIMUM

OF ONE AND

MAXIMIMUM OF

THREE COURSES

OF BRICK

CEMENT MORTAR.

CONFORMING TO

CTDOT FORM 817,

ARTICLE M.11.04

CAST IRON

FRAME & COVER

CONCRETE FORM INVERT

CLASS "A" CONCRETE 3,000psi

CONFORMING TO CTDOT

FORM 817, ARTICLE M.03.01

KNOCKOUTS FOR

PIPES 4'' MIN.

FROM TOP &

BOTTOM OF BASE

JOINT TO BE FILLED

WITH NON-SHRINK

GROUT CONFORMING TO

ConnDOT FORM 817,

ARTICLE M.03.01-12

STEPS

BEDDING MATERIAL,

 3/4" CRUSHED STONE

CTDOT FORM 817

ARTICLE M.01.01

NO. 6 STONE

48" DIA. FLAT TOP MANHOLE

NO SCALE

6
"

CLEANOUT DETAIL

NO SCALE

PVC OR HDPE, DIA. = D

8"x8"xD"-45° WYE

PVC/HDPE ADAPTER

18"x18"x5" CLASS C CONCRETE PAD

8"-45° ELBOW

8" PVC

14"x14"x5" CLASS C

CONCRETE PAD

PVC/HDPE ADAPTER

PVC OR HDPE, DIA. = D

1" CHAMFER

LANDSCAPED AREA,

FLUSH PAVED AREAS

V
A
R
I
E
S

0.5% SLOPE MIN.

ROOF LEADER DRAIN LINE

NO SCALE

6"Ø HDPE ROOF

LEADER DRAIN PIPE

DOWNSPOUT BOOT

SEE DETAIL THIS SHEET

ROOF LEADER - SEE PROJECT ARCHITECTURAL

DRAWINGS AND SPECIFICATIONS

BUILDING WALL

45° WYE CONNECTION TO COLLECTOR PIPE

4"Ø CAST IRON EXTRA HEAVY

LONG RADIUS ELBOW

7
"

(
T
Y
P
)

4"Ø CAST IRON EXTRA

HEAVY SOIL PIPE

4 L.F OF 4"Ø EXTRA HEAVY

CAST IRON SOIL PIPE

FERNCO STYLE INCREASING

FLEXIBLE COUPLING

NOTES:

1. CAST IRON PIPE SHALL BE EXTRA HEAVY CAST IRON SOIL PIPE AS MANUFACTURED BY CHARLOTTE PIPE AND

FOUNDRY COMPANY, CHARLOTTE, NC 28235 OR APPROVED EQUAL.

2. PIPE AND FITTINGS SHALL COMPLY WITH ASTM A 74. COMPRESSION GASKETS SHALL COMPLY WITH ASTM C

564. ALL PIPE AND FITTING SHALL BE MADE IN THE UNITED STATES, AND MARKED WITH THE COLLECTIVE

TRADEMARK OF THE CAST IRON SOIL PIPE INSTITUTE.

2' MIN

PLAN VIEW

ROOF LEADER CONNECTION

TO COLLECTOR PIPE

NO SCALE

DOWNSPOUT BOOT

SEE DETAIL THIS SHEET

BUILDING WALL

45° WYE CONNECTION

STRAIGHT LENGTH OF

6"Ø HDPE PIPE AS REQUIRED

ELBOW AS REQUIRED

COLLECTOR PIPE

(SEE PLAN SHEET)

4"Ø CAST IRON

EXTRA HEAVY LONG

RADIUS ELBOW

4"Ø CAST IRON EXTRA

HEAVY SOIL PIPE

FERNCO STYLE

INCREASING COUPLING

NOTES:

1. CAST IRON PIPE SHALL BE EXTRA HEAVY CAST IRON SOIL PIPE AS MANUFACTURED BY

CHARLOTTE PIPE AND FOUNDRY COMPANY, CHARLOTTE, NC 28235 OR APPROVED EQUAL.

2. PIPE AND FITTINGS SHALL COMPLY WITH ASTM A 74. COMPRESSION GASKETS SHALL

COMPLY WITH ASTM C 564. ALL PIPE AND FITTING SHALL BE MADE IN THE UNITED STATES,

AND MARKED WITH THE COLLECTIVE TRADEMARK OF THE CAST IRON SOIL PIPE INSTITUTE.

2' MIN

SEE PLAN SHEET FOR COLLECTOR PIPE SIZE

DOWNSPOUT BOOT

NO SCALE

PLAN VIEW

1

1

2

"

2" CLEANOUT

ACCESS

CAST IRON

SECURING

STRAP

3
"

4"

4

1 2

"

1
2
"

6

5

8

"

NOTES:

1. DOWNSPOUT BOOT SHALL BE JAY R. SMITH MFG. CO. MODEL 1785-12 OR APPROVED EQUAL.

2. DOWNSPOUT BOOT SHALL HAVE A CLEANOUT PROVIDED

3. THE BODY AND STRAP MATERIAL SHALL BE CAST IRON

4. THE TOP OF BOOT SHALL BE INSTALLED NO HIGHER THAN 7" ABOVE FINISHED GRADE.

C-601

STORM DRAINAGE

DETAILS

NONE

MDS/JAC

BELL TRAP
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MDS/JAC
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CITY OF STAMFORD

MANHOLE FRAME AND COVER

NO SCALE

1

2

"

1" RADIUS

7

8

"

1

1

4

"

1

4

"

1

2

"

3

3

8

"

3

3

4

"

3

4

"

1

4

"

1
0
"

1
7
"

1
2
"

1
0
"

84" DIA.

2
4
"
,
 
3
6
"
,
 
4
8
"
,
 
6
0
"
,
 
7
2
"

S
E
C
T
I
O

N
S

24"

8"

100" DIA.

84" DIA. SHALLOW MANHOLE

NO SCALE

MANHOLE FRAME

AND COVER

STEPS

ADJUST TO GRADE WITH

MAX. OF TWO COURSES

OF BRICKS

NOTES:

1) JOINT SEALANT SHALL BE PREFORORMED BUTYL RUBBER MASTIC TYPE SEAL

THAT CMPLIES WITH AASHTO SPECIFICATION M-198. MEETS FEDERAL

SPECIFICATION SS-S-00210(210-A).

2) REINFORCING ASTM A-185 AREA 84" DIA. 0.21 IN.²/VERT. FT. REINFORCE IN

BOTH BELL & SPIGOT.

3) CONCRETE COMPRESSION STRENGTH 5000 PSI - 28 DAYS.

4) MANHOLE STEP TO BE USED MEETS OSHA REGULATION 20 CFR 1910.27 AND

SECTION 11 ASTM SPECIFICATION C-473.

5) METHOD OF MANUFACTURE: WET CAST.

6) BASE SECTION MONOLITHIC.

KNOCKOUTS FOR PIPES

4" MIN. FROM TOP &

BOTTOM OF SECTION

1
0
"

1
7
"

1
2
"

96" DIA.

2
4
"
,
 
3
6
"
,
 
4
8
"
,
 
6
0
"
,
 
7
2
"
,
 
8
4
"

S
E
C
T
I
O

N
S

24"

9"

114" DIA.

96" DIA. FLAT TOP MANHOLE

NO SCALE

MANHOLE FRAME

AND COVER

ADJUST TO GRADE WITH

MAX. OF TWO COURSES

OF BRICKS

NOTES:

1) JOINT SEALANT SHALL BE PREFORMED BUTYL RUBBER MASTIC TYPE SEAL THAT

COMPLIES WITH AASHTO SPECIFICATION M-198. MEETS FEDERAL SPECIFICATION

SS-S-00210(210-A).

2) DESIGN LOADING HS-20.

3) CONCRETE COMPRESSION STRENGTH 4000 PSI - 28 DAYS.

4) MANHOLE STEP TO BE USED MEETS OSHA REGULATION 20 CFR 1910.27 AND

SECTION 11 ASTM SPECIFICATION C-473.

5) METHOD OF MANUFACTURE: WET CAST.

6) BASE SECTION MONOLITHIC.

128" DIA.

10"

2
4
"
,
 
3
6
"
,
 
4
8
"
,
 
6
0
"
,
 
O

R
 
7
2
"

S
E
C
T
I
O

N
S

108" DIA.

1
2
"

1
2
"

1
7
"

1
0
"

NOTES:

1. JOINT SEALANT SHALL BE PREFORMED BUTYL RUBBER MASTIC TYPE SEAL THAT

COMPLIES WITH AASHTO SPECIFICATION M-198. MEETS FEDERAL SPECIFICATION

SS-S-00210(210-A).

2. DESIGN LOADING HS-20.

3. CONCRETE COMPRESSION STRENGTH 4000 PSI - 28 DAYS.

4. MANHOLE STEP TO BE USED MEETS OSHA REGULATION 20 CFR 1910.27 AND

SECTION 11 ASTM SPECIFICATION C-473.

5. METHOD OF MANUFACTURE: WET CAST.

6. BASE SECTION MONOLITHIC.

7. KNOCKOUTS FOR PIPES 4" MIN. FROM TOP AND BOTTOM OF SECTION.

CONCRETE OR BRICK

AND MORTAR INVERT

108" DIAMETER FLAT TOP MANHOLE

NO SCALE

MANHOLE FRAME

AND COVER

STEPS

ADJUST TO GRADE WITH

MAX. OF TWO COURSES

OF BRICKS

6"

CTDOT NO. 6

CRUSHED STONE

11 1/4

7 1/2

6 1/2

5 1/2

4 3/4

TYPICAL CATCH BASIN

DIMENSION IN INCHES

16

20 1/2

23 1/2

26

27

27

30

35 3/430

25 1/4

20

18

15 3/4

13 1/4

11 1/2

9 1/2

BA 

CAST IRON HOOD

PIPE

SIZE (IN.)

6

8

10

12

15

18

21

2415

10

9

C

CAST IRON

HANGER PLATE

NOTE:

CAST IRON HANGER PLATE FURNISHED WITH HOOD.

B

A

HANGER PLATE

CATCH BASIN TRAP DETAIL

NO SCALE

WALL PLATE

STEP

TRAP

1
2
"

STEPS

CONCRETE OR BRICK

AND MORTAR INVERT

JOINT TO BE FILLED WITH

NON-SHRINK MORTAR (TYP)

JOINT TO BE FILLED WITH

NON-SHRINK MORTAR (TYP)

TRENCH WIDTH

PIPE ID (<30") + 2'-0"

PIPE ID (>30") + 3'-0"

BACKFILL MATERIAL

FREE OF LARGE STONES,

ORGANIC AND FROZEN MATERIAL

BEDDING MATERIAL,

3

4"

 CRUSHED STONE

CTDOT FORM 817

ARTICLE M.01.01 NO. 6 STONE

ADDITIONAL 

3

4"

 CRUSHED STONE CTDOT FORM 816,

ARTICLE M.01.01 NO. 6 STONE IF ORDERED BY

ENGINEER. (TO BE INCLUDED AS

PART OF BEDDING MATERIAL.)

SUPPORT SYSTEM

(AS REQUIRED)

D

I

A

.

12" MIN.

HDPE TRENCH BEDDING

NO SCALE

6" IN EARTH

12" IN ROCK

HDPE PIPE

4
"

WARNING

TAPE

FILTER

FABRIC

TRENCH WIDTH

PIPE ID (<30") + 2'-0"

PIPE ID (>30") + 3'-0"

STABLE BACKFILL MATERIAL

FREE OF LARGE STONES,

ORGANIC AND FROZEN

MATERIAL

BEDDING MATERIAL, SAND OR

SANDY SOIL PASSING 3/8" SIEVE,

NOT MORE THAN 10% PASSING

NO. 200 SIEVE

SUPPORT SYSTEM

(AS REQUIRED)

D

I

A

.

12" MIN.

P.V.C. TRENCH BEDDING

NO SCALE

4" IN EARTH

12" IN ROCK

PVC PIPE

GREEN

WARNING TAPE

ADDITIONAL 

3

4"

 CRUSHED STONE

CTDOT FORM 817, ARTICLE

M.01.01 NO. 6 STONE IF ORDERED

BY ENGINEER. (TO BE INCLUDED

AS PART OF BEDDING MATERIAL.)

CAMPBELL FOUNDRY CO.

PATTERN 1027
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C-603

STORM DRAINAGE

DETAILS

NONE

MDS/JAC

FRONT VIEW

FOR DIAMETERS 12" AND LARGER

BE ABANDONED

UTILITY TO

FRONT VIEW

UTILITY TO

BE ABANDONED

FOR DIAMETERS 10" AND SMALLER

TYPICAL PLUGS FOR

SANITARY AND STORM SEWER ABANDONMENT

NO SCALE

D
/
2

D

D
/
2

D D+2"

2D

2
D

2D

2
D

D
/
2

D

D
/
2

D D+2"

3,000 PSI

CONCRETE

PLUG

CONCRETE

PLUG

BRICK IN

STAGGERED

PATTERN

D

D

JUNCTION CHAMBER A DETAIL

NO SCALE

JUNCTION CHAMBER B DETAIL

NO SCALE

SECTION A-A SECTION B-B
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FINISHED GRADE EL=38.1

PROPOSED

60" RCP

1
0
"

EL=35.9
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8" CTDOT NO.6

CRUSHED STONE

8" CTDOT NO.6

CRUSHED STONE
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I
V
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60" RCP
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RIM=42.6

FINISHED GRADE EL=42.6
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1
0
"

EL=39.8

12"
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1
2
"

8" CTDOT NO.6

CRUSHED STONE

1
2
"

24"

1
2
"

48" RCP

INV=32.3

1
2
"

60" RCP

EL=32.3

SECTION D-DSECTION C-C

60" RCP (SE)

INV-32.3

(DISTORTED DUE TO SKEW OF WALL)

EL=32.5

EL=32.3

1
2
"

12"

1
2
"

8" CTDOT NO.6

CRUSHED STONE

EL=31.3

1
2
"

8

6

.

6

°

P

R

O

P

O

S

E

D

4

2

"

 

H

D

P

E

PROPOSED

42" HDPE

CDS MODEL CDS-2015-4-C

NO SCALE

NOTES:

1. REINFORCEMENT SHALL CONFORM TO ASTM A615, GRADE 60.

2. CONCRETE TO BE 4,500 PSI

3. STRUCTURES TO SUPPORT APPLIED EARTH LOADS AND HS-20

LOADING.

4. CONTRACTOR TO SUBMIT SHOP DRAWINGS AND CALCULATIONS

FOR PROPOSED JUNCTION CHAMBERS. SUBMITTAL SHALL BE

SIGNED AND SEALED BY A PROFESSIONAL ENGINEER LICENSED

IN THE STATE OC CONNECTICUT.

NOTES:

1. REINFORCEMENT SHALL CONFORM TO ASTM

A615, GRADE 60.

2. CONCRETE TO BE 4,500 PSI

3. STRUCTURES TO SUPPORT APPLIED EARTH

LOADS AND HS-20 LOADING.

4. CONTRACTOR TO SUBMIT SHOP DRAWINGS

AND CALCULATIONS FOR PROPOSED JUNCTION

CHAMBERS. SUBMITTAL SHALL BE SIGNED AND

SEALED BY A PROFESSIONAL ENGINEER

LICENSED IN THE STATE OC CONNECTICUT.

N

N

12"
12"

EL=30.7EL=30.7
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  BITUMINOUS CONCRETE DRIVEWAY AND

PARKING LOT PAVEMENT

NO SCALE

3"

8
"

WIDTH VARIES

SUBBASE

8" SUBBASE CONFORMING TO

GRADATION A, CTDOT FORM

817, ARTICLE M.02.06

4"

MIN.

  BITUMINOUS CONCRETE SIDEWALK

NO SCALE

NOTES:

1. ALONG ACCESSIBLE ROUTES CROSS PITCH SHALL NOT

EXCEED 5%. LONGITUDINAL SLOPE SHALL NOT EXCEED 5%

WITHOUT HANDRAIL, OR 8.3% WITH HANDRAIL.

COMPACTED SUBGRADE

VERTICAL METAL EDGE

2-1/2" HMA SO.375 BITUMINOUS CONCRETE

4" TOPSOIL & SEEDING

2% (TYP.)

1-1/2" BITUMINOUS CONCRETE

WEARING COURSE, SUPERPAVE 0.375

PROCESS AGGREGATE BASE

M.05 OF FORM 817,

STATE OF CONNECTICUT,

STANDARD SPECIFICATIONS

C-604

SITE DETAILS

NONE

MDS/JAC

3
"

6
"

1/2"

FINISHED GRADE

3
'
+

V
A
R
I
E
S

6" PERFORATED PVC UNDERDRAIN

GEOTEXTILE

MIRIFI 500X OR APPROVED EQUAL

4"x 4" BLACK PVC EDGE RESTRAINT

TECO-EDG OR APPROVED EQUAL STAKED

PER MANUFACTURER INSTRUCTION

CTDOT NO.6 CRUSHED STONE

CTDOT NO.6 CRUSHED STONE

EDGING STAKED IN PER

MANUFACTURER RECOMMENDATION

  BUILDING UNDERDRAIN AT LANDSCAPED AREA

NO SCALE

3
"

6
"

3
'
+

V
A
R
I
E
S

6" PERFORATED PVC UNDERDRAIN

GEOTEXTILE

MIRIFI 500X OR APPROVED EQUAL

CTDOT NO.6 CRUSHED STONE

  BUILDING UNDERDRAIN AT POURED IN PLACE

RESILIENT SURFACE

NO SCALE

  BUILDING UNDERDRAIN AT SIDEWALK

NO SCALE

18"
6"±

18"
6"±

40 MIL HDPE LINER

POURED IN PLACE

RESILIENT SURFACE

SEE DETAIL

6" OVERLAP

FINISHED GRADE

3
"

6
"

3
'
+

V
A
R
I
E
S

6" PERFORATED PVC UNDERDRAIN

GEOTEXTILE

MIRIFI 500X OR APPROVED EQUAL

CTDOT NO.6 CRUSHED STONE

18"
6"±

FINISHED GRADE

5" CONCRETE SIDEWALK

6" PROCESSED AGGREGATE

3"

2-1/2" BITUMINOUS CONCRETE

BINDER COURSE, SUPERPAVE 0.5

  CHAIN LINK FENCE DOUBLE GATE

NO SCALE

GATE (4' WIDTH)

2.5"±

NOTES:

1. SHALL BE BLACK PVC COATING.

2. SUPPLY DROP ROD LOCKING DEVICE BETWEEN ALL NEW DOUBLE GATES.   DROP ROD SHALL

HAVE LINE POST FOOTING.

2" GAP

4
2
"

4
"

VARIES

18" FOR END POST

12" FOR LINE POST

TOP RAIL

FABRIC

GATE POST

LOCKING

HINGE

TENSION BAR

TENSION WIRE

FINISH GRADE

PITCH " PER FOOT

CONCRETE FOOTING

CLASS "F"

HINGE

CAP

  BITUMINOUS CONCRETE LIP CURBING

NO SCALE

6
"

1
"

2-1/4" R

48°

21°

9"

BITUMINOUS CONCRETE,

CTDOT FORM 817

SECTION M.04 CURB MIX

PAVEMENT SECTION

SEE DETAIL

TOPSOIL AND SEED

AS REQUIRED

TACK COAT COMPLETE

WIDTH OF CURB

3"

CHAIN LINK FENCE SINGLE GATE

NO SCALE

GATE (4' WIDTH)

4
'

2.5"±

NOTES:

1. SHALL BE BLACK PVC COATING.

2" GAP

4
2
"

4
"

VARIES

18" FOR END POST

12" FOR LINE POST

TOP RAIL

FABRIC

GATE POST

LOCKING

HINGE

TENSION BAR

TENSION WIRE

FINISH GRADE

PITCH " PER FOOT

CONCRETE FOOTING

CLASS "F"

HINGE

CAP

4
'

1 2 3 4

5 6 7 8

3"

3"

F
O

O
T
I
N

G

F
O

O
T
I
N

G

F
O

O
T
I
N

G
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SITE DETAILS

NONE

MDS/JAC

10'-0" MAX SPACING

TENSION BAR

TURNBUCKLE

TRUSS ROD

ADJUSTABLE

1-5/8" OD

KNUCKLED

BOTTOM SELVAGE

BRACE RAIL

TOP RAIL, 1-5/8" O.D.

LINE POST, 1-7/8" O.D.

LINE POST

LOOP CAP

  4' CHAIN LINK FENCE SECTION ELEVATION - ROUND END POSTS

NO SCALE

BLACK PVC COATED

RAIL TIE @ 24" O.C.

ROUND END AND

CORNER POST

2-3/8" O.D.

BLACK PVC COATED

HOG RING @ 24" O.C.

CHAIN LINK FABRIC, 2" MESH,

9 GAUGE, BLACK PVC COATED

(TOP SELVAGE KNUCKLED)

LINE POST TIE

@ 14" O.C.C

5
1
-
1
/
4
"

3
6
"

6
"

12"

9"

CLASS "A" CONCRETE

4
8
"

LINE POSTS TO BE DRIVEN

POST TOP

BOTTOM RAIL,

1-5/8" O.D.

14'

TUBULAR BARRIER GATE

2" O.D. STEEL

PAINT SAFETY YELLOW

BOX HINGE

TYP. OF 2

4" O.D. POST

9"

12"

4
2
"

4
"

CLASS "A" CONCRETE

  DOUBLE SWING BARRIER GATE

NO SCALE

DOUBLE GATE LATCH

6
"

LATCH POST

HINGE POST

(TYP OF 2)

PLAN

14'

28'

1

2

CITY OF STAMFORD

 PARKING SPACE STRIPING DETAILS

NO SCALE

90° PARKING STALLS

9
'

(
T
Y
P
)

18' (TYP)

4" WHITE LINE

9

0

°

1

4

'

 

S

Q

7

'

 

E

Q

.

BLUE PAINT

RED PAINT

BLUE PAINT

RED PAINT

4" WHITE (TYP.)

 FOUR SQUARE MARKINGS

NO SCALE

1

4

2 3

3

4

2' TYP.

4" WHITE (TYP.)

 TIC TAC TOE MARKINGS

NO SCALE

5

6
'
 
S
Q

.

3' WHITE NUMERAL

HIGHWAY GOTHIC E

1
6
"
 
S
Q

.

4" WHITE (TYP.)

1

2

4

5

7

8 9

10

3

6

YELLOW PAINT

BLUE PAINT

PURPLE PAINT

GREEN PAINT

RED PAINT

YELLOW PAINT

PURPLE PAINT

BLUE PAINT

GREEN PAINT

RED PAINT

1
1
2
"

8" WHITE NUMERAL

HIGHWAY GOTHIC E

 HOPSCOTCH MARKINGS

NO SCALE

6

NOTE:  PAINT PER SPECIFICATION 32 30 00

NOTE:  PAINT PER SPECIFICATION 32 30 00

NOTE:  PAINT PER SPECIFICATION 32 30 00
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412 Stillwater Ave, Stamford,

CT. 06902

City of Stamford - Stamford

Public Schools

Westover Magnet

Elementary School

PROJECT # S-6722

CONSTRUCTION DOCUMENTS

SPN 135-0278RR

C-606

SITE DETAILS

NONE

MDS/JAC

 CONCRETE SIDEWALK DETAIL

NO SCALE

2% (TYP.)

EXPANSION JOINT 

1

4

" R

1

2

" EXPANSION JOINT WITH

RECESSED COMPRESSABLE FILLER

20' O.C. MAIXIMUM & ABUTTING

EXISTING PAVEMENT

SMOOTH DOWEL BAR, 12" O.C.

5" CLASS "F" CONCRETE

6 X 6 W1.4/W1.4 WWF

6" COMPACTED BANKRUN GRAVEL

*CONFORMING TO GRADATION A,

CTDOT FORM 817, ARTICLE M.02.06

NOTES:

ALONG ACCESSIBLE ROUTES CROSS PITCH SHALL NOT

EXCEED 5% LONGITUDINAL SLOPE SHALL NOT EXCEED

5% WITHOUT HANDRAIL, OR 8.3% WITH HANDRAIL.

TOPSOIL

1

2

"R

MEDIUM

BROOM FINISH

1

2

" EXPANSION JOINT WITH

RECESSED COMPRESSABLE FILLER

20' O.C. MAIXIMUM & ABUTTING

EXISTING PAVEMENT

5" CLASS "F" CONCRETE

6 X 6 W1.4/W1.4 WWF

6" COMPACTED BANK RUN GRAVEL

CONFORMING TO GRADATION A,

CTDOT FORM 817, ARTICLE M.02.06

COMPACTED SUBGRADE

COMPACTED SUBGRADE

7"

1
'
-
8
"

6
"

6"

 CONCRETE WALK

NOTES:

1. CONSTRUCT CURBING IN SECTIONS NOT TO EXCEED 10 FEET IN

LENGTH, SUCH THAT THE CURBING JOINTS ALIGN WITH JOINTS IN

THE CONCRETE PAVEMENT SLAB.  NO SECTION SHALL BE LESS THAN

6 FEET IN LENGTH.

8
"

GRAVEL BASE

5
"

6
"

 CONCRETE CURB AND CONCRETE SIDEWALK

NO SCALE

BITUMINOUS

CONCRETE

CLASS F

CONCRETE

1" R

1

4

"

PER FT.

EXPANSION JOINT

W/SEALER

7"

1
'
-
8
"

6
"

6"

NOTES:

1. CONSTRUCT CURBING IN SECTIONS NOT TO EXCEED 10 FEET IN LENGTH, SUCH THAT

THE CURBING JOINTS ALIGN WITH JOINTS IN THE CONCRETE PAVEMENT SLAB.  NO

SECTION SHALL BE LESS THAN 6 FEET IN LENGTH.

8
"

 CONCRETE CURB ADJACENT TO GRASS

NO SCALE

BITUMINOUS

CONCRETE

CLASS F

CONCRETE

1" R

1

4

"

PER FT.

4" TOPSIL

& SEEDING

1

3

2

 POURED-IN-PLACE PLAYGROUND SURFACE

NO SCALE

TOPSOIL AND SEED OR

BIT. CONC., SEE PLANS

CAST-IN-PLACE CONCRETE BAND

WITH #4 REBAR, BOTH WAYS, CUT

AT EXPANSION JOINTS

4

1

2

" URETHANE COATING,

TERRA COTTA RED

POURED-IN-PLACE

BASE MAT, DEPTH VARIES

REFER TO SPEC 32 18 16

6" CTDOT NO. 4

CRUSHED

STONE

FLUSH CURB

EDGE DRAIN, AND INTERMEDIATE DRAINS

AT 20' O.C.

6" PERFORATED PVC UNDERDRAIN

GEOTEXTILE,

MIRAFI 500X

OR EQUIVALENT

5

6

1
6
"

FENCE POST

2.5" DIA. CORE-DRILLED SLEEVE

FOR FENCE POSTS, FILL FLUSH WITH

NON-SHRINK GROUT

6" CTDOT NO. 4 CRUSHED STONE

3
"

8
"

10"
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NONE
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24" 24"

1
0
'

PAINTED CROSSWALK

NO SCALE

WHITE EPOXY PAINT

APPLIED TO PAVEMENT

2

3

1
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ELECTRICAL DUCTBANK

NO SCALE

18" (TYP)

3
6
"
 
S
T
A
T
E
 
H

I
G

H
W

A
Y
S

2
4
"
 
E
L
S
E
W

H
E
R
E

DUCTBANK

SEE DETAIL

6
"

6"

6"

1
2
"

UTILITY WARNING

TAPE

BACKFILL MATERIAL

FREE OF STONES

OVER 3", FROZEN MATERIALS,

DEBRIS AND ORGANICS

SAWCUT

SUBASE

SAND OR OTHER

GRANULAR MATERIAL

NOT EXCEEDING 1/2"

NOTES:

1. CONCRETE SLUMP 9"

2. PROVIDE HORIZONTAL SEPARATORS AT 4'-6" SPACING. LEAVE IN

PLACE UNTIL POUR HAS ADVANCED 15' AHEAD OF SEPARATOR.

3. CURE 2 HOURS PRIOR TO BACKFILLING.

4. BACKFILL SHALL BE COMPACTED IN LAYERS NOT EXCEEDING 6".

5. PROVIDE & PLACE PULL CORD.

1
.
5
"
 
T
Y
P

1.5" TYP

1.5" TYP

9
.
5
"

13"

CONDUIT KEY:

A. 2-1/2" POWER

B. 2" CONVENIENCE POWER

C. 2" ATS CONTROL

D. 2" ANNUNCIATOR

E. 2" SPARE

A B D

A C E

2,500 PSI CONCRETE

SCHEDULE 40

PVC CONDUIT
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PLANT SCHEDULE

QTY KEY BOTANICAL NAME COMMON NAME SIZE ROOT NOTES

8 AR ACER RUBRUM 'OCTOBER GLORY' OCTOBER GLORY RED MAPLE 2-1/2” - 3” CAL. B+B FULL, MATCHING

4 AS ACER SACCHARINUM 'GREEN MOUNTAIN' SUGAR MAPLE 2-1/2” - 3” CAL. B+B FULL, MATCHING

PLANTING NOTES:

1. EXACT LOCATION OF PROPOSED PLANTINGS AND SPECIES TYPES MAY VARY FROM THIS PLAN BASED ON SITE PLAN REVISIONS AND/OR ACTUAL FIELD

CONDITIONS.

2. SPRAY NEW PLANTINGS IMMEDIATELY AFTER INSTALLATION WITH A WHITE-TAILED DEER REPELLENT AND CONTINUE AS NEEDED TO MAINTAIN PLANTS FREE

OF SIGNIFICANT DEER BROWING.

3. PLANT SPECIES SUBSTITUTIONS MAY BE MADE WITH THE APPROVAL OF THE PROJECT LANDSCAPE ARCHITECT PRIOR TO PLANTING. SUBSTITUTED PLANTS

SHALL BE AT AN EQUAL OR GREATER SIZE AS NOTED USING A SIMILAR TYPE PLANT.

4. MULCH PLANTING BEDS AND TREE WELLS WITH A 2.5" THICK LAYER OF SHREDDED BARK MULCH. AREAS WITHIN 4" OF TREE TRUNKS SHALL BE MAINTAINED

FREE OF MULCH.

5. ALL PLANTING METHODS SHALL BE IN ACCORDANCE WITH THE "AMERICAN STANDARDS FOR NURSERY STOCK", LATEST EDITION, AS PUBLISHED BY THE

AMERICAN NURSERY AND LANDSCAPE ASSOCIATION.

6. THE CONTRACTOR SHALL VERIFY WITH THE PROJECT ENGINEER THAT THE NEW PLANTINGS DO NOT INTERFERE WITH EXISTING AND/OR PROPOSED

UTILITIES, AND/OR STRUCTURES.

7. IN THE EVENT OF A DISCREPANCY BETWEEN THE QUANTITIES OF PLANTS IN THE "PLANT LIST" AND THE ACTUAL QUANTITIES SHOWN ON THE PLAN, THE PLAN

SHALL GOVERN.

8. THIS PLAN FOR LANDSCAPING, PURPOSES ONLY. SEE PLANS BY OTHERS FOR ADDITIONAL INFORMATION.

9. THE LANDSCAPE CONTRACTOR SHALL TEST THE SOIL IN AREAS TO BE LANDSCAPED FOR DETERMINING THE NEED OF ADDING SOIL AMENDMENTS TO

SUPPORT PROPER PLANT GROWTH. SUCH AMENDMENTS SHALL BE PROVIDED BY THE LANDSCAPE CONTRACTOR IF NEEDED.
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FALL ZONE (TYP.)

N

N

SOUTHWEST PLAYGROUND

SCALE:  1" = 5'

SOUTHEAST PLAYGROUND

SCALE:  1" = 5'

REQUIRED

REQUIRED

TOTAL DIFFERENT TYPES OF GROUND LEVEL COMPONENTS

TOTAL ACCESSIBLE GROUND LEVEL COMPONENTS SHOWN

TOTAL ELEVATED COMPONENTS ACCESSIBLE BY TRANSFER
REQUIRED

REQUIREDTOTAL ELEVATED COMPONENTS ACCESSIBLE BY RAMP

TOTAL ELEVATED PLAY COMPONENTS
12

0 0

12 6

5 4

4
4

SOUTHWEST PLAYGROUND

REQUIRED

REQUIRED

TOTAL DIFFERENT TYPES OF GROUND LEVEL COMPONENTS

TOTAL ACCESSIBLE GROUND LEVEL COMPONENTS SHOWN

TOTAL ELEVATED COMPONENTS ACCESSIBLE BY TRANSFERREQUIRED

REQUIREDTOTAL ELEVATED COMPONENTS ACCESSIBLE BY RAMP

TOTAL ELEVATED PLAY COMPONENTS
0

0 0

0 0

15 0

8
8

SOUTHEAST PLAYGROUND

NOTES

1. EQUIPMENT BY LANDSCAPE STRUCTURES, INC., DELANO, MINNESOTA, AND PROVIDED BY O'BRIEN & SONS, MEDFIELD,

MASSACHUSETTS.

2. LAYOUT PREPARED BY O'BRIEN & SONS.

3. THIS PLAY AREA & PLAY EQUIPMENT IS DESIGNED FOR AGES YEARS 5-12 UNLESS OTHERWISE NOTED ON PLAN.

4. IT IS THE MANUFACTURERS OPINION THAT THIS PLAY AREA DOES CONFORM TO THE A.D.A. ACCESSIBILITY STANDARDS,

ASSUMING AN ACCESSIBLE PROTECTIVE SURFACING IS PROVIDED, AS INDICATED, OR WITHIN THE ENTIRE USE ZONE.

5. VERIFY ALL DIMENSIONS OF PLAY AREA, SIZE, ORIENTATION, AND LOCATION OF ALL EXISTING UTILITIES, EQUIPMENT, AND

SITE FURNISHINGS PRIOR TO ORDERING.

6. SLIDES SHOULD NOT FACE THE HOT AFTERNOON SUN.

7. IT IS THE MANUFACTURER'S OPINION AND  INTENT THAT THE LAYOUT OF THESE  COMPONENTS CONFORM WITH THE U.S.

CONSUMER PRODUCT SAFETY COMMISSION'S (CPSC) "HANDBOOK FOR PUBLIC PLAYGROUND SAFETY".

8. RESILIENT SURFACE COLOR:  TERRACOTTA RED
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SCALE:  1" = 5'

REQUIRED
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TOTAL DIFFERENT TYPES OF GROUND LEVEL COMPONENTS

TOTAL ACCESSIBLE GROUND LEVEL COMPONENTS SHOWN

TOTAL ELEVATED COMPONENTS ACCESSIBLE BY TRANSFER
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REQUIREDTOTAL ELEVATED COMPONENTS ACCESSIBLE BY RAMP

TOTAL ELEVATED PLAY COMPONENTS
13
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NORTH PLAYGROUND

NOTES

1. EQUIPMENT BY LANDSCAPE STRUCTURES, INC., DELANO, MINNESOTA, AND PROVIDED BY O'BRIEN & SONS, MEDFIELD,

MASSACHUSETTS.

2. LAYOUT PREPARED BY O'BRIEN & SONS.

3. THIS PLAY AREA & PLAY EQUIPMENT IS DESIGNED FOR AGES YEARS 5-12 UNLESS OTHERWISE NOTED ON PLAN.

4. IT IS THE MANUFACTURERS OPINION THAT THIS PLAY AREA DOES CONFORM TO THE A.D.A. ACCESSIBILITY STANDARDS,

ASSUMING AN ACCESSIBLE PROTECTIVE SURFACING IS PROVIDED, AS INDICATED, OR WITHIN THE ENTIRE USE ZONE.

5. VERIFY ALL DIMENSIONS OF PLAY AREA, SIZE, ORIENTATION, AND LOCATION OF ALL EXISTING UTILITIES, EQUIPMENT, AND

SITE FURNISHINGS PRIOR TO ORDERING.

6. SLIDES SHOULD NOT FACE THE HOT AFTERNOON SUN.

7. IT IS THE MANUFACTURER'S OPINION AND  INTENT THAT THE LAYOUT OF THESE  COMPONENTS CONFORM WITH THE U.S.

CONSUMER PRODUCT SAFETY COMMISSION'S (CPSC) "HANDBOOK FOR PUBLIC PLAYGROUND SAFETY".

3

-

1

/

2

"

 

B

A

S

E

M

A

T

4

-

1

/

2

"

 

B

A

S

E

M

A

T



Job No.

Sheet Title

Professional Seal

NOTE:  ALL IDEAS, DESIGNS, ARRANGEMENTS AND PLANS INDICATED OR 
REPRESENTED BY THIS DRAWING ARE OWNED BY AND ARE THE PROPERTY OF 
KAEYER, GARMENT, & DAVIDSON ARCHITECTS, PC (KG&D), AND WERE CREATED 
FOR USE ON THIS PROJECT. NONE OF SUCH IDEAS, DESIGNS, ARRANGEMENTS 
OR PLANS SHALL BE USED BY OR DISCLOSED TO ANY PURPOSE WHATSOEVER 
WITHOUT THE WRITTEN PERMISSION OF (KG&D).

WRITTEN DIMENSIONS ON THIS DRAWING SHALL HAVE PRECEDENCE OVER 
SCALED DIMENSIONS. CONTRACTOR SHALL VERIFY ALL ACTUAL DIMENSIONS 
AND CONDITIONS ON THE JOB AND THE ARCHITECT MUST BE NOTIFIED OF ANY 
VARIATIONS FROM DIMENSIONS AND CONDITIONS SHOWN. SHOP DETAILS MUST 
BE SUBMITTED TO THIS OFFICE FOR APPROVAL BEFORE PROCEEDING WITH 
FABRICATION.  

ALTERATIONS BY ANY PERSON, IN ANY WAY, OF ANY ITEM CONTAINED ON THIS 
DOCUMENT, UNLESS ACTING UNDER THE DIRECTION OF THE LICENCED 
ARCHITECT WHOSE PROFESSIONAL SEAL IS AFFIXED HERETO, IS A VIOLATION 
OF TITLE VII, SECT. 69.5 (b) OF NEW YORK STATE LAW.
COPYRIGHT KAEYER, GARMENT + DAVIDSON ARCHITECTS & ENGINEERS, PC  
ALL RIGHTS RESERVED.

Sheet Number

Date

Scale Drawn / Checked
AS NOTED

08/06/2019

KG+D . ARCHITECTS PC
285 MAIN STREET MOUNT KISCO . NEW YORK . 10549

P:914.666.5900                           KGDARCHITECTS.COM

PART 'C'

PART 'B'

PART 'A'

PART 'D'

PROJECT # S-6722

SPN 135-0278RR

S100

GENERAL
STRUCTURAL

NOTES

412 Stillwell Ave, Stamford, CT,
06902

City of Stamford - Stamford
Public Schools

Westover Magnet
Elementary School

19098.00

JM / EM

CONSTRUCTION DOCUMENTS

No. Date Issue
1 5/15/2019 ISSUED FOR PRICING
2 6/5/2019 CLIENT REVIEW SET
3 8/6/2019 ISSUED FOR BID



1 2 3 4 5 6 7 8 9 10 11 12 13 14 15

14.5

13.312.39.77.7

A

B

C

D

E

F

G

H

F.8

A.6

17

U.4

17.1 17.7

J

K

L

M

N

52

L.8

L.2
EE

Y

14.3

K.6

16

17.3

H.8

17.5

H.6

V

A.4

S.8

EX. 
HV-1
4000#

EX. W12X26 EX. W12X26 EX. W12X26

EX. W12X26 EX. W12X26 EX. W12X26

EX. W12X26 EX. W12X26 EX. W12X26

EX. W12X26 EX. W12X26 EX. W12X26

EX. W12X26 EX. W12X26 EX. W12X26

EX. W12X26

EX. W12X26

EX. W12X26

EX. W12X26

EX. W12X26

E
X
. 
W

3
0
X
99

E
X
. 
W

3
0
X
99

E
X
. 
W

3
0
X
99

E
X
. 
W

3
0
X
99

EX. W12X26

EX. W12X26

EX. W12X26

EX. W12X26

EX. W12X26

EX. W12X26

EX. W12X26

EX. W12X26

EX. W12X26

EX. W12X26

EX. W12X26

EX. W12X26

EX. W12X26

EX. W12X26

EX. W12X26

EX. W12X26

EX. W12X26

EX. W12X26

EX. W12X26

EX. W12X26

EX. W12X26

EX. W12X26

EX. W12X26

EX. W12X26

EX. W12X26

EX. W12X26

EX. W12X26

EX. W12X26

EX. W12X26

EX. W12X26

EX. W12X26

EX. W12X26

EX. W14X22

EX. W16X26

EX. W12X26

EX. W14X22

EX. W14X22

EX. W14X22

E
X
. 
W

16
X
2
6

E
X
. 
W

16
X
31

EX. W16X31

EX. 10K1

EX. 10K1

EX. 10K1

EX. 10K1

EX. 10K1

EX. 10K1

EX. 10K1

EX. 10K1

EX. 10K1

EX. 10K1

EX. 16K2

EX. 16K2

EX. 16K2

E
X
. 
W

14
X
2
2

E
X
. 
W

12
X
16

E
X
. 
W

12
X
16

E
X
. 
W

2
1X

4
4

E
X
. 
W

14
X
2
2

EX. W16X26

EX. 16K2

EX. 16K2

EX. 16K2

E
X
. 
W

12
X
16

E
X
. 
W

14
X
2
2

EX. W16X26

EX. W14X22

EX. W14X22

E
X
. 
W

2
1X

4
4

E
X
. 
W

18
X
4
6

EX. W14X22

E
X
. 
W

16
X
31

EX. W16X36

EX. W8X15

EX. W8X15

EX
. W

14X
22

EX. W16X36

EX. W8X15

EX. W12X16

EX. 16K2

EX. 16K2

EX. 16K2

EX. 16K2

EX. 16K2

EX. 16K2

EX. W16X26 EX. W16X26 EX. W16X26 EX. W16X26

EX. W14X22 EX. W14X22 EX. W14X22 EX. W14X22 EX. W14X22

E
X
. 
W

10
X
2
2

E
X
. 
W

10
X
2
2

E
X
. 
W

10
X
2
2

E
X
. 
W

12
X
16

E
X
. 
W

12
X
16

E
X
. 
W

12
X
16

E
X
. 
W

12
X
16

E
X
. 
W

12
X
16

EX. W16X31 EX. W16X31 EX. W16X31 EX. W16X31

E
X
. 
W

16
X
2
6

E
X
. 
W

16
X
31

E
X
. 
W

16
X
31

E
X
. 
W

16
X
31

E
X
. 
W

16
X
31

EX. W16X31

EX. W14X22 EX. W10X30 EX. W14X22 EX. W14X22 EX. W10X30

10
K
1

10
K
1

10
K
1

10
K
1

10
K
1

10
K
1

10
K
1

10
K
1

10
K
1

10
K
1

10
K
1

10
K
1

10
K
1

10
K
1

10
K
1

10
K
1

10
K
1

10
K
1

10
K
1

10
K
1

12
K
1

12
K
1

12
K
1

12
K
1

10
K
1

12
K
1

12
K
1

12
K
1

12
K
1

12
K
1

12
K
1

12
K
1

12
K
1

12
K
1

12
K
1

12
K
1

12
K
1

12
K
1

12
K
1

12
K
1

EX. W16X26

E
X
. 
W

14
X
2
2

E
X
. 
W

12
X
16

EX. W16X26

EX. W12X16

EX. W12X16

EX. W12X16

EX. W12X16

E
X
. 
W

18
X
4
6

E
X
. 
W

18
X
4
6

E
X
. 
W

18
X
4
6

E
X
. 
W

18
X
4
6E
X
. 
W

18
X
4
6

E
X
. 
W

18
X
4
6

E
X
. 
W

18
X
4
6

E
X
. 
W

18
X
4
6

E
X
. 
W

2
1X

4
4

EX
. W

14X
22

E
X
. 
W

16
X
31

EX. W16X36

EX. W8X15

EX. W8X15

EX. W14X22

EX. W16X36

EX. W8X15

EX. W12X16

EX. W12X16

EX. W12X16

EX. W12X16

EX. W12X16

E
X
. 
W

18
X
4
6

E
X
. 
W

18
X
4
6

E
X
. 
W

18
X
4
6

E
X
. 
W

18
X
4
6 E
X
. 
W

18
X
4
6

E
X
. 
W

18
X
4
6

E
X
. 
W

18
X
4
6

E
X
. 
W

18
X
4
6

E
X
. 
W

18
X
4
6

E
X
. 
2
2
K
5

E
X
. 
2
2
K
5

E
X
. 
10

K
1

EX. W21X44

E
X
. 
2
2
K
5

EX. W18X35

E
X
. 
2
2
K
5

E
X
. 
2
2
K
5

E
X
. 
2
2
K
5

E
X
. 
2
2
K
5

E
X
. 
2
2
K
5

E
X
. 
W

12
X
16

E
X
. 
10

K
1

EX. W16X31

E
X
. 
W

12
X
16

EX. W14X22

EX
. W

12X
16

E
X
. 
W

12
X
19

EX. W14X22

EX. W16X26

EX. W16X31

E
X
. 
W

14
X
2
2

E
X
. 
W

12
X
16

EX
. W

12
X1

6

E
X
. 
10

K
1

E
X
. 
10

K
1

E
X
. 
10

K
1

E
X
. 
10

K
1

E
X
. 
10

K
1

E
X
. 
10

K
1

E
X
. 
10

K
1

E
X
. 
10

K
1

E
X
. 
10

K
1

E
X
. 
16

K
2

E
X
. 
16

K
2

E
X
. 
16

K
2

E
X
. 
16

K
2

E
X
. 
14

K
1

E
X
. 
14

K
1

E
X
. 
10

K
1

E
X
. 
2
2
K
5

EX. W16X31 EX. W16X31

E
X
. 
W

10
X
2
2

E
X
. 
W

14
X
30

E
X
. 
2
2
K
5

E
X
. 
2
2
K
9

E
X
. 
2
2
K
9

E
X
. 
2
2
K
9

E
X
. 
2
2
K
C
S
3

E
X
. 
2
2
K
C
S
3

E
X
. 
2
2
K
5

E
X
. 
W

12
X
16

E
X
. 
W

10
X
2
2

E
X
. 
W

12
X
16

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

12
X
16

E
X
. 
10

K
1

E
X
. 
10

K
1

E
X
. 
10

K
1

E
X
. 
10

K
1

EX. W18X35

E
X
. 
W

8
X
15

E
X
. 
W

12
X
16

EX. W16X31

EX. W16X31

EX. W14X22

EX. W12X16

E
X
. 
W

12
X
16

EX
. W

12
X1

6

EX. W12X16

EX. W8X15

E
X
. 
W

12
X
16

EX. W8X15

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

EX
. W

12
X1

6

EX. W12X16EX. W8X15

E
X
. 
W

8
X
15 EX. W8X15

E
X
. 
W

8
X
15

EX. W8X15 E
X
. 
W

8
X
15

EX. W8X15E
X
. 
W

8
X
15

E
X
. 
W

16
X
31

EX. 18K5

EX. 18K5

EX. 18K5

EX. 18K5

EX. 18K5

EX. 18K5

EX. W8X15

E
X
. 
W

8
X
15

E
X
. 
W

14
X
2
2

E
X
. 
W

12
X
16

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

12
X
16

EX. W16X26

E
X
. 
10

K
1

E
X
. 
10

K
1

E
X
. 
W

12
X
16

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
10

K
1

E
X
. 
10

K
1

E
X
. 
10

K
1

E
X
. 
W

14
X
2
2

E
X
. 
W

16
X
2
6

E
X
. 
2
2
K
5

E
X
. 
2
2
K
5

E
X
. 
2
2
K
5 E
X
. 
W

14
X
2
2

E
X
. 
2
2
K
5

E
X
. 
2
2
K
5

E
X
. 
2
2
K
5

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

10
X
2
2

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

10
X
2
2

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

10
X
2
2

E
X
. 
W

10
X
2
2

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

10
X
2
2

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

W
12

X
16

EX. 16K2

EX. W14X99

EX. W18X97

EX. W14X30

EX. W18X40

EX. W16X26

E
X
. 
16

K
2

E
X
. 
16

K
2

E
X
. 
16

K
2

E
X
. 
14

K
1

E
X
. 
14

K
1

E
X
. 
14

K
1

EX. W14X30

EX. W30X99

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

EX. W30X99

EX. W30X99

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

EX. W30X99

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

EX. W30X99

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

EX. W30X99

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

EX. W30X99

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

EX. W16X36 EX. W16X36

EX. W16X26

E
X
. 
W

2
1X

4
4

EX
. W

14X
22

E
X
. 
W

16
X
31

EX. W16X36

EX. W8X15

EX. W8X15

EX. W14X22

EX. W16X36

EX. W8X15

EX. W12X16

EX. W16X26

E
X
. 
W

14
X
2
2

EX. W12X16

EX. W12X16

EX. W12X16

EX. W12X16

E
X
. 
W

18
X
4
6

E
X
. 
W

18
X
4
6

E
X
. 
W

18
X
4
6

E
X
. 
W

18
X
4
6

E
X
. 
W

18
X
4
6

E
X
. 
W

18
X
4
6

E
X
. 
W

18
X
4
6

E
X
. 
W

18
X
4
6

EX. W14X22

E
X
. 
W

16
X
31

EX. W16X36

EX. W8X15

EX. W8X15

EX
. W

14X
22

EX. W16X36

EX. W8X15

EX. W12X16

EX. W12X16

EX. W12X16

EX. W12X16

EX. W12X16

E
X
. 
W

18
X
4
6

E
X
. 
W

18
X
4
6

E
X
. 
W

18
X
4
6

E
X
. 
W

18
X
4
6

E
X
. 
W

18
X
4
6

E
X
. 
W

18
X
4
6

E
X
. 
W

18
X
4
6

E
X
. 
W

18
X
4
6

NEW RTU-4
2409#

NEW RTU-7
2021#, CENTERED 
ON EX. 22KCS3

NEW RTU-8
2021#

RD

ACCU-2

SEE 1/S301 
FOR SUPPORT 
FRAMING, 
TYP.

EXIST. RTU 
SUPPORTS NOT 
SHOWN FOR 
CLARITY

EXIST. RTU 
SUPPORTS NOT 
SHOWN FOR 
CLARITY

ROOF FRAMING PLAN - AREA A
1/8"=1'-0"

NORTH:

• THE PURPOSE OF THIS DRAWING IS TO INDICATE THE EXISTING 
ROOF FRAMING SIZES.  THE SIZES SHOWN ARE BASED ON THE 
ORIGINAL CONSTRUCTION DOCUMENTS.

• NEW WORK RELATED TO STRUCTURE:
1. NEW ROOF TOP UNIT CURB SUPPORT.  AT THE TIME OF 

PUBLISHING THIS DRAWING, THE FULL SCOPE OF NEW 
ROOFTOP EQUIPMENT IS IN DESIGN, FOR PRICING 
PURPOSES ASSUME THAT EACH EXISTING UNIT WILL BE 
REPLACED AND NEW CURB SUPPORTS WILL BE REQUIRED PER 
DETAILS ON DRAWING S301.

2. THE CONDITION OF THE EXISTING ROOF DECK IS TO BE 
VERIFIED IN FIELD DURING REMOVAL OF EXISTING ROOF.  
ALL ROOF DECK WHICH EXHIBITS DETERIORATION TO THE 
EXTENT OF SECTION LOSS SHALL BE REMOVED AND 
DISCARDED.  THESE SECTIONS SHALL BE REPLACED WITH NEW 
1 1/2" 20 GA. GALV. TYPE B ROOF DECK.  REPLACEMENT IS TO 
BE ACCOMPLISHED IN SUCH A MANNER THAT BOTH THE NEW 
AND THE REMAINING DECK MAINTAINS A TW0-SPAN 
CONTINUOUS LAYOUT.  FOR PRICING PURPOSES, ASSUME 500 
SQ. FT. OF DECK IS TO BE REPLACED.

3. EXISTING SUPPLEMENTAL FRAMING FOR EXISTING 
MECHANICAL UNITS: 

A.) TO REMAIN IF NEW MECHANICAL UNIT SIZE AND 
LOCATION IS THE SAME AS THE EXISTING UNITS.
B.) TO BE REPLACED (OR NEW SUPPLEMENTAL FRAMING 
ADDED) IF NEW MECHANICAL UNIT SIZE AND LOCATION IS 
DIFFERENT THAN EXISTING UNIT TO BE REPLACED.  SEE 
TYP. DETAIL ON DWG. S-301.
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1. NEW ROOF TOP UNIT CURB SUPPORT.  AT THE TIME OF 
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PURPOSES ASSUME THAT EACH EXISTING UNIT WILL BE 
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DETAILS ON DRAWING S301.
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VERIFIED IN FIELD DURING REMOVAL OF EXISTING ROOF.  
ALL ROOF DECK WHICH EXHIBITS DETERIORATION TO THE 
EXTENT OF SECTION LOSS SHALL BE REMOVED AND 
DISCARDED.  THESE SECTIONS SHALL BE REPLACED WITH NEW 
1 1/2" 20 GA. GALV. TYPE B ROOF DECK.  REPLACEMENT IS TO 
BE ACCOMPLISHED IN SUCH A MANNER THAT BOTH THE NEW 
AND THE REMAINING DECK MAINTAINS A TW0-SPAN 
CONTINUOUS LAYOUT.  FOR PRICING PURPOSES, ASSUME 500 
SQ. FT. OF DECK IS TO BE REPLACED.

No. Date Issue
1 5/15/2019 ISSUED FOR PRICING
2 6/5/2019 CLIENT REVIEW SET
3 8/6/2019 ISSUED FOR BID



NN

QQ

RR

SS

49 50 51 52 53 54 55 56

PP

MM

LL

KK

JJ

JJ.8

HH.8

52.7 55.7

TT

HH.6

EX. W16X26

E
X
. 
W

14
X
2
2

E
X
. 
W

14
X
2
2

EX. W14X22 EX. W14X22

EX. W16X31

EX. W16X31

EX. W14X22EX. W14X22

E
X
. 
W

16
X
2
6

EX. W12X16EX. W16X26

E
X
. 
W

18
X
3
5

EX. W16X26

E
X
. 
W

18
X
4
0

EX. 22K5

EX. 22K5

EX. 22K5

EX. 22K5

EX. 22K5

E
X
. 
W

12
X
2
6

E
X
. 
W

12
X
16

E
X
. 
W

12
X
16

E
X
. 
W

12
X
16

E
X
. 
W

12
X
16

EX. W18X40

EX. W12X16

E
X
. 
W

12
X
16

E
X
. 
W

12
X
16

E
X
. 
W

16
X
2
6

E
X
. 
W

16
X
2
6

E
X
. 
W

16
X
2
6

E
X
. 
W

16
X
2
6

E
X
. 
W

16
X
2
6

E
X
. 
W

16
X
31

E
X
. 
W

16
X
31

E
X
. 
W

16
X
31

E
X
. 
W

16
X
31

E
X
. 
W

16
X
31

E
X
. 
W

16
X
31

EX. W14X22EX. W14X22

E
X
. 
W

16
X
2
6

E
X
. 
W

16
X
2
6

E
X
. 
W

16
X
31

E
X
. 
W

16
X
31

EX. W14X22EX. W14X22

EX. W14X22EX. W14X22

EX. W14X22

EX. 22K5

EX. 22K5

EX. 22K5

EX. 22K5

EX. W14X22

E
X
. 
W

12
X
16

E
X
. 
W

12
X
16

E
X
. 
W

12
X
16

E
X
. 
W

12
X
16

E
X
. 
W

12
X
16

EX. 22K5

EX. 22K5

EX. 22K5

EX. 22K5

EX. 22K5

EX. 22K5

E
X
. 
W

12
X
19

E
X
. 
W

16
X
31

E
X
. 
W

12
X
16

EX. W12X16

EX. W16X26

E
X
. 
W

12
X
16

EX
. W

18
X4

0

EX. W12X16

E
X
. 
W

12
X
16

E
X
. 
W

12
X
16 E

X
. 
W

12
X
16

E
X
. 
W

12
X
16

E
X
. 
W

12
X
16

E
X
. 
W

12
X
16

EX. W12X16

EX. W12X16

EX. W12X16

EX. W12X16

EX. W12X16

EX. W12X16

EX. W12X16

EX. W12X16

EX. W12X16

EX. W12X16

E
X
. 
W

16
X
2
6

EX. W12X22

EX. W12X16

EX. W12X16

EX. W12X16

EX. W12X16

EX. 22K5

EX. 22K5

EX. 22K5

EX. 22K5

EX. 22K5

EX. 22K5

EX. 22K5

EX. 22K5

EX. 22K5

EX. 22K5

EX. 22K5

EX. 22K5

EX. 22K5

EX. 22K5

EX. 22K5

EX. 22K5

EX. 22K5

EX. 22K5

EX. 22K5

EX. 22K5

EX. 22K5

EX. 22K5

EX. 22K5

EX. 22K5

EX. 22K5

EX. 22K5

EX. 22K5

EX. 22K5

E
X
. 
W

16
X
2
6

E
X
. 
W

16
X
2
6

EX. W14X22

EX. W14X22EX. W14X22

E
X
. 
W

10
X
15

E
X
. 
W

10
X
15

EX. W12X35 EX. W12X35

EX. W8X18

EX. W12X35EX. W12X35

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W10X15EX. W18X35

E
X
. 
W

14
X
2
2

E
X
. 
16

K
3

E
X
. 
16

K
3

EX. W16X26

E
X
. 
W

10
X
15

EX. W16X26 EX. W16X26

EX. W16X26 EX. W16X26

EX. W16X31

EX. W16X31

EX. W16X31

EX. W16X31

E
X
. 
W

14
X
2
2

E
X
. 
W

14
X
2
2

E
X
. 
W

14
X
2
2

26' - 0" +/-

E
X
. 
2
2
K
5

E
X
. 
2
2
K
5

E
X
. 
2
2
K
5

E
X
. 
2
2
K
5

E
X
. 
2
2
K
5

E
X
. 
2
2
K
5

Job No.

Sheet Title

Professional Seal

NOTE:  ALL IDEAS, DESIGNS, ARRANGEMENTS AND PLANS INDICATED OR 
REPRESENTED BY THIS DRAWING ARE OWNED BY AND ARE THE PROPERTY OF 
KAEYER, GARMENT, & DAVIDSON ARCHITECTS, PC (KG&D), AND WERE CREATED 
FOR USE ON THIS PROJECT. NONE OF SUCH IDEAS, DESIGNS, ARRANGEMENTS 
OR PLANS SHALL BE USED BY OR DISCLOSED TO ANY PURPOSE WHATSOEVER 
WITHOUT THE WRITTEN PERMISSION OF (KG&D).

WRITTEN DIMENSIONS ON THIS DRAWING SHALL HAVE PRECEDENCE OVER 
SCALED DIMENSIONS. CONTRACTOR SHALL VERIFY ALL ACTUAL DIMENSIONS 
AND CONDITIONS ON THE JOB AND THE ARCHITECT MUST BE NOTIFIED OF ANY 
VARIATIONS FROM DIMENSIONS AND CONDITIONS SHOWN. SHOP DETAILS MUST 
BE SUBMITTED TO THIS OFFICE FOR APPROVAL BEFORE PROCEEDING WITH 
FABRICATION.  

ALTERATIONS BY ANY PERSON, IN ANY WAY, OF ANY ITEM CONTAINED ON THIS 
DOCUMENT, UNLESS ACTING UNDER THE DIRECTION OF THE LICENCED 
ARCHITECT WHOSE PROFESSIONAL SEAL IS AFFIXED HERETO, IS A VIOLATION 
OF TITLE VII, SECT. 69.5 (b) OF NEW YORK STATE LAW.
COPYRIGHT KAEYER, GARMENT + DAVIDSON ARCHITECTS & ENGINEERS, PC  
ALL RIGHTS RESERVED.

Sheet Number

Date

Scale Drawn / Checked
AS NOTED

08/06/2019

KG+D . ARCHITECTS PC
285 MAIN STREET MOUNT KISCO . NEW YORK . 10549

P:914.666.5900                           KGDARCHITECTS.COM

PART 'C'

PROJECT # S-6722

SPN 135-0278RR

S101C

ROOF FRAMING
PLAN - AREA C

412 Stillwell Ave, Stamford, CT,
06902

City of Stamford - Stamford
Public Schools

Westover Magnet
Elementary School

19098.00

JM / EM

CONSTRUCTION DOCUMENTS

ROOF FRAMING PLAN - AREA C
1/8"=1'-0"

NORTH:

• THE PURPOSE OF THIS DRAWING IS TO INDICATE THE EXISTING 
ROOF FRAMING SIZES.  THE SIZES SHOWN ARE BASED ON THE 
ORIGINAL CONSTRUTION DOCUMENTS.

• NEW WORK RELATED TO STRUCTURE:
1. NEW ROOF TOP UNIT CURB SUPPORT.  AT THE TIME OF 

PUBLISHING THIS DRAWING, THE FULL SCOPE OF NEW 
ROOFTOP EQUIPMENT IS IN DESIGN, FOR PRICING 
PURPOSES ASSUME THAT EACH EXISTING UNIT WILL BE 
REPLACED AND NEW CURB SUPPORTS WILL BE REQUIRED PER 
DETAILS ON DRAWING S301.

2. THE CONDITION OF THE EXISTING ROOF DECK IS TO BE 
VERIFIED IN FIELD DURING REMOVAL OF EXISTING ROOF.  
ALL ROOF DECK WHICH EXHIBITS DETERIORATION TO THE 
EXTENT OF SECTION LOSS SHALL BE REMOVED AND 
DISCARDED.  THESE SECTIONS SHALL BE REPLACED WITH NEW 
1 1/2" 20 GA. GALV. TYPE B ROOF DECK.  REPLACEMENT IS TO 
BE ACCOMPLISHED IN SUCH A MANNER THAT BOTH THE NEW 
AND THE REMAINING DECK MAINTAINS A TW0-SPAN 
CONTINUOUS LAYOUT.  FOR PRICING PURPOSES, ASSUME 500 
SQ. FT. OF DECK IS TO BE REPLACED.

M
A
T
C
H
L
I
N
E

S
E
E
 D

W
G
. 
S
10

1B

MATCHLINE

SEE DWG. S101C
No. Date Issue
1 5/15/2019 ISSUED FOR PRICING
2 6/5/2019 CLIENT REVIEW SET
3 8/6/2019 ISSUED FOR BID



S.6

18

18

17.7

17.7

K

20 22

24

24 26

18.3

18.3 19

25

25

28

28

30

30

HH

FF

GG

L.2

DD

BB

CC

32 34 35 37 39 40363331 38

U

R

S

AA

Z

Y

X

W

27

T.8

T

H.6

23

2321 33.3

R.8

S.4

29

NEW 
RTU-2
8845#

EX. CHILLER 
20,000#
ON EX. 
DUNNAGE

EX. W14X22EX. W14X22

E
X
. 
W

3
0
X
99

EX. W14X30

E
X
. 
W

16
X
2
6

E
X
. 
W

16
X
2
6

EX. W18X35

E
X
. 
W

16
X
2
6

EX. W16X26

E
X
. 
W

16
X
2
6

EX. W12X19

E
X
. 
W

16
X
2
6

EX. W16X26

E
X
. 
W

18
X
3
5

EX. W12X16EX. W18X40

E
X
. 
W

12
X
16

EX. W14X22

E
X
. 
W

12
X
16

EX. W8X15

E
X
. 
W

8
X
15

EX. W10X15

EX. W18X35 EX. W18X35

E
X
. 
W

12
X
16

E
X
. 
W

14
X
2
2

EX. W12X26 EX. W10X39

E
X
. 
14

K
1

E
X
. 
14

K
1

E
X
. 
14

K
1

E
X
. 
14

K
1

E
X
. 
12

K
1

E
X
. 
W

12
X
16

E
X
. 
12

K
1

E
X
. 
12

K
1

E
X
. 
12

K
1

E
X
. 
W

12
X
16

E
X
. 
12

K
1

E
X
. 
12

K
1

E
X
. 
12

K
1

E
X
. 
12

K
1E

X
. 
16

K
C
S
4

E
X
. 
16

K
C
S
4

E
X
. 
16

K
C
S
4

E
X
. 
16

K
3

E
X
. 
16

K
3

E
X
. 
16

K
3

E
X
. 
16

K
3

E
X
. 
10

K
1

E
X
. 
W

12
X
16

E
X
. 
W

12
X
16

E
X
. 
10

K
1

E
X
. 
10

K
1

E
X
. 
10

K
1

E
X
. 
10

K
1

E
X
. 
10

K
1

EX. W12X26 EX. W8X15E
X
. 
W

12
X
16

E
X
. 
10

K
1

E
X
. 
10

K
1

E
X
. 
10

K
1

E
X
. 
10

K
1

EX. W12X26E
X
. 
W

12
X
16

E
X
. 
10

K
1

E
X
. 
10

K
1

E
X
. 
10

K
1

E
X
. 
10

K
1

EX. W12X26

EX. W12X26EX. W12X26EX. W12X26

E
X
. 
W

12
X
2
6

EX. W18X40

E
X
. 
W

3
0
X
99

E
X
. 
W

3
0
X
99

E
X
. 
W

12
X
2
6

EX. W16X26 EX. W16X26EX. W16X26

E
X
. 
2
0
K
4

E
X
. 
2
0
K
4

E
X
. 
2
0
K
4

E
X
. 
2
0
K
4

EX. W18X40

E
X
. 
2
0
K
4

E
X
. 
2
0
K
4

E
X
. 
2
0
K
4

E
X
. 
2
0
K
4

E
X
. 
2
0
K
4

E
X
. 
2
0
K
4

E
X
. 
2
0
K
4

E
X
. 
2
0
K
4

E
X
. 
2
0
K
4

E
X
. 
2
0
K
4

E
X
. 
2
0
K
4

E
X
. 
2
0
K
4

EX. W18X40

E
X
. 
W

14
X
2
2

E
X
. 
2
0
K
4

E
X
. 
2
0
K
4

E
X
. 
2
0
K
4

E
X
. 
2
0
K
4

EX. W12X50

E
X
. 
W

14
X
2
2

E
X
. 
W

14
X
2
2

E
X
. 
W

14
X
2
2

E
X
. 
W

14
X
2
2

E
X
. 
2
0
K
4

E
X
. 
2
0
K
4

E
X
. 
2
0
K
4

E
X
. 
2
0
K
4

E
X
. 
W

14
X
2
2

E
X
. 
W

14
X
2
2

E
X
. 
W

14
X
2
2

E
X
. 
W

14
X
2
2

E
X
. 
W

14
X
2
2

E
X
. 
W

10
X
15

E
X
. 
W

10
X
15

EX. W12X35 EX. W12X16EX. W16X31EX. W12X35

EX. W8X18

EX. W12X35EX. W12X35

E
X
. 
W

14
X
2
2

EX. W14X22EX. W18X40

E
X
. 
W

14
X
2
2

E
X
. 
2
0
K
4

E
X
. 
2
0
K
4

E
X
. 
2
0
K
4

E
X
. 
2
0
K
9

E
X
. 
2
0
K
9

E
X
. 
2
0
K
9

E
X
. 
2
0
K
4

E
X
. 
2
0
K
4

E
X
. 
2
0
K
9

E
X
. 
2
0
K
9

E
X
. 
2
0
K
9

E
X
. 
W

14
X
2
2

EX. W14X22EX. W18X40

E
X
. 
W

14
X
2
2

E
X
. 
2
0
K
9

E
X
. 
2
0
K
9

E
X
. 
W

3
0
X
99

E
X
. 
W

3
0
X
99

E
X
. 
W

3
0
X
99

E
X
. 
W

14
X
2
2

E
X
. 
W

14
X
2
2

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W12X35 EX. W12X35 EX. W12X35EX. W12X35

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W8X18

EX. W10X15EX. W18X35

E
X
. 
W

12
X
96

E
X
. 
W

14
X
2
2

EX. W16X31

E
X
. 
W

16
X
2
6

EX. W12X16

EX. W12X16

E
X
. 
W

12
X
16

E
X
. 
18

K
6

E
X
. 
18

K
6

E
X
. 
18

K
6 E

X
. 
16

K
3

E
X
. 
16

K
3

E
X
. 
16

K
3

EX. W16X31

E
X
. 
W

10
X
15

EX. W10X17

EX. W12X16E
X
. 
W

12
X
16

EX. W14X99

EX. W18X97

E
X
. 
W

14
X
99

E
X
. 
18

K
6

E
X
. 
18

K
6

E
X
. 
18

K
6

E
X
. 
16

K
3

E
X
. 
W

14
X
2
2

EX. W10X17EX. W16X31

E
X
. 
W

12
X
16

E
X
. 
16

K
3

E
X
. 
16

K
3

E
X
. 
16

K
3

E
X
. 
16

K
3

E
X
. 
16

K
3

E
X
. 
W

10
X
15

EX. W12X26 EX. W12X26 EX. W12X26 EX. W14X30

E
X
. 
W

8
X
15

EX. W8X15E
X
. 
W

14
X
2
2

EX. W18X40

E
X
. 
W

12
X
30

E
X
. 
W

8
X
15

E
X
. 
10

K
1

E
X
. 
10

K
1

E
X
. 
W

16
X
2
6

E
X
. 
16

K
4

E
X
. 
16

K
4

E
X
. 
W

14
X
2
2

E
X
. 
W

8
X
15

EX. W8X15

EX. W8X15

E
X
. 
W

8
X
15

E
X
. 
W

16
X
2
6

E
X
. 
2
2
K
10

E
X
. 
2
2
K
10

EX. W14X22

E
X
. 
2
2
K
10

E
X
. 
2
2
K
10

EX. W14X22

E
X
. 
W

16
X
2
6

E
X
. 
W

16
X
31

E
X
. 
W

16
X
2
6

E
X
. 
2
2
K
C
S
5

E
X
. 
2
2
K
10

EX. W14X22

E
X
. 
2
2
K
10

E
X
. 
2
2
K
10

EX. W14X22

EX. W16X26

E
X
. 
W

16
X
2
6

E
X
. 
2
2
K
10

E
X
. 
2
2
K
10

E
X
. 
2
2
K
10

E
X
. 
2
2
K
10

E
X
. 
2
2
K
10

E
X
. 
2
2
K
10

EX. W10X30

E
X
. 
W

8
X
15

E
X
. 
W

12
X
30

EX. W21X44

E
X
. 
W

8
X
15

E
X
. 
W

12
X
30

E
X
. 
W

14
X
2
2

E
X
. 
W

14
X
2
2

E
X
. 
W

8
X
15 E
X
. 
W

14
X
2
2

E
X
. 
W

14
X
2
2

EX. W
12X16

EX. W12X16

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

EX
. W

12
X1

6
E
X
. 
W

8
X
15

EX. W8X15

EX. W8X15

EX. W8X15

EX. W8X15

EX. W8X15

E
X
. 
W

14
X
2
2

E
X
. 
W

14
X
2
2

E
X
. 
W

8
X
15

E
X
. 
W

14
X
2
2 E

X
. 
W

14
X
2
2

EX
. W

12
X1

6

EX. W12X16

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

EX. W
12X16

E
X
. 
W

8
X
15

EX. W18X40

EX. W8X15

EX. W8X15

EX. W8X15

EX. W8X15

EX. W18X46

E
X
. 
W

12
X
16

E
X
. 
10

K
1

E
X
. 
10

K
1

E
X
. 
10

K
1

E
X
. 
10

K
1

E
X
. 
10

K
1

EX. W21X44

E
X
. 
W

14
X
2
2

E
X
. 
W

12
X
30

E
X
. 
W

12
X
30

E
X
. 
W

12
X
30

E
X
. 
W

12
X
30

EX. W16X26

E
X
. 
W

12
X
30

E
X
. 
W

14
X
2
2

E
X
. 
W

12
X
30

E
X
. 
W

12
X
30

E
X
. 
W

12
X
30

E
X
. 
W

12
X
30

EX. W16X26

EX. W18X46 EX. W18X46

E
X
. 
W

14
X
2
2

EX. W21X44

EX. W8X15EX. W8X15

EX. W8X15EX. W8X15

EX. W14X22

E
X
. 
W

12
X
16

E
X
. 
10

K
1

E
X
. 
10

K
1

E
X
. 
10

K
1

E
X
. 
10

K
1

E
X
. 
10

K
1

EX. W18X46
EX. W8X15

EX. W16X36 EX. W14X22
E
X
. 
W

14
X
2
2

EX. W14X22 EX. W18X40

E
X
. 
W

14
X
2
2

E
X
. 
W

14
X
2
2

EX. W14X22

E
X
. 
18

K
3

E
X
. 
18

K
3

E
X
. 
18

K
3

EX. W21X44

E
X
. 
W

14
X
2
2

E
X
. 
18

K
3

E
X
. 
18

K
3

E
X
. 
18

K
3

E
X
. 
W

14
X
2
2

E
X
. 
W

14
X
2
2

E
X
. 
W

14
X
2
2

EX. W12X16

E
X
. 
W

12
X
16

E
X
. 
10

K
1

E
X
. 
10

K
1

E
X
. 
10

K
1

E
X
. 
10

K
1

E
X
. 
W

12
X
16

EX. W10X15

E
X
. 
W

12
X
16

EX. W10X15

E
X
. 
10

K
1

E
X
. 
10

K
1

E
X
. 
10

K
1

EX. W18X40

EX. W10X15

E
X
. 
10

K
1

E
X
. 
10

K
1

E
X
. 
W

12
X
16

E
X
. 
10

K
1

E
X
. 
W

8
X
15

E
X
. 
W

14
X
2
2 E

X
. 
W

8
X
15

E
X
. 
W

14
X
2
2

E
X
. 
W

14
X
2
2

EX. W12X16

EX
. W

12
X
16

EX
. W

12X
16

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

EX. W8X15 EX. W8X15

EX. W8X15

EX. W8X15

EX. W8X15

EX. W8X15

EX. W8X15

EX. W8X15

E
X
. 
W

8
X
15 E

X
. 
W

14
X
2
2

E
X
. 
W

8
X
15

E
X
. 
W

14
X
2
2

EX. W12X16

EX
. W

12X
16 EX

. W
12

X
16

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

EX. W8X15 EX. W8X15

EX. W8X15

EX. W8X15

EX. W8X15

EX. W8X15

EX. W8X15

EX. W8X15

E
X
. 
W

14
X
2
2

EX. W12X16

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15 E

X
. 
W

8
X
15

E
X
. 
W

14
X
2
2

EX
. W

12
X
16

EX
. W

12X
16

EX. W8X15

EX. W8X15

EX. W8X15

EX. W8X15

EX. W8X15

EX. W8X15

EX. W8X15

EX. W8X15

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

EX. W16X36

EX. W12X16

E
X
. 
W

8
X
15 E

X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

14
X
2
2EX

. W
12

X
16

EX. W8X15

EX. W8X15

EX. W8X15

EX. W8X15

EX. W8X15

EX. W8X15

EX. W8X15

EX. W8X15
E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

EX
. W

12X
16

E
X
. 
W

14
X
2
2

EX. W14X22

E
X
. 
10

K
1

E
X
. 
10

K
1

E
X
. 
W

14
X
2
2

EX. W12X16

EX. W12X16

EX. W12X16

EX. W12X16

EX. W12X16

EX. W12X16

EX. W12X16

EX. W12X16

EX. W12X16

EX. W12X16

EX. W12X16

EX. W12X16

EX. W12X16

E
X
. 
16

K
7

E
X
. 
16

K
7

E
X
. 
16

K
7

E
X
. 
16

K
7

E
X
. 
W

14
X
2
2

E
X
. 
W

12
X
19

EX. W14X30

EX. W18X40

EX. W16X26
E
X
. 
16

K
2

E
X
. 
16

K
2

E
X
. 
16

K
2

E
X
. 
14

K
1

E
X
. 
14

K
1

E
X
. 
14

K
1

E
X
. 
W

10
X
15

EX. W14X30

EX. W30X99

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

10
X
2
2

E
X
. 
W

10
X
2
2

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

EX. W30X99

EX. W30X99

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

10
X
2
2

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

10
X
2
2

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

EX. W30X99

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

10
X
2
2

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

EX. W30X99

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

10
X
2
2

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

EX. W30X99

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

10
X
2
2

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

EX. W30X99

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
W

10
X
2
2

E
X
. 
W

8
X
15

E
X
. 
W

8
X
15

E
X
. 
2
0
K
9

EX. 
MAU-1
3000#

NEW 
RTU-6 
3576#

NEW 
RTU-5 
2021#

NEW 
RTU-1 
3463#

IV-1

EXIST.
C10, 
TYP.

EXIST.
C10, 
TYP.

E
X
. 
W

14
X
2
2

NEW 
RTU-3
3463#

EXIST.
C10, 
TYP.

ASSUMED 
10K1, V.I.F.

EXIST.
C10, 
TYP.

SEE 1/S301 FOR SUPPORT 
FRAMING, TYP.

Job No.

Sheet Title

Professional Seal

NOTE:  ALL IDEAS, DESIGNS, ARRANGEMENTS AND PLANS INDICATED OR 
REPRESENTED BY THIS DRAWING ARE OWNED BY AND ARE THE PROPERTY OF 
KAEYER, GARMENT, & DAVIDSON ARCHITECTS, PC (KG&D), AND WERE CREATED 
FOR USE ON THIS PROJECT. NONE OF SUCH IDEAS, DESIGNS, ARRANGEMENTS 
OR PLANS SHALL BE USED BY OR DISCLOSED TO ANY PURPOSE WHATSOEVER 
WITHOUT THE WRITTEN PERMISSION OF (KG&D).

WRITTEN DIMENSIONS ON THIS DRAWING SHALL HAVE PRECEDENCE OVER 
SCALED DIMENSIONS. CONTRACTOR SHALL VERIFY ALL ACTUAL DIMENSIONS 
AND CONDITIONS ON THE JOB AND THE ARCHITECT MUST BE NOTIFIED OF ANY 
VARIATIONS FROM DIMENSIONS AND CONDITIONS SHOWN. SHOP DETAILS MUST 
BE SUBMITTED TO THIS OFFICE FOR APPROVAL BEFORE PROCEEDING WITH 
FABRICATION.  

ALTERATIONS BY ANY PERSON, IN ANY WAY, OF ANY ITEM CONTAINED ON THIS 
DOCUMENT, UNLESS ACTING UNDER THE DIRECTION OF THE LICENCED 
ARCHITECT WHOSE PROFESSIONAL SEAL IS AFFIXED HERETO, IS A VIOLATION 
OF TITLE VII, SECT. 69.5 (b) OF NEW YORK STATE LAW.
COPYRIGHT KAEYER, GARMENT + DAVIDSON ARCHITECTS & ENGINEERS, PC  
ALL RIGHTS RESERVED.

Sheet Number

Date

Scale Drawn / Checked
AS NOTED

08/06/2019

KG+D . ARCHITECTS PC
285 MAIN STREET MOUNT KISCO . NEW YORK . 10549

P:914.666.5900                           KGDARCHITECTS.COM

PART 'A'

PART 'D'

PROJECT # S-6722

SPN 135-0278RR

S101D

ROOF FRAMING
PLAN - AREA D

412 Stillwell Ave, Stamford, CT,
06902

City of Stamford - Stamford
Public Schools

Westover Magnet
Elementary School

19098.00

JM / EM

CONSTRUCTION DOCUMENTS

ROOF FRAMING PLAN - AREA D
1/8"=1'-0"

NORTH:

• THE PURPOSE OF THIS DRAWING IS TO INDICATE THE EXISTING 
ROOF FRAMING SIZES.  THE SIZES SHOWN ARE BASED ON THE 
ORIGINAL CONSTRUTION DOCUMENTS.

• NEW WORK RELATED TO STRUCTURE:
1. NEW ROOF TOP UNIT CURB SUPPORT.  AT THE TIME OF 

PUBLISHING THIS DRAWING, THE FULL SCOPE OF NEW 
ROOFTOP EQUIPMENT IS IN DESIGN, FOR PRICING 
PURPOSES ASSUME THAT EACH EXISTING UNIT WILL BE 
REPLACED AND NEW CURB SUPPORTS WILL BE REQUIRED PER 
DETAILS ON DRAWING S301.

2. THE CONDITION OF THE EXISTING ROOF DECK IS TO BE 
VERIFIED IN FIELD DURING REMOVAL OF EXISTING ROOF.  
ALL ROOF DECK WHICH EXHIBITS DETERIORATION TO THE 
EXTENT OF SECTION LOSS SHALL BE REMOVED AND 
DISCARDED.  THESE SECTIONS SHALL BE REPLACED WITH NEW 
1 1/2" 20 GA. GALV. TYPE B ROOF DECK.  REPLACEMENT IS TO 
BE ACCOMPLISHED IN SUCH A MANNER THAT BOTH THE NEW 
AND THE REMAINING DECK MAINTAINS A TW0-SPAN 
CONTINUOUS LAYOUT.  FOR PRICING PURPOSES, ASSUME 500 
SQ. FT. OF DECK IS TO BE REPLACED.

3. EXISTING SUPPLEMENTAL FRAMING FOR EXISTING 
MECHANICAL UNITS: 

A.) TO REMAIN IF NEW MECHANICAL UNIT SIZE AND 
LOCATION IS THE SAME AS THE EXISTING UNITS.
B.) TO BE REPLACED (OR NEW SUPPLEMENTAL FRAMING 
ADDED) IF NEW MECHANICAL UNIT SIZE AND LOCATION IS 
DIFFERENT THAN EXISTING UNIT TO BE REPLACED.  SEE 
TYP. DETAIL ON DWG. S-301.
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OPENING AND
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DEMOLITION NOTES

1.                  DENOTES EXISTING CONSTRUCTION TO 
BE DEMOLISHED (U.N.O.).MOST EXISTING 
INTERIOR CORRIDOR WALLS ARE OF MASONRY 
CONSTRUCTION
A. MOST EXISTING INTERIOR WALLS OTHER 

THAN CORRIDORS ARE STEEL STUD 
FRAMED

B. EXISTING EXTERIOR WALLS ARE A 
COMBINATION OF STEEL STUD W/ BRICK 
VENEER & BLOCK BACKUP W/ BRICK 
VENEER.

2.                  DENOTES EXISTING WALL FRAMING TO 
REMAIN

3.                 DENOTES AREAS OF CEILING GRID TO 
BE DEMOLISHED & REPLACED AFTER 
COMPLETION OF MEP WORK

4. PRIOR TO ANY DEMOLITION CONTRACTORS ARE 
REQUIRED TO BE FAMILIAR WITH EXISTING 
CONDITIONS. SHORING MAY BE NEEDED 
INCLUDING INSTALLATION OF LINTELS PRIOR TO 
THE REMOVAL OF ANY BUILDING ELEMENT.

5. COORDINATE ALL DEMOLITION w/ M.E.P. 
REMOVALS.  NOTE: ALL WIRING, DEVICES & 
M.E.P. SYSTEMS NOT BEING REMOVED AS PART 
OF THE WORK, WHICH RUN THROUGH THE 
WORK AREA, SHALL BE TESTED, LABELED & 
PROTECTED FROM DISTURBANCE SO THEY 
REMAIN OPERATIONAL THROUGHOUT THE 
PROJECT.

6. EXISTING METAL WINDOW SHADES SHALL BE 
REMOVED FROM ALL WINDOWS THROUGHOUT 
ENTIRE BUILDING - PREP OPENINGS FOR 
INSTALLATION OF NEW WINDOW SHADES BY GC

7. G.C. RESPONSIBLE FOR REMOVAL & DISPOSAL 
OF ANY & ALL EXISTING MATERIALS & 
EQUIPMENT ABANDONED IN THE PROJECT SITE, 
INCLUDING, BUT NOT LIMITED TO FURNITURE, 
BOOKS, PAPER GOODS, FLOOR FINISHES, 
CEILING FINISHES, MARKER/TACK BOARDS, 
OFFICE ACCESSORIES, ETC.,       EXCLUSIVE OF 

ALL MATERIALS & EQUIPMENT LOCATED IN THE 

EXISTING GYMNASIUM, CAFETERIA, & 2ND 

FLOOR HALLWAY.
8. ALL DEMO MATERIALS TO BE PLACED INTO 

OWNER PROVIDED DUMPSTERS. CITY TO 
REMOVE & REPLACE W CLEAN DUMPSTERS AS 
REQ. - G.C. TO COORD. W C.O.S. ENGINEERING 
DEPARTMENT.
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CONSTRUCTION DOCUMENTS

1/8" = 1'-0"
1

1ST FLOOR DEMO - PART 'A'

DEMOLITION KEYNOTES
1 REMOVE & DISPOSE EXIST GYP BD FROM EXISTING EXTERIOR WALLS TO 6"

BELOW EXIST CEILING GRID. PREP WALLS FOR INSTALLATON OF NEW GYP BD

2 REMOVE & DISPOSE EXIST GYP BD FROM  BOTH SIDES OF EXISTING INTERIOR
WALLS TO 6" BELOW EXIST CEILING GRID. PREP WALLS FOR INSTALLATON OF
NEW GYP BD & SOUND ATTENUATING INSULATION CHECK & CLEAN FOR ANY
PRESCENCE OF MOLD

3 EXIST UNIT VENT TO BE REMOVED BY MECH CONTRACTOR - REMOVE ANY
ASSOCIATED WALL & FLOOR FINISH MATERIALS CONCEALED BEHIND & UNDER
UNIT VENT - COORD W/ MEP DWGS

4 REMOVE & DISPOSE EXIST FLOOR FINISH & RELATED BASE- PREP FOR
INSTALLATION OF NEW FLOOR FINISH MATERIALS - COORD W/ NEW
CONSTRUCTION

5 REMOVE & DISPOSE EXIST ACT CEILING TILES - PROTECT EXIST LIGHT
FIXTURES, MEP EQUIP & GRID SYSTEM TO REMAIN - EXIST CEILING GRID &
LIGHT FIXTURES TO BE CLEANED W/ "SHOCKWAVE" BY FIBERLOCK- COORD W/
NEW CONSTRUCTION

6 REMOVE & DISPOSE EXIST PERIMETER CASEWORK - PREP EXIST WALLS &
ADJACENT FLOOR FOR INSTALLATION OF NEW CASEWORK - COORD W/ NEW
CONSTRUCTION

7 REMOVE & DISPOSE EXIST CARPET & RELATED BASE - PREP FOR
INSTALLATON OF NEW FLOOR FINISH MATERIALS - COORD W/ NEW
CONSTRUCTION

9 REMOVE EXIST WALL MTD MARKER BOARD, PROTECT, STORE & TRANSPORT
OFF SITE TO A LOCATIOIN WITHIN THE CITY OF STAMFORD AS DETERMINED BY
STAMFORD BOE - COORD W/ NEW CONSTRUCTION

11 REMOVE EXIST WALL MTD TACK BOARD, PROTECT, STORE & TRANSPORT OFF
SITE TO A LOCATIOIN WITHIN THE CITY OF STAMFORD AS DETERMINED BY
STAMFORD BOE - COORD W/ NEW CONSTRUCTION

12 REMOVE EXIST LIBRARY CIRCULATION DESK, PROTECT, TRANSPORT & STORE
OFF SITE IN THE CITY OF STAMFORD AS DETERMINED BY STAMFORD BOE.
REINSTALL AFTER ALL FINISHES ARE COMPLETED- COORD W/ NEW
CONSTRUCTION

13 EXIST PLUMBING TO BE REMOVED BY PLUMBING CONTRACTOR - REMOVE ANY
ASSOCIATED CONNECTIONS NOT TO BE REUSED - COORD W/ MEP DWGS

14 REMOVE & DISPOSE EXIST WINDOW SILL SYSTEM - PREP FOR INSTALLATION
OF NEW WINDOW SILL SYSTEM - COORD W/ NEW CONSTRUCTION

15 EXIST WATER FOUNTAINS TO BE REMOVED BY PLUMBING CONTRACTOR -
COORD W/ NEW WATER FOUNTAIN INSTALLATION BY MEP - PATCH & MATCH
EXIST WALLS TO ADJACENT SURFACES - REMOVE ANY ASSOCIATED
CONNECTIONS NOT TO BE REUSED - COORD W/ MEP DWGS

16 REMOVE & DISPOSE EXIST CERAMIC TILE FLOOR & RELATED CERAMIC TILE
PERIMETER BASE - PATCH & MATCH TO ADJACENT SURFACES - PREP FOR
INSTALLATION OF NEW CERAMIC FLOOR SYSTEM & RELATED CERAMIC
PERIMETER BASE - COORD W/ NEW CONSTRUCTION

18 EXIST PLUMBING FIXTURES & WALL MTD MIRROR TO BE REMOVED, STORED &
REINSTALLED BY PC - PROTECT EXIST CERAMIC TILE FINISHES - COORD W/
NEW CONSTRUCTION

19 REMOVE EXIST WALL MTD GRAB BARS & RELATED HARDWARE, CLEAN &
STORE FOR REINSTALLATION - COORD /W NEW CONSTRUCTION

20 REMOVE & DISPOSE EXIST GLASS BLOCK WINDOWS - PATCH & MATCH TO
ADJACENT SURFACES - PREP OPENING FOR NEW WINDOW SYSTEM - COORD
W/ NEW CONSTRUCTION

21 REMOVE MEDIA AREA DESKS & SHELVING SYSTEM, CLEAN PROTECT & STORE
FOR REINSTALLATION - COORD W/ NEW CONSTRUCTION

22 REMOVE & DISPOSE EXIST CLOSET SHELVING SYSTEM - PATCH & MATCH TO
ADJACENT SURFACES - COOR W/ NEW CONSTRUCTION

23 REMOVE & DISPOSE EXIST GYP BD FROM  FURRED SIDE OF EXISTING
INTERIOR MASONRY WALLS TO 6" BELOW EXIST CEILING GRID SYSTEM. PREP
WALLS FOR INSTALLATON OF NEW GYP BD & SOUND ATTENUATING
INSULATION

24 REMOVE & DISPOSE EXIST CEILING HUNG HOSPITAL CURTAIN SYSTEM -
COORD EXIST BLOCKING W/ NEW HOSPITAL CURTAIN INSTALLATION

25 REMOVE & DISPOSE EXIST CONCRETE LANDING - PREP FOR INSTALLATION OF
NEW CONCRETE PAD - COORD W/ CIVIL DRAWINGS

26 REMOVE & DISPOSE EXIST GYP BD FROM  BOTH SIDES OF EXISTING INTERIOR
WALLS TO 6" BELOW EXIST CEILING GRID. ON TOILET ROOM SIDE - REMOVE
GYP BD & CERAMIC TILE COVE BASE - PREP WALLS FOR INSTALLATON OF
NEW GYP BD, SOUND ATTENUATING INSULATION & NEW MATCHING CERAMIC
TILE COVE BASE W/ MATCHING GROUT

29 REMOVE, CLEAN, STORE & REINSTALL EXIST METAL SHELVING SYSTEMS IN
SAME CONFIGURATION AS EXIST

36 REMOVE EXIST CEILING GRID FOR DEMO OF EXIST MECH DUCTWOR -
PROTECT EXIST LIGHT FIXTURES - PREP FOR INSTALLATION OF NEW CEILING
GRID - COORD W/ MEP DWGS

No. Date Issue

1 5/15/2019 ISSUED FOR PRICING

2 6/5/2019 CLIENT REVIEW SET

3 8/6/2019 ISSUED FOR BID
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ADD/ALT 'D'

REMOVE & REPLACE ALL  EXISTING STAIR 

TREDS, RISERS, & LANDINGS. 

- FIRST FLOOR FINISHES ARE PART OF 

BASE BID.

ADD/ALT 'D'

REMOVE & REPLACE ALL  EXISTING 

STAIR TREDS, RISERS, & LANDINGS. 

- FIRST FLOOR FINISH IS PART OF 

BASE BID.
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REPLACE CEILING GRID IN THIS 
AREA

36

36

37

AREA OF EXTERIOR 
MASONRY REPAIR -
SEE 3/A301 FOR INFO

DEMOLITION NOTES

1.                  DENOTES EXISTING CONSTRUCTION TO 
BE DEMOLISHED (U.N.O.).MOST EXISTING 
INTERIOR CORRIDOR WALLS ARE OF MASONRY 
CONSTRUCTION
A. MOST EXISTING INTERIOR WALLS OTHER 

THAN CORRIDORS ARE STEEL STUD 
FRAMED

B. EXISTING EXTERIOR WALLS ARE A 
COMBINATION OF STEEL STUD W/ BRICK 
VENEER & BLOCK BACKUP W/ BRICK 
VENEER.

2.                  DENOTES EXISTING WALL FRAMING TO 
REMAIN

3.                 DENOTES AREAS OF CEILING GRID TO 
BE DEMOLISHED & REPLACED AFTER 
COMPLETION OF MEP WORK

4. PRIOR TO ANY DEMOLITION CONTRACTORS ARE 
REQUIRED TO BE FAMILIAR WITH EXISTING 
CONDITIONS. SHORING MAY BE NEEDED 
INCLUDING INSTALLATION OF LINTELS PRIOR TO 
THE REMOVAL OF ANY BUILDING ELEMENT.

5. COORDINATE ALL DEMOLITION w/ M.E.P. 
REMOVALS.  NOTE: ALL WIRING, DEVICES & 
M.E.P. SYSTEMS NOT BEING REMOVED AS PART 
OF THE WORK, WHICH RUN THROUGH THE 
WORK AREA, SHALL BE TESTED, LABELED & 
PROTECTED FROM DISTURBANCE SO THEY 
REMAIN OPERATIONAL THROUGHOUT THE 
PROJECT.

6. EXISTING METAL WINDOW SHADES SHALL BE 
REMOVED FROM ALL WINDOWS THROUGHOUT 
ENTIRE BUILDING - PREP OPENINGS FOR 
INSTALLATION OF NEW WINDOW SHADES BY GC

7. G.C. RESPONSIBLE FOR REMOVAL & DISPOSAL 
OF ANY & ALL EXISTING MATERIALS & 
EQUIPMENT ABANDONED IN THE PROJECT SITE, 
INCLUDING, BUT NOT LIMITED TO FURNITURE, 
BOOKS, PAPER GOODS, FLOOR FINISHES, 
CEILING FINISHES, MARKER/TACK BOARDS, 
OFFICE ACCESSORIES, ETC.,       EXCLUSIVE OF 

ALL MATERIALS & EQUIPMENT LOCATED IN THE 

EXISTING GYMNASIUM, CAFETERIA, & 2ND 

FLOOR HALLWAY.
8. ALL DEMO MATERIALS TO BE PLACED INTO 

OWNER PROVIDED DUMPSTERS. CITY TO 
REMOVE & REPLACE W CLEAN DUMPSTERS AS 
REQ. - G.C. TO COORD. W C.O.S. ENGINEERING 
DEPARTMENT.
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CONSTRUCTION DOCUMENTS

DEMOLITION KEYNOTES
1 REMOVE & DISPOSE EXIST GYP BD FROM EXISTING EXTERIOR WALLS TO 6"

BELOW EXIST CEILING GRID. PREP WALLS FOR INSTALLATON OF NEW GYP BD

2 REMOVE & DISPOSE EXIST GYP BD FROM  BOTH SIDES OF EXISTING INTERIOR
WALLS TO 6" BELOW EXIST CEILING GRID. PREP WALLS FOR INSTALLATON OF
NEW GYP BD & SOUND ATTENUATING INSULATION CHECK & CLEAN FOR ANY
PRESCENCE OF MOLD

3 EXIST UNIT VENT TO BE REMOVED BY MECH CONTRACTOR - REMOVE ANY
ASSOCIATED WALL & FLOOR FINISH MATERIALS CONCEALED BEHIND & UNDER
UNIT VENT - COORD W/ MEP DWGS

4 REMOVE & DISPOSE EXIST FLOOR FINISH & RELATED BASE- PREP FOR
INSTALLATION OF NEW FLOOR FINISH MATERIALS - COORD W/ NEW
CONSTRUCTION

5 REMOVE & DISPOSE EXIST ACT CEILING TILES - PROTECT EXIST LIGHT
FIXTURES, MEP EQUIP & GRID SYSTEM TO REMAIN - EXIST CEILING GRID &
LIGHT FIXTURES TO BE CLEANED W/ "SHOCKWAVE" BY FIBERLOCK- COORD W/
NEW CONSTRUCTION

6 REMOVE & DISPOSE EXIST PERIMETER CASEWORK - PREP EXIST WALLS &
ADJACENT FLOOR FOR INSTALLATION OF NEW CASEWORK - COORD W/ NEW
CONSTRUCTION

9 REMOVE EXIST WALL MTD MARKER BOARD, PROTECT, STORE & TRANSPORT
OFF SITE TO A LOCATIOIN WITHIN THE CITY OF STAMFORD AS DETERMINED BY
STAMFORD BOE - COORD W/ NEW CONSTRUCTION

11 REMOVE EXIST WALL MTD TACK BOARD, PROTECT, STORE & TRANSPORT OFF
SITE TO A LOCATIOIN WITHIN THE CITY OF STAMFORD AS DETERMINED BY
STAMFORD BOE - COORD W/ NEW CONSTRUCTION

13 EXIST PLUMBING TO BE REMOVED BY PLUMBING CONTRACTOR - REMOVE ANY
ASSOCIATED CONNECTIONS NOT TO BE REUSED - COORD W/ MEP DWGS

14 REMOVE & DISPOSE EXIST WINDOW SILL SYSTEM - PREP FOR INSTALLATION
OF NEW WINDOW SILL SYSTEM - COORD W/ NEW CONSTRUCTION

18 EXIST PLUMBING FIXTURES & WALL MTD MIRROR TO BE REMOVED, STORED &
REINSTALLED BY PC - PROTECT EXIST CERAMIC TILE FINISHES - COORD W/
NEW CONSTRUCTION

19 REMOVE EXIST WALL MTD GRAB BARS & RELATED HARDWARE, CLEAN &
STORE FOR REINSTALLATION - COORD /W NEW CONSTRUCTION

26 REMOVE & DISPOSE EXIST GYP BD FROM  BOTH SIDES OF EXISTING INTERIOR
WALLS TO 6" BELOW EXIST CEILING GRID. ON TOILET ROOM SIDE - REMOVE
GYP BD & CERAMIC TILE COVE BASE - PREP WALLS FOR INSTALLATON OF
NEW GYP BD, SOUND ATTENUATING INSULATION & NEW MATCHING CERAMIC
TILE COVE BASE W/ MATCHING GROUT

29 REMOVE, CLEAN, STORE & REINSTALL EXIST METAL SHELVING SYSTEMS IN
SAME CONFIGURATION AS EXIST

36 REMOVE EXIST CEILING GRID FOR DEMO OF EXIST MECH DUCTWOR -
PROTECT EXIST LIGHT FIXTURES - PREP FOR INSTALLATION OF NEW CEILING
GRID - COORD W/ MEP DWGS

37 REMOVE & DISPOSE EXIST CERAMIC FLOOR  & BASE FINISH - PROTECT EXIST
WALL TILE, TOILET PARTITIONS & PLUMBING FIXTURES - PREP FOR
INSTALLATION OF NEW FLOOR FINISH MATERIALS - COORD W/ NEW
CONSTRUCTION

No. Date Issue

1 5/15/2019 ISSUED FOR PRICING

2 6/5/2019 CLIENT REVIEW SET

3 8/6/2019 ISSUED FOR BID
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ADD/ALT 'D'

REMOVE & REPLACE ALL  EXISTING 

STAIR TREADS, RISERS, & LANDINGS. 

- FIRST FLOOR FINISH IS PART OF BASE 

BID.

ADD/ALT 'D'

REMOVE & REPLACE ALL  EXISTING STAIR 

TREADS, RISERS, & LANDINGS. 

- FIRST FLOOR FINISH IS PART OF BASE BID.
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36
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CUT & PATCHED -
TYP

DEMOLITION NOTES

1.                  DENOTES EXISTING CONSTRUCTION TO 
BE DEMOLISHED (U.N.O.).MOST EXISTING 
INTERIOR CORRIDOR WALLS ARE OF MASONRY 
CONSTRUCTION
A. MOST EXISTING INTERIOR WALLS OTHER 

THAN CORRIDORS ARE STEEL STUD 
FRAMED

B. EXISTING EXTERIOR WALLS ARE A 
COMBINATION OF STEEL STUD W/ BRICK 
VENEER & BLOCK BACKUP W/ BRICK 
VENEER.

2.                  DENOTES EXISTING WALL FRAMING TO 
REMAIN

3.                 DENOTES AREAS OF CEILING GRID TO 
BE DEMOLISHED & REPLACED AFTER 
COMPLETION OF MEP WORK

4. PRIOR TO ANY DEMOLITION CONTRACTORS ARE 
REQUIRED TO BE FAMILIAR WITH EXISTING 
CONDITIONS. SHORING MAY BE NEEDED 
INCLUDING INSTALLATION OF LINTELS PRIOR TO 
THE REMOVAL OF ANY BUILDING ELEMENT.

5. COORDINATE ALL DEMOLITION w/ M.E.P. 
REMOVALS.  NOTE: ALL WIRING, DEVICES & 
M.E.P. SYSTEMS NOT BEING REMOVED AS PART 
OF THE WORK, WHICH RUN THROUGH THE 
WORK AREA, SHALL BE TESTED, LABELED & 
PROTECTED FROM DISTURBANCE SO THEY 
REMAIN OPERATIONAL THROUGHOUT THE 
PROJECT.

6. EXISTING METAL WINDOW SHADES SHALL BE 
REMOVED FROM ALL WINDOWS THROUGHOUT 
ENTIRE BUILDING - PREP OPENINGS FOR 
INSTALLATION OF NEW WINDOW SHADES BY GC

7. G.C. RESPONSIBLE FOR REMOVAL & DISPOSAL 
OF ANY & ALL EXISTING MATERIALS & 
EQUIPMENT ABANDONED IN THE PROJECT SITE, 
INCLUDING, BUT NOT LIMITED TO FURNITURE, 
BOOKS, PAPER GOODS, FLOOR FINISHES, 
CEILING FINISHES, MARKER/TACK BOARDS, 
OFFICE ACCESSORIES, ETC.,       EXCLUSIVE OF 

ALL MATERIALS & EQUIPMENT LOCATED IN THE 

EXISTING GYMNASIUM, CAFETERIA, & 2ND 

FLOOR HALLWAY.
8. ALL DEMO MATERIALS TO BE PLACED INTO 

OWNER PROVIDED DUMPSTERS. CITY TO 
REMOVE & REPLACE W CLEAN DUMPSTERS AS 
REQ. - G.C. TO COORD. W C.O.S. ENGINEERING 
DEPARTMENT.
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CONSTRUCTION DOCUMENTS

DEMOLITION KEYNOTES
1 REMOVE & DISPOSE EXIST GYP BD FROM EXISTING EXTERIOR WALLS TO 6"

BELOW EXIST CEILING GRID. PREP WALLS FOR INSTALLATON OF NEW GYP BD

2 REMOVE & DISPOSE EXIST GYP BD FROM  BOTH SIDES OF EXISTING INTERIOR
WALLS TO 6" BELOW EXIST CEILING GRID. PREP WALLS FOR INSTALLATON OF
NEW GYP BD & SOUND ATTENUATING INSULATION CHECK & CLEAN FOR ANY
PRESCENCE OF MOLD

3 EXIST UNIT VENT TO BE REMOVED BY MECH CONTRACTOR - REMOVE ANY
ASSOCIATED WALL & FLOOR FINISH MATERIALS CONCEALED BEHIND & UNDER
UNIT VENT - COORD W/ MEP DWGS

4 REMOVE & DISPOSE EXIST FLOOR FINISH & RELATED BASE- PREP FOR
INSTALLATION OF NEW FLOOR FINISH MATERIALS - COORD W/ NEW
CONSTRUCTION

5 REMOVE & DISPOSE EXIST ACT CEILING TILES - PROTECT EXIST LIGHT
FIXTURES, MEP EQUIP & GRID SYSTEM TO REMAIN - EXIST CEILING GRID &
LIGHT FIXTURES TO BE CLEANED W/ "SHOCKWAVE" BY FIBERLOCK- COORD W/
NEW CONSTRUCTION

6 REMOVE & DISPOSE EXIST PERIMETER CASEWORK - PREP EXIST WALLS &
ADJACENT FLOOR FOR INSTALLATION OF NEW CASEWORK - COORD W/ NEW
CONSTRUCTION

8 REMOVE FIRE EXTINGUISHER CABINET, CLEAN & STORE FOR REINSTALLATON
- COORD W/ NEW CONSTRUCTION

9 REMOVE EXIST WALL MTD MARKER BOARD, PROTECT, STORE & TRANSPORT
OFF SITE TO A LOCATIOIN WITHIN THE CITY OF STAMFORD AS DETERMINED BY
STAMFORD BOE - COORD W/ NEW CONSTRUCTION

11 REMOVE EXIST WALL MTD TACK BOARD, PROTECT, STORE & TRANSPORT OFF
SITE TO A LOCATIOIN WITHIN THE CITY OF STAMFORD AS DETERMINED BY
STAMFORD BOE - COORD W/ NEW CONSTRUCTION

13 EXIST PLUMBING TO BE REMOVED BY PLUMBING CONTRACTOR - REMOVE ANY
ASSOCIATED CONNECTIONS NOT TO BE REUSED - COORD W/ MEP DWGS

14 REMOVE & DISPOSE EXIST WINDOW SILL SYSTEM - PREP FOR INSTALLATION
OF NEW WINDOW SILL SYSTEM - COORD W/ NEW CONSTRUCTION

15 EXIST WATER FOUNTAINS TO BE REMOVED BY PLUMBING CONTRACTOR -
COORD W/ NEW WATER FOUNTAIN INSTALLATION BY MEP - PATCH & MATCH
EXIST WALLS TO ADJACENT SURFACES - REMOVE ANY ASSOCIATED
CONNECTIONS NOT TO BE REUSED - COORD W/ MEP DWGS

23 REMOVE & DISPOSE EXIST GYP BD FROM  FURRED SIDE OF EXISTING
INTERIOR MASONRY WALLS TO 6" BELOW EXIST CEILING GRID SYSTEM. PREP
WALLS FOR INSTALLATON OF NEW GYP BD & SOUND ATTENUATING
INSULATION

27 REMOVE & DISPOSE EXIST ACT CEILING TILES & GRID SYSTEM - PROTECT
EXIST DATA & MEP EQUIP  TO REMAIN - COORD W/ NEW CONSTRUCTION

29 REMOVE, CLEAN, STORE & REINSTALL EXIST METAL SHELVING SYSTEMS IN
SAME CONFIGURATION AS EXIST

36 REMOVE EXIST CEILING GRID FOR DEMO OF EXIST MECH DUCTWOR -
PROTECT EXIST LIGHT FIXTURES - PREP FOR INSTALLATION OF NEW CEILING
GRID - COORD W/ MEP DWGS

FLOOR INFILL NOTES
1. CUT ALL EXISTING FLOOR TEST PITS & FLOOR CORES TO MIN 4'-0" SQURE ALONG 

EACH EDGE AS CONDITIONS WARRANT - TYP
2. EPOXY EMBED #5 REBAR INTO EXISTING PERIMETER OF 5" CONCRETE SLAB @ 12" 

O.C. MAX - MIN EMBEDMENT 6"
3. PROVIDE 4000# CONCRETE W/ 6X6X#10 WWM IN CENTERED VERTICALLY IN NEW 

POUR
4. FINISH NEW CONCRETE FLUSH W/ ADJACENT SURFACES - SMOOTH TROWEL 

FINISH - TYP
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EXIST DANCE BARRES 
TO REMAIN - TYP

EXIST HARDWOOD FLOOR TO 
REMAIN - PROTECT DURING ALL 
PHASES OF CONSTRUCTION - TYP

EXIST HARDWOOD FLOOR TO 
REMAIN - PROTECT DURING ALL 
PHASES OF CONSTRUCTION - TYP
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EXIST WALL MTD HEAT 
SYSTEM TO REMAIN

4 4

EXIST PLYWOOD SHELF SYSTEM 
TO REMAIN - PROTECT DURING 
ALL PHASES OF CONSTRUCTION 

SEE MEP DWGS FOR 
COMPLETE DEMOLITION 
WORK REQUIRED IN THIS 
AREA

17
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EXIST MECH LOUVERS -
COORD W/ MEP DWGS - TYP

13
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AUDITORIUM

288

28
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29

30

15

29

29

29

ADD/ALT 'B'
AUDITORIUM AHU REPLACEMENT ON ROOF-
COORD W/ MEP DWGS FOR SCOPE OF RTU 
WORK.

11

9

9

9

9

9

9
9

SAW CUT & TRENCH EXISTING FLOOR. 
COORDINATE W/ MECH. DWGS FOR NEW 
WASTE LINES. APPROX. 200 SF

SAW CUT EXISTING CMU WALLS TO 
ACCOMMODATE NEW PLUMBING VENT 
PIPES AS REQUIRED.

3' - 6"

21

21

21

21

21

29

36

FLOOR PATCH TO MATCH 
EXSTING. SEE NOTES ON A103

REPLACE CEILING GRID IN THIS 
AREA. SEE NOTES ON A103.

36

36 36

36

36

36

REPLACE CEILING 
GRID IN THIS AREA. 

SEE NOTES ON A103.

REPLACE CEILING GRID 
IN THIS AREA. SEE NOTES 
ON A103.

REMOVE CEILING SYSTEM 
IN THIS AREA AS PART OF 

BASE BID.

36

36

36

36

3

BASE BID
APPROXIMATE OUTLINE OF EXISTING GYP BD 
CEILING SYSTEM TO BE REMOVED, CLEANED 
& REPLACED TO ACCOMMODATE DUCT 
WORK REPLACEMENT. COORDINATE W/ MEP 
DWGS.  

EXIST OWNER STORED EQUIPMENT & 
MATERIALS TO BE PROTECTED DURING 
ALL PHASES OF CONSTRUCTION - TYP.

REMOVE EXISTING POPCORN 
LEVEL & FINISHING

EXIST OWNER STORED EQUIPMENT & 
MATERIALS TO BE PROTECTED DURING 

ALL PHASES OF CONSTRUCTION -
RELOCATE AS REQ TO COMPLETE ALL 

WORK - TYP.

DEMOLITION NOTES

1.                  DENOTES EXISTING CONSTRUCTION TO 
BE DEMOLISHED (U.N.O.).MOST EXISTING 
INTERIOR CORRIDOR WALLS ARE OF MASONRY 
CONSTRUCTION
A. MOST EXISTING INTERIOR WALLS OTHER 

THAN CORRIDORS ARE STEEL STUD 
FRAMED

B. EXISTING EXTERIOR WALLS ARE A 
COMBINATION OF STEEL STUD W/ BRICK 
VENEER & BLOCK BACKUP W/ BRICK 
VENEER.

2.                  DENOTES EXISTING WALL FRAMING TO 
REMAIN

3.                 DENOTES AREAS OF CEILING GRID TO 
BE DEMOLISHED & REPLACED AFTER 
COMPLETION OF MEP WORK

4. PRIOR TO ANY DEMOLITION CONTRACTORS ARE 
REQUIRED TO BE FAMILIAR WITH EXISTING 
CONDITIONS. SHORING MAY BE NEEDED 
INCLUDING INSTALLATION OF LINTELS PRIOR TO 
THE REMOVAL OF ANY BUILDING ELEMENT.

5. COORDINATE ALL DEMOLITION w/ M.E.P. 
REMOVALS.  NOTE: ALL WIRING, DEVICES & 
M.E.P. SYSTEMS NOT BEING REMOVED AS PART 
OF THE WORK, WHICH RUN THROUGH THE 
WORK AREA, SHALL BE TESTED, LABELED & 
PROTECTED FROM DISTURBANCE SO THEY 
REMAIN OPERATIONAL THROUGHOUT THE 
PROJECT.

6. EXISTING METAL WINDOW SHADES SHALL BE 
REMOVED FROM ALL WINDOWS THROUGHOUT 
ENTIRE BUILDING - PREP OPENINGS FOR 
INSTALLATION OF NEW WINDOW SHADES BY GC

7. G.C. RESPONSIBLE FOR REMOVAL & DISPOSAL 
OF ANY & ALL EXISTING MATERIALS & 
EQUIPMENT ABANDONED IN THE PROJECT SITE, 
INCLUDING, BUT NOT LIMITED TO FURNITURE, 
BOOKS, PAPER GOODS, FLOOR FINISHES, 
CEILING FINISHES, MARKER/TACK BOARDS, 
OFFICE ACCESSORIES, ETC.,       EXCLUSIVE OF 

ALL MATERIALS & EQUIPMENT LOCATED IN THE 

EXISTING GYMNASIUM, CAFETERIA, & 2ND 

FLOOR HALLWAY.
8. ALL DEMO MATERIALS TO BE PLACED INTO 

OWNER PROVIDED DUMPSTERS. CITY TO 
REMOVE & REPLACE W CLEAN DUMPSTERS AS 
REQ. - G.C. TO COORD. W C.O.S. ENGINEERING 
DEPARTMENT.
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Author Checker

CONSTRUCTION DOCUMENTS

DEMOLITION KEYNOTES
2 REMOVE & DISPOSE EXIST GYP BD FROM  BOTH SIDES OF EXISTING INTERIOR

WALLS TO 6" BELOW EXIST CEILING GRID. PREP WALLS FOR INSTALLATON OF
NEW GYP BD & SOUND ATTENUATING INSULATION CHECK & CLEAN FOR ANY
PRESCENCE OF MOLD

3 EXIST UNIT VENT TO BE REMOVED BY MECH CONTRACTOR - REMOVE ANY
ASSOCIATED WALL & FLOOR FINISH MATERIALS CONCEALED BEHIND & UNDER
UNIT VENT - COORD W/ MEP DWGS

4 REMOVE & DISPOSE EXIST FLOOR FINISH & RELATED BASE- PREP FOR
INSTALLATION OF NEW FLOOR FINISH MATERIALS - COORD W/ NEW
CONSTRUCTION

5 REMOVE & DISPOSE EXIST ACT CEILING TILES - PROTECT EXIST LIGHT
FIXTURES, MEP EQUIP & GRID SYSTEM TO REMAIN - EXIST CEILING GRID &
LIGHT FIXTURES TO BE CLEANED W/ "SHOCKWAVE" BY FIBERLOCK- COORD W/
NEW CONSTRUCTION

6 REMOVE & DISPOSE EXIST PERIMETER CASEWORK - PREP EXIST WALLS &
ADJACENT FLOOR FOR INSTALLATION OF NEW CASEWORK - COORD W/ NEW
CONSTRUCTION

7 REMOVE & DISPOSE EXIST CARPET & RELATED BASE - PREP FOR
INSTALLATON OF NEW FLOOR FINISH MATERIALS - COORD W/ NEW
CONSTRUCTION

9 REMOVE EXIST WALL MTD MARKER BOARD, PROTECT, STORE & TRANSPORT
OFF SITE TO A LOCATIOIN WITHIN THE CITY OF STAMFORD AS DETERMINED BY
STAMFORD BOE - COORD W/ NEW CONSTRUCTION

10 REMOVE & DISPOSE EXIST GYP BD CEILING TO CEILING FRAMING - CLEAN &
PREP FOR NEW GYP BD CEILING INSTALLATION - COOR W/ NEW
CONSTRUCTION

11 REMOVE EXIST WALL MTD TACK BOARD, PROTECT, STORE & TRANSPORT OFF
SITE TO A LOCATIOIN WITHIN THE CITY OF STAMFORD AS DETERMINED BY
STAMFORD BOE - COORD W/ NEW CONSTRUCTION

13 EXIST PLUMBING TO BE REMOVED BY PLUMBING CONTRACTOR - REMOVE ANY
ASSOCIATED CONNECTIONS NOT TO BE REUSED - COORD W/ MEP DWGS

15 EXIST WATER FOUNTAINS TO BE REMOVED BY PLUMBING CONTRACTOR -
COORD W/ NEW WATER FOUNTAIN INSTALLATION BY MEP - PATCH & MATCH
EXIST WALLS TO ADJACENT SURFACES - REMOVE ANY ASSOCIATED
CONNECTIONS NOT TO BE REUSED - COORD W/ MEP DWGS

16 REMOVE & DISPOSE EXIST CERAMIC TILE FLOOR & RELATED CERAMIC TILE
PERIMETER BASE - PATCH & MATCH TO ADJACENT SURFACES - PREP FOR
INSTALLATION OF NEW CERAMIC FLOOR SYSTEM & RELATED CERAMIC
PERIMETER BASE - COORD W/ NEW CONSTRUCTION

17 REMOVE & DISPOSE EXIST SPRAY-ON ACCOUSTICAL CEILING FINISH - PREP &
PATCH TO LEVEL 5 FINISH FOR NEW PAINT - COORD W/ NEW CONSTRUCTION

21 REMOVE MEDIA AREA DESKS & SHELVING SYSTEM, CLEAN PROTECT & STORE
FOR REINSTALLATION - COORD W/ NEW CONSTRUCTION

22 REMOVE & DISPOSE EXIST CLOSET SHELVING SYSTEM - PATCH & MATCH TO
ADJACENT SURFACES - COOR W/ NEW CONSTRUCTION

28 REMOVE, CLEAN, REINSTALL AND PROPERLY HANG ALL EXISTING STAGE
CURTAINS AND STAGE FLY SYSTEM - COORD W/ NEW CONSTRUCTION -
PROTECT EXIST HARDWOOD STAGE FLOOR DURING ALL PHASES OF
CONSTRUCTION - TYP

29 REMOVE, CLEAN, STORE & REINSTALL EXIST METAL SHELVING SYSTEMS IN
SAME CONFIGURATION AS EXIST

30 REMOVE EXIST DOOR AND ALL ASSOCIATED HARDWARE, EXIST JAMB TO
REMAIN, PREP FOR NEW DOOR INSTALLATION - COORD. W/ NEW
CONSTRUCTION

36 REMOVE EXIST CEILING GRID FOR DEMO OF EXIST MECH DUCTWOR -
PROTECT EXIST LIGHT FIXTURES - PREP FOR INSTALLATION OF NEW CEILING
GRID - COORD W/ MEP DWGS

No. Date Issue

1 5/15/2019 ISSUED FOR PRICING

2 6/5/2019 CLIENT REVIEW SET

3 8/6/2019 ISSUED FOR BID
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REMOVE & REPLACE ALL  EXISTING FLOORING IN THE 

SECOND FLOOR IN ALL CLASSROOMS, CORRIDORS, & 

STAIRWELLS. 

IN STAIRWELLS REMOVE & REPLACE ALL EXISTING STAIR 

TREDS, RISERS, & LANDINGS.
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EXIST OWNER STORED 
EQUIPMENT & MATERIALS TO BE 
PROTECTED DURING ALL PHASES 
OF CONSTRUCTION - RELOCATE 
AS REQ TO COMPLETE ALL 
WORK - TYP

EXIST OWNER STORED 
EQUIPMENT & MATERIALS TO BE 

PROTECTED DURING ALL PHASES 
OF CONSTRUCTION - RELOCATE 

AS REQ TO COMPLETE ALL 
WORK - TYP

DEMOLITION NOTES

1.                  DENOTES EXISTING CONSTRUCTION TO 
BE DEMOLISHED (U.N.O.).MOST EXISTING 
INTERIOR CORRIDOR WALLS ARE OF MASONRY 
CONSTRUCTION
A. MOST EXISTING INTERIOR WALLS OTHER 

THAN CORRIDORS ARE STEEL STUD 
FRAMED

B. EXISTING EXTERIOR WALLS ARE A 
COMBINATION OF STEEL STUD W/ BRICK 
VENEER & BLOCK BACKUP W/ BRICK 
VENEER.

2.                  DENOTES EXISTING WALL FRAMING TO 
REMAIN

3.                 DENOTES AREAS OF CEILING GRID TO 
BE DEMOLISHED & REPLACED AFTER 
COMPLETION OF MEP WORK

4. PRIOR TO ANY DEMOLITION CONTRACTORS ARE 
REQUIRED TO BE FAMILIAR WITH EXISTING 
CONDITIONS. SHORING MAY BE NEEDED 
INCLUDING INSTALLATION OF LINTELS PRIOR TO 
THE REMOVAL OF ANY BUILDING ELEMENT.

5. COORDINATE ALL DEMOLITION w/ M.E.P. 
REMOVALS.  NOTE: ALL WIRING, DEVICES & 
M.E.P. SYSTEMS NOT BEING REMOVED AS PART 
OF THE WORK, WHICH RUN THROUGH THE 
WORK AREA, SHALL BE TESTED, LABELED & 
PROTECTED FROM DISTURBANCE SO THEY 
REMAIN OPERATIONAL THROUGHOUT THE 
PROJECT.

6. EXISTING METAL WINDOW SHADES SHALL BE 
REMOVED FROM ALL WINDOWS THROUGHOUT 
ENTIRE BUILDING - PREP OPENINGS FOR 
INSTALLATION OF NEW WINDOW SHADES BY GC

7. G.C. RESPONSIBLE FOR REMOVAL & DISPOSAL 
OF ANY & ALL EXISTING MATERIALS & 
EQUIPMENT ABANDONED IN THE PROJECT SITE, 
INCLUDING, BUT NOT LIMITED TO FURNITURE, 
BOOKS, PAPER GOODS, FLOOR FINISHES, 
CEILING FINISHES, MARKER/TACK BOARDS, 
OFFICE ACCESSORIES, ETC.,       EXCLUSIVE OF 

ALL MATERIALS & EQUIPMENT LOCATED IN THE 

EXISTING GYMNASIUM, CAFETERIA, & 2ND 

FLOOR HALLWAY.
8. ALL DEMO MATERIALS TO BE PLACED INTO 

OWNER PROVIDED DUMPSTERS. CITY TO 
REMOVE & REPLACE W CLEAN DUMPSTERS AS 
REQ. - G.C. TO COORD. W C.O.S. ENGINEERING 
DEPARTMENT.
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CONSTRUCTION DOCUMENTS

DEMOLITION KEYNOTES
1 REMOVE & DISPOSE EXIST GYP BD FROM EXISTING EXTERIOR WALLS TO 6"

BELOW EXIST CEILING GRID. PREP WALLS FOR INSTALLATON OF NEW GYP BD

2 REMOVE & DISPOSE EXIST GYP BD FROM  BOTH SIDES OF EXISTING INTERIOR
WALLS TO 6" BELOW EXIST CEILING GRID. PREP WALLS FOR INSTALLATON OF
NEW GYP BD & SOUND ATTENUATING INSULATION CHECK & CLEAN FOR ANY
PRESCENCE OF MOLD

3 EXIST UNIT VENT TO BE REMOVED BY MECH CONTRACTOR - REMOVE ANY
ASSOCIATED WALL & FLOOR FINISH MATERIALS CONCEALED BEHIND & UNDER
UNIT VENT - COORD W/ MEP DWGS

4 REMOVE & DISPOSE EXIST FLOOR FINISH & RELATED BASE- PREP FOR
INSTALLATION OF NEW FLOOR FINISH MATERIALS - COORD W/ NEW
CONSTRUCTION

5 REMOVE & DISPOSE EXIST ACT CEILING TILES - PROTECT EXIST LIGHT
FIXTURES, MEP EQUIP & GRID SYSTEM TO REMAIN - EXIST CEILING GRID &
LIGHT FIXTURES TO BE CLEANED W/ "SHOCKWAVE" BY FIBERLOCK- COORD W/
NEW CONSTRUCTION

6 REMOVE & DISPOSE EXIST PERIMETER CASEWORK - PREP EXIST WALLS &
ADJACENT FLOOR FOR INSTALLATION OF NEW CASEWORK - COORD W/ NEW
CONSTRUCTION

9 REMOVE EXIST WALL MTD MARKER BOARD, PROTECT, STORE & TRANSPORT
OFF SITE TO A LOCATIOIN WITHIN THE CITY OF STAMFORD AS DETERMINED BY
STAMFORD BOE - COORD W/ NEW CONSTRUCTION

11 REMOVE EXIST WALL MTD TACK BOARD, PROTECT, STORE & TRANSPORT OFF
SITE TO A LOCATIOIN WITHIN THE CITY OF STAMFORD AS DETERMINED BY
STAMFORD BOE - COORD W/ NEW CONSTRUCTION

13 EXIST PLUMBING TO BE REMOVED BY PLUMBING CONTRACTOR - REMOVE ANY
ASSOCIATED CONNECTIONS NOT TO BE REUSED - COORD W/ MEP DWGS

14 REMOVE & DISPOSE EXIST WINDOW SILL SYSTEM - PREP FOR INSTALLATION
OF NEW WINDOW SILL SYSTEM - COORD W/ NEW CONSTRUCTION

15 EXIST WATER FOUNTAINS TO BE REMOVED BY PLUMBING CONTRACTOR -
COORD W/ NEW WATER FOUNTAIN INSTALLATION BY MEP - PATCH & MATCH
EXIST WALLS TO ADJACENT SURFACES - REMOVE ANY ASSOCIATED
CONNECTIONS NOT TO BE REUSED - COORD W/ MEP DWGS

29 REMOVE, CLEAN, STORE & REINSTALL EXIST METAL SHELVING SYSTEMS IN
SAME CONFIGURATION AS EXIST

31 SAWCUT EXIST CONCRETE FLOOR FOR INSTALLATION OF NEW MECH
DUCTWORK - SEE STRUCTURAL & MECH DWGS FOR INFO - TYP

32 EXIST CABINET HEATER TO BE REMOVED BY MECH CONTRACTOR - REMOVE
ANY ASSOCIATED WALL & FLOOR FINISH MATERIALS CONCEALED BEHIND &
UNDER CABINET HEATER - INFILL EXIST CMU WALL W/ NEW CMU TO MATCH
ADJACENT SURFACES - COORD W/ MEP DWGS
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ADD/ALT 'D'

REMOVE & REPLACE ALL  EXISTING FLOORING IN THE 

SECOND FLOOR IN ALL CLASSROOMS, CORRIDORS, & 

STAIRWELLS.

IN STAIRWELLS REMOVE & REPLACE ALL EXISTING 

STAIR TREDS, RISERS, & LANDINGS. 

ADD/ALT 'D'

REMOVE & REPLACE ALL  EXISTING FLOORING IN THE 

SECOND FLOOR IN ALL CLASSROOMS, CORRIDORS, & 

STAIRWELLS.

IN STAIRWELLS REMOVE & REPLACE ALL EXISTING STAIR 

TREDS, RISERS, & LANDINGS. 
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EXIST OWNER STORED 
EQUIPMENT & MATERIALS TO BE 
PROTECTED DURING ALL PHASES 
OF CONSTRUCTION - RELOCATE 
AS REQ TO COMPLETE ALL 
WORK - TYP

DEMOLITION NOTES

1.                  DENOTES EXISTING CONSTRUCTION TO 
BE DEMOLISHED (U.N.O.).MOST EXISTING 
INTERIOR CORRIDOR WALLS ARE OF MASONRY 
CONSTRUCTION
A. MOST EXISTING INTERIOR WALLS OTHER 

THAN CORRIDORS ARE STEEL STUD 
FRAMED

B. EXISTING EXTERIOR WALLS ARE A 
COMBINATION OF STEEL STUD W/ BRICK 
VENEER & BLOCK BACKUP W/ BRICK 
VENEER.

2.                  DENOTES EXISTING WALL FRAMING TO 
REMAIN

3.                 DENOTES AREAS OF CEILING GRID TO 
BE DEMOLISHED & REPLACED AFTER 
COMPLETION OF MEP WORK

4. PRIOR TO ANY DEMOLITION CONTRACTORS ARE 
REQUIRED TO BE FAMILIAR WITH EXISTING 
CONDITIONS. SHORING MAY BE NEEDED 
INCLUDING INSTALLATION OF LINTELS PRIOR TO 
THE REMOVAL OF ANY BUILDING ELEMENT.

5. COORDINATE ALL DEMOLITION w/ M.E.P. 
REMOVALS.  NOTE: ALL WIRING, DEVICES & 
M.E.P. SYSTEMS NOT BEING REMOVED AS PART 
OF THE WORK, WHICH RUN THROUGH THE 
WORK AREA, SHALL BE TESTED, LABELED & 
PROTECTED FROM DISTURBANCE SO THEY 
REMAIN OPERATIONAL THROUGHOUT THE 
PROJECT.

6. EXISTING METAL WINDOW SHADES SHALL BE 
REMOVED FROM ALL WINDOWS THROUGHOUT 
ENTIRE BUILDING - PREP OPENINGS FOR 
INSTALLATION OF NEW WINDOW SHADES BY GC

7. G.C. RESPONSIBLE FOR REMOVAL & DISPOSAL 
OF ANY & ALL EXISTING MATERIALS & 
EQUIPMENT ABANDONED IN THE PROJECT SITE, 
INCLUDING, BUT NOT LIMITED TO FURNITURE, 
BOOKS, PAPER GOODS, FLOOR FINISHES, 
CEILING FINISHES, MARKER/TACK BOARDS, 
OFFICE ACCESSORIES, ETC.,       EXCLUSIVE OF 

ALL MATERIALS & EQUIPMENT LOCATED IN THE 

EXISTING GYMNASIUM, CAFETERIA, & 2ND 

FLOOR HALLWAY.
8. ALL DEMO MATERIALS TO BE PLACED INTO 

OWNER PROVIDED DUMPSTERS. CITY TO 
REMOVE & REPLACE W CLEAN DUMPSTERS AS 
REQ. - G.C. TO COORD. W C.O.S. ENGINEERING 
DEPARTMENT.
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CONSTRUCTION DOCUMENTS

DEMOLITION KEYNOTES
1 REMOVE & DISPOSE EXIST GYP BD FROM EXISTING EXTERIOR WALLS TO 6"

BELOW EXIST CEILING GRID. PREP WALLS FOR INSTALLATON OF NEW GYP BD

2 REMOVE & DISPOSE EXIST GYP BD FROM  BOTH SIDES OF EXISTING INTERIOR
WALLS TO 6" BELOW EXIST CEILING GRID. PREP WALLS FOR INSTALLATON OF
NEW GYP BD & SOUND ATTENUATING INSULATION CHECK & CLEAN FOR ANY
PRESCENCE OF MOLD

3 EXIST UNIT VENT TO BE REMOVED BY MECH CONTRACTOR - REMOVE ANY
ASSOCIATED WALL & FLOOR FINISH MATERIALS CONCEALED BEHIND & UNDER
UNIT VENT - COORD W/ MEP DWGS

4 REMOVE & DISPOSE EXIST FLOOR FINISH & RELATED BASE- PREP FOR
INSTALLATION OF NEW FLOOR FINISH MATERIALS - COORD W/ NEW
CONSTRUCTION

5 REMOVE & DISPOSE EXIST ACT CEILING TILES - PROTECT EXIST LIGHT
FIXTURES, MEP EQUIP & GRID SYSTEM TO REMAIN - EXIST CEILING GRID &
LIGHT FIXTURES TO BE CLEANED W/ "SHOCKWAVE" BY FIBERLOCK- COORD W/
NEW CONSTRUCTION

6 REMOVE & DISPOSE EXIST PERIMETER CASEWORK - PREP EXIST WALLS &
ADJACENT FLOOR FOR INSTALLATION OF NEW CASEWORK - COORD W/ NEW
CONSTRUCTION

9 REMOVE EXIST WALL MTD MARKER BOARD, PROTECT, STORE & TRANSPORT
OFF SITE TO A LOCATIOIN WITHIN THE CITY OF STAMFORD AS DETERMINED BY
STAMFORD BOE - COORD W/ NEW CONSTRUCTION

11 REMOVE EXIST WALL MTD TACK BOARD, PROTECT, STORE & TRANSPORT OFF
SITE TO A LOCATIOIN WITHIN THE CITY OF STAMFORD AS DETERMINED BY
STAMFORD BOE - COORD W/ NEW CONSTRUCTION

13 EXIST PLUMBING TO BE REMOVED BY PLUMBING CONTRACTOR - REMOVE ANY
ASSOCIATED CONNECTIONS NOT TO BE REUSED - COORD W/ MEP DWGS

14 REMOVE & DISPOSE EXIST WINDOW SILL SYSTEM - PREP FOR INSTALLATION
OF NEW WINDOW SILL SYSTEM - COORD W/ NEW CONSTRUCTION

15 EXIST WATER FOUNTAINS TO BE REMOVED BY PLUMBING CONTRACTOR -
COORD W/ NEW WATER FOUNTAIN INSTALLATION BY MEP - PATCH & MATCH
EXIST WALLS TO ADJACENT SURFACES - REMOVE ANY ASSOCIATED
CONNECTIONS NOT TO BE REUSED - COORD W/ MEP DWGS

29 REMOVE, CLEAN, STORE & REINSTALL EXIST METAL SHELVING SYSTEMS IN
SAME CONFIGURATION AS EXIST

31 SAWCUT EXIST CONCRETE FLOOR FOR INSTALLATION OF NEW MECH
DUCTWORK - SEE STRUCTURAL & MECH DWGS FOR INFO - TYP
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POWER WASH 
EXTERIOR WALL 
SURFACES AS 
DIRECTED BY 
ARCHITECT

CALK BOTTOM  
BASEWALL

DOOR REPAIR
• ADJ, WS, PTD

DOOR REPAIR
• ADJ, WS, PTD

DOOR REPAIR
• ADJ, WS

DOOR REPAIR
• ADJ, WS, PTD

REMOVE & REPLACE EXIST 
CONCRETE PAD TO 

ACCOMMODATE EXIST DOOR 
SYSTEM 

8' - 6"

9'
 - 

0"

DOOR REPAIR
• ADJ, WS

A403
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TEACHING 
WALL

TEACHING 
WALL

TEACHING 
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PROVIDE C.T. COVE 
BASE & GROUT. TYP @ 
SINGLE USER TOILET 

ROOMS

PROVIDE C.T. COVE 
BASE & GROUT. TYP 
@ SINGLE USER 
TOILET ROOMS

PROVIDE C.T. 
COVE BASE & 
GROUT. TYP 

@ SINGLE 
USER TOILET 

ROOMS

PROVIDE C.T. COVE 
BASE & GROUT. TYP @ 
SINGLE USER TOILET 

ROOMS

ADD/ALT 'E'

NEW SECURITY 

VESTIBULE & MAIN 

OFFICE CASEWORK

DOOR REPAIR
• WS, ADJ, PTD
• LEFT DOOR BINDS @ HEAD

3
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TYP

3

A202

TYP

SIM

3

A202

TYP

SIM

3

A202

TYPSIM

A206
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REINSTALL EXIST BOOK 
CASES (IN STORAGE)-
ADJUST TO SUIT NEW 

CONDITIONS - TYP

PROVIDE NEW CEILING 
MTD HOSPITAL CURTAINS

A902

2

TV-1

TV-1

DOOR REPAIR
• DOOR CONTACT
• WS, ADJ

DOOR REPAIR
• DOOR CONTACT

• ADJ, WS

DOOR REPAIR
• DOOR CONTACT

REPLACE CEILING GRID IN THIS AREA. 
SEE NOTES ON A103.

REPLACE 
CEILING GRID 
IN THIS AREA. 
SEE NOTES ON 
A103.

AREA OF EXTERIOR 
MASONRY REPAIR - SEE 
1/A301 FOR INFO

EXIST BRICK VENEER OVER EXIST 
MASONRY WALL TO REMAIN - TYP

EXIST ANGLE LINTEL TO REMAIN - TYP

NEW KALWALL THERMAL BREAK  
WINDOW SYSTEM OR EQ W/ NEW 
CONTINUOUS HEAD & SILL FLASHING -
TYP

EXIST UTILITY BRICK SILL COURSE TO 
REMAIN - TYP

PROVIDE COLOR MATCHED 
PERIMETER JAMB EXTENSION TO 
COVER GAP BETWEEN NEW WINDOW 
SYSTEM & EXIST MASONRY 
SURROUND - TYP

EXIST WEEP HOLES TO REMAIN -
CONFIRM PROPER FUNCTION - TYP

COLOR MATCHED PERIMETER 
CAULKING @ NEW WINDOW 
INSTALLATION - TYP

MFG PROVIDED CONTINUOUS 
THERMALLY BROKEN SILL FLASHING 
SET IN A CONTINUOUS BEAD COLOR 
MATCHING SILICONE CAULKING - TYP

CONCRETE STUCCO EXIST RETURNS -
PATCH, MATCH & PAINT TO ADJACENT 
WALL FINISH - TYP

ADJ ADJUST DOOR FIT, HARDWARE & SWING SPEED 
TO MEET ADA REQUIREMENTS

WS REMOVE EXISTING PERIMETER WEATHERSTRIPPING 
& REPLACE W/ NEW WEATHERSTRIPPING INCLUDING 
NEW DOOR SWEEP

RS REMOVE & RESET EXIST ALUM SADDLE -
PROVIDE (2) NEW CAULKING BEADS UNDER EXIST 
SADDLE PRIOR TO REINSTALLATION

PTD SCRAPE, PATCH & REPAIR EXIST HOLLOW METAL 
DOOR SYSTEM - PRIME & REPAINT PER SPECS

DOOR REPAIR LEGEND
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SEE PLAN

OUTLINE HAUNCH BELOW

CONCRETE PAD PLAN

CONCRETE LONGITUDINAL SECTION

4" THK 3000# REINFORCED CONCRETE SLAB 
W/ (6"x6" (14x14)WWF AT MID DEPTH OF 
SLAB

4" SUBBASE (NYSDOT ITEM 304.05)

COMPACTED SUBGRADE

2% SLOPE 
AWAY FROM 
BUILDING

4" THK REINFORCED CONCRETE SLAB W/ 
(6"x6" (14x14)WWF AT MID DEPTH OF SLAB

4" SUBBASE (NYSDOT ITEM 304.05)

COMPACTED SUBGRADE
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DRAIN. CORD W/ 

CASEWORK PLANS & 
ELEVATIONS.  
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PROVIDE C.T. 
COVE BASE & 
GROUT. TYP 

@ SINGLE 
USER TOILET 

ROOMS

PROVIDE C.T. 
COVE BASE & 
GROUT. TYP 
@ SINGLE 
USER TOILET 
ROOMS

PROVIDE C.T. 
COVE BASE & 
GROUT. TYP 

@ SINGLE 
USER TOILET 

ROOMS
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TYP
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TYP
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TYP

3
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TYP
3
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TYP

3
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TYP
3

A202

TYPADD/ALT 'B'

REMOVE & REPLACE ALL  EXISTING STAIR 

TREDS, RISERS, & LANDINGS. 

- FIRST FLOOR FINISHES ARE PART OF 

BASE BID.

ADD/ALT 'B'

REMOVE & REPLACE ALL  EXISTING 

STAIR TREDS, RISERS, & LANDINGS. 

- FIRST FLOOR FINISH IS PART OF 

BASE BID.

TV-1

199S

DOOR REPAIR
• DOOR CONTACT

REPLACE CEILING GRID IN THIS 
AREA. SEE NOTES ON A103.

VERTICAL MASONRY 
REPAIR - APPROX. 

18'-0"

PROVIDE NEW CERAMIC 
TILE FLOOR & COVE 

BASE - COLOR TO BE 
DETERMINED BY 

ARCHITECT - APPROX 
150 SQ FT

AREA OF EXTERIOR 
MASONRY REPAIR - SEE 

3/A301 FOR INFOR

ADJ ADJUST DOOR FIT, HARDWARE & SWING SPEED 
TO MEET ADA REQUIREMENTS

WS REMOVE EXISTING PERIMETER WEATHERSTRIPPING 
& REPLACE W/ NEW WEATHERSTRIPPING INCLUDING 
NEW DOOR SWEEP

RS REMOVE & RESET EXIST ALUM SADDLE -
PROVIDE (2) NEW CAULKING BEADS UNDER EXIST 
SADDLE PRIOR TO REINSTALLATION

PTD SCRAPE, PATCH & REPAIR EXIST HOLLOW METAL 
DOOR SYSTEM - PRIME & REPAINT PER SPECS

DOOR REPAIR LEGEND

NEW COLOR MATCHED EXTERIOR PERIMETER 
SILICONE BACKER ROD & CAULK - TYP

EXIST ALUM WINDOW SYSTEM TO REMAIN - TYP

NEW 5/8" THK ABUSE & MOLD RESISTANT TYPE 
'X' GYP BD - TYP

NEW PERIMETER CORNER BEAD - TYP

NEW PERIMETER PT BLOCKING AS REQ - TYP

NEW PERIMETER J-BEAD CAULKED & 
MECHANICALLY FASTENED TO EXIST ALUM 
WINDOW SYSTEM - TYP

INFILL ALL VOIDS W/ NON-EXPANDING SPRAY 
FOAM INSULATION - TYP

EXIST ALUM WINDOW PLYWOOD MOUNTING 
SYSTEM TO REMAIN - TYP

NEW CLOSED CELL SPRAY FOAM INSULATION -
R13 - FILL ALL STUD POCKETS - TYP

EXIST EXTERIOR UTILITY BRICK VENEER 
OVER RIGID INSULATION OVER EXTERIOR 
SHEATHING TO REMAIN - TYP

EXIST EXTERIOR UTILITY BRICK VENEER 
OVER RIGID INSULATION OVER EXTERIOR 
SHEATHING TO REMAIN - TYP

NEW COLOR MATCHED EXTERIOR PERIMETER 
SILICONE BACKER ROD & CAULK - TYP

EXIST ALUM WINDOW SYSTEM TO REMAIN - TYP

INFILL ALL VOIDS W/ NON-EXPANDING SPRAY 
FOAM INSULATION - TYP

EXIST ALUM WINDOW PLYWOOD MOUNTING 
SYSTEM TO REMAIN - TYP

VARIES

5/8"

2 
1/

2"

WINDOW SILLS - CONTINUOUS 1/2" THICK SOLID 
SURFACE MATERIAL W 1/8" EASED AT ALL 

EXPOSED EDGES -  OVER PT BLOCKING AS 
REQ - CONTINUOUS PERIMETER COLOR 

MATCHED CAULKING - TYP

NEW CLOSED CELL SPRAY FOAM INSULATION -
R13 - FILL ALL STUD POCKETS - TYP

EXIST PREFINISHED SILL FLASHING & WEEPS 
TO REMAIN - TYP

NEW 5/8" THK ABUSE & MOLD RESISTANT TYPE 
'X' GYP BD - TYP

NEW PERIMETER CORNER BEAD - TYP

NEW PT PERIMETER BLOCKING AS REQ - TYP

NEW CLOSED CELL SPRAY FOAM INSULATION -
R13 - FILL ALL STUD POCKETS - TYP

NEW PERIMETER J-BEAD MECHANICALLY 
FASTENED & CAULKED TO  EXIST ALUM 
WINDOW SYSTEM - TYP

CONTINUOUS SCHEDULED BASE & FLOOR 
FINISH  - TYP

NEW 5/8" THK ABUSE & MOLD RESISTANT TYPE 
'X' GYP BD - TYP

EXIST PT BLOCKING & STEEL FRAMING TO 
REMAIN - TYP

EXIST ALUM WINDOW LOUVER SYSTEM W/ 
EXPANDED MESH TO REMAIN - TYP

OUTLINE NEW INSULATED UNIT VENT PLENUM -
COORD W/ MECH DWGS FOR LOCATION & SIZE

NEW FULL WIDTH & HGT 1/2" THK INSULATED 
PLENUM PANEL COVERING ENTIRE LOWER ALUM 

WINDOW LOUVER AREA W/ CUTOUT FOR NEW 
UNIT VENT AIR LOUVER - PERIMETER OF PANEL 
TO BE CAULKED & OVERLAP EXIST PERIMETER 
WINDOW FLASHING - COORD W/ MECH DWGS -

TYP

NEW COLOR MATCHED EXTERIOR PERIMETER 
SILICONE BACKER ROD & CAULK - TYP

LINE OF EXIST GRADE - VARIES - TYPEXIST SLAB ON GRADE TO REMAIN  - TYP

EXIST EXTERIOR UTILITY BRICK VENEER 
OVER RIGID INSULATION OVER EXTERIOR 
SHEATHING TO REMAIN - TYP

MECHOSHADE W/ CONTINOUS MOUNT 
@ WDW HEAD; INCLUDE VALENCES -

(TYP @ ALL)

MECHOSHADE  1500 SERIES; 3% OPEN. 
COLOR TBD - TYP
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MASONRY REPAIR NOTES

PRIOR TO ANY MASONRY REPAIR WORK 
CONTRACTORS ARE REQUIRED TO BE 
FAMILIAR WITH EXISTING CONDITIONS. 
SHORING MAY BE NEEDED INCLUDING 
INSTALLATION OF LINTELS PRIOR TO THE 
REMOVAL OF ANY BUILDING ELEMENT.
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MOST EXISTING EXTERIOR WALLS ARE BRICK 
VENEER w/ STEEL STUD BACKUP & SOME 
HAVE INNER WYTHE OF BLOCK w/ CEMENT 
PLASTER & LATH.

COORDINATE ALL DEMOLITION w/ M.E.P. 
REMOVALS.  NOTE: ALL WIRING, DEVICES & 
M.E.P. SYSTEMS NOT BEING REMOVED AS 
PART OF THE WORK, WHICH RUN THROUGH 
THE WORK AREA, SHALL BE TESTED, 
LABELED & PROTECTED FROM 
DISTURBANCE SO THEY REMAIN 
OPERATIONAL THROUGHOUT THE PROJECT.

41 DENOTES AREA OF 
ARCHITECTURAL MASONRY 
REPAIR WORK. SPECIFIC WORK 
MAY BE SHOWN ELSEWHERE 
INCLUDING WORK THAT MAY 
REQUIRE ACCESS, PATCHING & 
RESTORATION, REFER TO 
STRUCTURAL & M.E.P. DWGS.

REMOVE CAULK & RESEAL ALL JOINTS @ 
EXTERIOR WINDOW & DOOR SYSTEMS 
PERIMETERS.

REMOVE EXISTING CAULK & RESEAL ALL 
MASONRY EXPANSION JOINTS ON ENTIRE 
BUILDING.

5

6

1. CD-PATCH  - EXIST THROUGH WALL CONDENSATE DRAIN LINE REMOVAL.
A. PATCH EXIST EXTERIOR SHEATHING W/ NEW STEEL STUD BACKUP AND EXTERIOR  

SHEATHING TO MATCH - CAULK & SEAL @ PENETRATION
B. WATERPROOF EXTERIOR FACE OF EXTERIOR SHEATHING TO MATCH EXIST
C. REMOVE MIN (1) FULL BRICK @ CONDENSATE DRAIN PENETRATION & REPLACE W/ 

NEW MATCHING BRICK & MORTAR.  ALL REPLACED BRICK TO FULLY TOOTHED-IN.
2. HB COVER - EXIST HOSE BIBS

A. REMOVE EXIST HOSE BIB COVER - CLEAN & REPAIR EXIST WALL HYDRANT 
ASSEMBLY & CLEAN & PREP EXIST MASONRY OPENING FOR REINSTALLATION

B. REINSTALL & MECHANICALLY FASTEN EXIST BRONZE HOSE BIB COVER EMBED IN 
FULL PERIMETER COLOR MATCHING SILICONE CAULKING - MAKE WATER TIGHT TO 
EXIST BRICK VENEER.

3. BRICK VENEER REPAIR
A. FULLY REMOVE EXIST BRICK VENEER BACK TO FULL MORTAR JOINT BOTH 

VERTICALLY & HORIZONTALLY.
B. CUT BACK EXIST EXTERIOR SHEATHING MAKING READY FOR INSTALLATION OF 

NEW MATCHING THICKNESS EXTERIOR SHEATHING
C. PROVIDE NEW STEEL STUD BACK-UP AT PERIMETER OF EXTERIOR SHEATHING 

PATCH W/ NEW MATCHING THICKNESS EXTERIOR SHEATHING. 
D. PROVIDE NEW LIQUID VAPOR/MOISTURE BARRIER OVER NEW EXTERIOR 

SHEATHING & MIN 6" OVER EXISTING EXTERIOR SHEATHING.
E. PROVIDE NEW MATCHING EXTERIOR FACE BRICK, MATCHING MORTAR & LADDER 

REINFORCEMENT OVER MATCHING RIGID INSULATION - ALL TOOTHED INTO EXIST 
BRICK VENEER WALL - PROVIDE ANY THROUGH WALL FLASHING ENCOUNTERED 
DURING REPLACEMENT OF EXIST BRICK VENEER WALL

4. NEW SCREEN
A. PROVIDE NEW WINDOW SCREENS THAT MATCH EXISTING WINDOW SCREENS IN 

SIZE, MATERIAL & FINISH.
B. PROVIDE NEW SCREEN MOUNTING CLIPS TO PROPERLY INSTALL NEW SCREENS -

SIZES SHOWN ON DRAWING
5. CJ - BRICK VENEER CONTROL JOINT @ ALL EXPOSED EXTERIOR CONTROL JOINTS

A. REMOVE EXIST CAULKING & BACKER ROD
B. PROVIDE NEW COLOR MATCHING CONTROL JOINT CAULKING & BACKER ROD

EXTERIOR WALL REPAIR NOTES
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NOTE: ALL SHELVING UNITS ARE TO BE 
ADJUSTABLE. USE HEAVY DUTY NICKEL 
PLATED ANGLE SHELF SUPPORTS.
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 - 
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PLAM OVER 3/4" THK PLASTIC 
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MTD CUBBIES - TYP
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OPEN BELOW 2ft 4in H

1 1/2" = 1'-0"
16

TYP. SILL DETAIL
3/4" = 1'-0"

17
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1/4" = 1'-0"

20
STORAGE CLOSET INTERIOR ELEV 2
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1ST FLOOR
0"

ALUM BAR TYPE, PENCIL PROOF DROP-IN GRILL, 
LGTH TO MATCH FINNED TUBE ELEMENT LENGTH 
(SEE MECH DWGS)

SOLID SURFACE WINDOW SILL @ PERIMETER WOOD 
CASES - TYP

HIGH PRESSURE LAMINATE COUNTER TOP W/ CONT 
1-1/2"OAK HARDWOOD EDGE - TYP

RECESSED SHELF STANDARDS - TYP

REMOVABLE 3/4" THK INSPECTION PNLS - COORD 
LOCATION & SIZE W/ MEP - TYPICALLY LOCATED @ 
ISOLATION SHUT-OFF VALVES

3/4" THK ADJ H.P. PLASTIC LAMINATE PLYWOOD 
SHELF W/OAK HARDWOOD EDGE - TYP

OAK HARDWOOD EDGE - TYP

BLK PTD ALUM GRILLE MATCH LENGTH OF COUNTER 
TOP GRILL ABOVE - TYP

PROVIDE CONTINUOUS VENTILATION TO MATCH 
ARCHITECTURAL GRILLES ABOVE - TYP

CONTINUOUS 1" THK FOIL FACED INSULATION - TYP

AIR FLOW

A
IR

 F
L
O

W

FINTUBE ELEMENTS - SEE MEP DWGS FOR INFO - TYP

SEE WALL SECTIONS FOR BALANCE OF INFO - TYP

SEE PLAN

SEE STRUCT DWGS FOR SLAB INFO - TYP

6"

2'
 - 

4"

1 
1/
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1'
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A403
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15
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 - 
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 1

/1
6"

1'
 - 
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3'
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2 
1/

4"

1' - 0"

13 SLOT ALL LAMINATE MAILBOX 
WALL CABINET LAMINATE SHELVES -
TYP

1-1/2" BUILTUP SOLID SURFACE 
COUNTERTOP & BACKSPLASH

2 ADJUSTABLE SHELVES - TYP

SCHEDULED RUBBER BASE - TYP

3/4" HARDWOOD PLYWOOD 
TOE KICK - TYP

STAINLESS DOUBLE HOOK (3) 
EACH CUBBY - 1 EA SIDE & 1 AT 
BACK - TYP

3/4 THK STAINED OAK VENEER 
HARDWOOD PLYWOOD SIDE AND 
BACK PANELS, FINISHED ALL 
EXPOSED SURFACES. 1/2: SOLID 
HARDWOOD EDGES.

3/4" THK PLASTIC OAK VENEER 
STAINED LAMINATED HARDWOOD 
PLYWOOD SHELF W/ 
CONTINUOUS OAK HARDWOOD 
EDGE - TYP

3/4" THK STAINED OAK VENEER 
TOP W/ SOLID HARDWOOD 
PLYWOOD EDGE.  FINISH ALL 
EXPOSED SURFACES

NOTE:
SECURE CUBBIES TO WALL @ 
24" O.C. MAX HORIZONTAL, 
DOWN 4" FROM TOP & UP 12" 
FROM BOTTOM - PROVIDE 
BLOCKING IN WALL - TYP
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1/
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 - 
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3/4" THK HARDWOOD PLYWOOD 
TOE KICK - TYP

3/4" THK STAINED OAK VENEER 
HARDWOOD PLYWOOD SIDE AND 
BACK PANELS, FINISHED ALL 
EXPOSED SURFACES. 1/2: SOLID 
HARDWOOD EDGES.

3/4" THK STAINED OAK VENEER 
HARDWOOD PLYWOOD STAINED 
SHELF W/ CONTINUOUS OAK 
HARDWOOD EDGE - TYP

3/4" THK STAINED OAK VENEER 
PLYWOOD TOP W/ SOLID HARDWOOD 
EDGE.  FINISH ALL EXPOSED 
SURFACES

NOTE:
SECURE CUBBIES TO WALL @ 
24" O.C. MAX HORIZONTAL, 
DOWN 4" FROM TOP & UP 12" 
FROM BOTTOM - PROVIDE 
BLOCKING IN WALL - TYP

10 1/4"

1' - 1 1/4"

2" 1' - 0"

TYPICAL OPEN STORAGE CABINET 
WITH 3/4" THK PLASTIC LAMINATED 
HARDWOOD PLYWOOD SHELVES ON 
HEAVY DUTY NICKEL PLATED ADJ. 
SHELF SUPPORTS

ALL SHELVING UNITS ARE TO 
BE ADJUSTABLE. USE HEAVY 

DUTY NICKEL PLATED ADJ. 
SHELF SUPPORTS

1/4" PLYWOOD BACK FINISHED 
ALL SIDES

2"X4" WOOD BASE

4"
6'

 - 
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3' - 0"
1' - 11".

1' - 9" 2".
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SUITE
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FLOOR NORTH WALL EAST WALL SOUTH WALL WEST WALL

CommentsBASE
FLOOR
FINISH MAT FIN MAT FIN MAT FIN MAT FIN

CEILING

MAT FIN
1ST FLOOR A100B BOYS EXIST EXIST EXCMU EPO GWB EPO GWB EPO GWB EPO ACT FF

1ST FLOOR A101 KINDERGARTEN
CLASSROOM

RB VCT GWB PTD GWB PTD EXCMU PTD GWB PTD ACT FF

1ST FLOOR A101A STOR. RB VCT GWB PTD GWB PTD EXCMU PTD GWB PTD ACT FF

1ST FLOOR A101B GIRLS EXIST EXIST GYP EPO GWB EPO EXCMU EPO GWB EPO ACT FF

1ST FLOOR A102 KINDERGARTEN
CLASSROOM

RB VCT EXCMU PTD GWB PTD EXCMU PTD GWB PTD ACT FF

1ST FLOOR A102A STOR RB VCT EXCMU PTD GWB PTD GWB PTD GWB PTD ACT FF

1ST FLOOR A102B GIRLS EXIST EXIST EXCMU EPO GWB EPO GWB EPO EXCMU/GWB EPO ACT FF

1ST FLOOR A103 KINDERGARTEN
CLASSROOM

RB VCT GWB PTD GWB PTD EXCMU PTD GWB PTD ACT FF

1ST FLOOR A103A STOR RB VCT GWB PTD GWB PTD EXCMU PTD GWB PTD ACT FF

1ST FLOOR A103B BOYS EXIST EXIST GWB EPO GWB EPO EXCMU EPO EXCMU/GWB EPO ACT FF

1ST FLOOR A104 KINDERGARTEN
CLASSROOM

RB VCT EXCMU PTD GWB PTD EXCMU PTD GWB PTD ACT FF

1ST FLOOR A104A STOR RB VCT EXCMU PTD GWB PTD GWB PTD GWB PTD ACT FF

1ST FLOOR A104B BOYS EXIST EXIST EXCMU EPO EXCMU/GWB EPO GWB EPO GWB EPO ACT FF

1ST FLOOR A105 A-CLASSROOM TEAM
LEADER

RB VCT GWB PTD GWB PTD EXCMU PTD GWB PTD ACT FF

1ST FLOOR A105A STOR RB VCT GWB PTD GWB PTD EXCMU PTD GWB PTD ACT FF

1ST FLOOR A105B GIRLS EXIST EXIST GWB EPO EXCMU/GWB EPO EXCMU EPO GWB EPO ACT FF

1ST FLOOR A106 KINDERGARTEN
CLASSROOM

RB VCT EXCMU PTD GWB PTD EXCMU PTD GWB PTD ACT FF

1ST FLOOR A106A STOR RB VCT GWB PTD GWB PTD GWB PTD EXCMU PTD ACT FF

1ST FLOOR A106B GIRLS EXIST EXIST EXCMU EPO GWB EPO GWB EPO EXCMU/GWB EPO ACT FF

1ST FLOOR A107 A-CLASSROOM TEAM
LEADER

RB VCT GWB PTD GWB PTD EXCMU PTD GWB PTD ACT FF

1ST FLOOR A107A STOR RB VCT GWB PTD GWB PTD EXCMU PTD GWB PTD ACT FF

1ST FLOOR A107B BOYS EXIST EXIST GWB EPO GWB EPO EXCMU EPO EXCMU/GWB EPO ACT FF

1ST FLOOR APS-126 PROBLEM SOLVING RB VCT GWB PTD GWB PTD EXCMU PTD GWB PTD ACT FF

1ST FLOOR APS-128 ART ROOM RB VCT GWB PTD GWB PTD EXCMU PTD GWB PTD ACT FF

1ST FLOOR APS-128A KILN EXIST EXIST GWB PTD GWB PTD GWB PTD GWB PTD EXIST

1ST FLOOR APS-128B ART STOR. RB VCT GWB PTD GWB PTD EXCMU PTD GWB PTD ACT FF

1ST FLOOR APS-129 PROBLEM SOLVING RB VCT EXCMU PTD GWB PTD GWB PTD GWB PTD ACT FF

1ST FLOOR APS-130 ART ROOM RB VCT GWB PTD GWB PTD EXCMU PTD GWB PTD ACT FF

1ST FLOOR APS-130A ART STOR. RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR APS-134 DANCE RB EXIST WD EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD GWB PTD

1ST FLOOR APS-135 DANCE RB EXIST WD EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD GWB PTD

1ST FLOOR APS-136 DRAMA RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD GWB PTD

1ST FLOOR APS-137 DRAMA RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD GWB PTD

1ST FLOOR APS-138 VOCAL MUSIC RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD GWB PTD

1ST FLOOR APS-140 VOCAL MUSIC RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD GWB PTD

1ST FLOOR B108 CLASSROOM RB VCT GWB PTD EXCMU PTD GWB PTD GWB PTD ACT FF

1ST FLOOR B109 B-CLASSROOM TEAM
LEADER

RB VCT GWB PTD GWB PTD GWB PTD EXCMU PTD ACT FF

1ST FLOOR B110 1ST GRADE
B-CLASSROOM

RB VCT GWB PTD EXCMU PTD GWB PTD GWB PTD ACT FF

1ST FLOOR B111 KINDER SPECIAL
EDUCATON

RB VCT GWB PTD GWB PTD GWB PTD EXCMU PTD ACT FF

1ST FLOOR B112 1ST GRADE
B-CLASSROOM

RB VCT GWB PTD EXCMU PTD GWB PTD GWB PTD ACT FF

1ST FLOOR B113 A-SKILLS RB VCT GWB PTD GWB PTD GWB PTD EXCMU PTD ACT FF

1ST FLOOR B114 CLASSROOM RB VCT GWB PTD EXCMU PTD GWB PTD GWB PTD ACT FF

1ST FLOOR B115 1ST GRADE
B-CLASSROOM

RB VCT GWB PTD GWB PTD GWB PTD EXCMU PTD ACT FF

1ST FLOOR B116 1ST GRADE
B-CLASSROOM

RB VCT GWB PTD GWB PTD GWB PTD EXCMU PTD ACT FF

1ST FLOOR B117 1ST GRADE
B-CLASSROOM

RB VCT GWB PTD GWB PTD GWB PTD EXCMU PTD ACT FF

1ST FLOOR B118 2ND GRADE
B-CLASSROOM

RB VCT GWB PTD EXCMU PTD GWB PTD GWB PTD ACT FF

1ST FLOOR B119 2ND GRADE
B-CLASSROOM

RB VCT GWB PTD GWB PTD GWB PTD EXCMU PTD ACT FF

1ST FLOOR B120 2ND GRADE
B-CLASSROOM

RB VCT GWB PTD EXCMU PTD GWB PTD GWB PTD ACT FF

1ST FLOOR B121 2ND GRADE
B-CLASSROOM

RB VCT GWB PTD GWB PTD GWB PTD EXCMU PTD ACT FF

1ST FLOOR B122 2ND GRADE
B-CLASSROOM

RB VCT GWB PTD EXCMU PTD GWB PTD GWB PTD ACT FF

1ST FLOOR B123 2ND GRADE
B-CLASSROOM

RB VCT GWB PTD EXCMU PTD GWB PTD GWB PTD ACT FF

1ST FLOOR B124 B-CLASSROOM TEAM
LEADER

RB VCT GWB PTD GWB PTD EXCMU PTD GWB PTD ACT FF

1ST FLOOR B125 2ND GRADE SPECIAL
EDUCATION

RB VCT GWB PTD GWB PTD EXCMU PTD GWB PTD ACT FF

1ST FLOOR B127 CLASSROOM VCT EXCMU PTD GWB PTD GWB PTD GWB PTD ACT FF

1ST FLOOR C-106 CORRIDOR RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR EL-1 ELEV. VCT

1ST FLOOR EL-1A ELEV MACH. RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD OTS

2ND FLOOR 301 STAIR #S1.1 RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

2ND FLOOR 302 ADMINISTRATION
OFFICE

RB CPT GWB PTD GWB PTD GWB PTD GWB PTD ACT FF

2ND FLOOR 302A BOOK STORAGE RB CPT GWB PTD GWB PTD GWB PTD EXCMU PTD ACT FF

2ND FLOOR 304 GRADE 4   SCIENCE
ROOM

RB VCT GWB PTD EXCMU PTD EXCMU/GWB PTD GWB PTD ACT FF

2ND FLOOR 312 WOMENS EXIST EXIST EXCMU EPO EXCMU EPO EXCMU EPO EXCMU EPO ACT FF

2ND FLOOR 313 ALCOVE RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

2ND FLOOR 314 GIRLS EXIST EXIST EXIST EXIST EXCMU EPO EXCMU EPO EXIST EXIST ACT FF

2ND FLOOR 315 BOYS EXIST EXIST EXCMU EPO EXCMU EPO EXIST EXIST EXCMU EPO ACT FF

2ND FLOOR 316 MENS EXIST EXIST EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

2ND FLOOR 317 ALCOVE RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

2ND FLOOR 318 STAIR #S2.1 RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

2ND FLOOR 319 CORRIDOR RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

2ND FLOOR 319A STOR. RB VCT EXCMU PTD GWB PTD EXCMU PTD EXCMU PTD ACT FF

2ND FLOOR 328 STAIR #S3.1 RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

2ND FLOOR 329 GIRLS EXIST EXIST EXCMU EPO EXIST EXIST EXCMU EPO EXIST EXIST ACT FF

2ND FLOOR 330 CUST. CLOS. RB PT3 EXCMU PTD EXCMU PTD EXCMU PTD EXCMU EPO ACT FF

2ND FLOOR 331 BOYS EXIST EXIST EXCMU EPO EXIST EXIST EXCMU EPO EXIST EXIST ACT FF

2ND FLOOR 332 ELEC RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

2ND FLOOR 332A DATA RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

2ND FLOOR 337 CORRIDOR RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

2ND FLOOR 345 STAIR #S4.1 RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

2ND FLOOR C200 THIRD GRADE
SPECIAL EDUCATION

RB VCT GWB PTD GWB/CMU PTD GWB PTD GWB PTD ACT FF

2ND FLOOR C201 THIRD GRADE
C-CLASSROOM

RB VCT GWB PTD GWB PTD GWB PTD EXCMU PTD ACT FF

2ND FLOOR C202 C-CLASSROOM TEAM
LEADER

RB VCT GWB PTD EXCMU PTD GWB PTD GWB PTD ACT FF

2ND FLOOR C203 THIRD GRADE
C-CLASSROOM

RB VCT GWB PTD GWB PTD GWB PTD EXCMU PTD ACT FF

2ND FLOOR C204 THIRD GRADE
C-CLASSEOOM

RB VCT GWB PTD EXCMU PTD GWB PTD GWB PTD ACT FF

2ND FLOOR C205 THIRD GRADE
C-CLASSROOM

RB VCT GWB PTD GWB PTD GWB PTD EXCMU PTD ACT FF

2ND FLOOR C206 C-SKILLS RB VCT GWB PTD EXCMU PTD GWB PTD GWB PTD ACT FF

2ND FLOOR C207 THIRD GRADE
C-CLASSROOM

RB VCT GWB PTD GWB PTD GWB PTD EXCMU PTD ACT FF

2ND FLOOR C208 THIRD GRADE
C-CLASSROOM

RB VCT GWB PTD GWB PTD GWB PTD EXCMU PTD ACT FF

2ND FLOOR C209 FOURTH GRADE
C-CLASSROOM

RB VCT GWB PTD GWB PTD GWB PTD EXCMU PTD ACT FF

2ND FLOOR C210 FOURTH GRADE
C-CLASSROOM

RB VCT GWB PTD EXCMU PTD GWB PTD GWB PTD ACT FF

2ND FLOOR C211 FOURTH GRADE
C-CLASSROOM

RB VCT GWB PTD GWB PTD GWB PTD EXCMU PTD ACT FF

2ND FLOOR C212 FOURTH GRADE
C-CLASSROOM

RB VCT GWB PTD EXCMU PTD GWB PTD GWB PTD ACT FF

2ND FLOOR C213 C-CLASSROOM TEAM
LEADER

RB LVT GWB PTD GWB PTD GWB PTD EXCMU PTD ACT FF

2ND FLOOR C213 C-CLASSROOM TEAM
LEADER

VCT

2ND FLOOR C214 FOURTH GRADE
C-CLASSROOM

RB VCT GWB PTD EXCMU PTD GWB PTD GWB PTD ACT FF

2ND FLOOR C215 FOURTH GRADE
C-CLASSROOM

RB VCT GWB PTD EXCMU PTD GWB PTD GWB PTD ACT FF

2ND FLOOR C216 D-CLASSROOM TEAM
LEADER

RB VCT GWB PTD GWB PTD EXCMU PTD GWB PTD ACT FF

2ND FLOOR C217 D-SKILLS RB VCT GWB PTD GWB PTD EXCMU PTD GWB PTD ACT FF

2ND FLOOR D218 FIFTH GRADE
D-CLASSROOM

RB VCT GWB PTD GWB PTD EXCMU PTD GWB PTD ACT FF

2ND FLOOR D219 D-CLASSROOM TEAM
LEADER

RB VCT EXCMU PTD GWB PTD GWB PTD GWB PTD ACT FF

2ND FLOOR D220 FIFTH GRADE
D-CLASSROOM

RB VCT GWB PTD GWB PTD EXCMU PTD GWB PTD ACT FF

2ND FLOOR D221 FIFTH GRADE
D-CLASSROOM

RB VCT EXCMU PTD GWB PTD GWB PTD GWB PTD ACT FF

2ND FLOOR D222 FIFTH GRADE
D-CLASSROOM

RB VCT GWB PTD GWB PTD EXCMU PTD GWB PTD ACT FF

2ND FLOOR D223 FIFTHE GRADE
D-CLASSROOM

RB VCT EXCMU PTD GWB PTD GWB PTD GWB PTD ACT FF

2ND FLOOR D224 FOURTH GRADE
SPECIAL EDUCATION

RB VCT GWB PTD GWB PTD EXCMU PTD GWB PTD ACT FF

2ND FLOOR D225 FIFTH GRADE
D-CLASSROOM

RB VCT EXCMU PTD GWB PTD GWB PTD GWB PTD ACT FF

2ND FLOOR D226 FIFTH GRADE
SPECIAL EDUCATION

RB VCT GWB PTD EXCMU PTD EXCMU PTD GWB PTD ACT FF

2ND FLOOR EL-1 ELEV. RB VCT

Finish Schedule

Level ROOM # ROOM NAME

FLOOR NORTH WALL EAST WALL SOUTH WALL WEST WALL

CommentsBASE
FLOOR
FINISH MAT FIN MAT FIN MAT FIN MAT FIN

CEILING

MAT FIN
1ST FLOOR 101 VESTIBULE RB WOM EXIST EXIST EXIST EXIST EXIST EXIST EXIST EXIST GWB PTD

1ST FLOOR 102 LOBBY PT PT EXCMU PTD EXCMU PTD EXCMU PTD GWB PTD GWB PTD

1ST FLOOR 103 CIRCULATION DESK RB CPT EXCMU PTD GWB PTD EXCMU PTD EXCMU/GWB PTD ACT2 FF

1ST FLOOR 104 MEDIA RB CPT EXCMU/GW
B

PTD EXCMU/GWB PTD EXCMU/GWB PTD GWB PTD EXGWB/A
CT2

PTD

1ST FLOOR 104A MEDIA STORAGE RB CPT EXCMU PTD GWB PTD GWB PTD EXCMU PTD ACT FF

1ST FLOOR 104B MEDIA CLASSROOM RB CPT EXCMU PTD GWB PTD CURTAIN
WALL/EXCMU

PTD GWB PTD ACT2 FF

1ST FLOOR 104C MEDIA WORK ROOM RB CPT EXCMU PTD GWB PTD CURTAIN
WALL/EXCMU

PTD GWB PTD ACT2 FF

1ST FLOOR 104D MEDIA STORAGE RB CPT EXCMU PTD GWB PTD EXCMU PTD GWB PTD ACT FF

1ST FLOOR 104E MEDIA INTEGRATION
ROOM

RB CPT EXCMU PTD GWB PTD EXCMU PTD GWB PTD ACT FF

1ST FLOOR 105 COMPUTER ROOM RB CPT EXCMU PTD GWB PTD GWB PTD GWB PTD ACT FF

1ST FLOOR 106 FRC 1 RB VCT GWB PTD EXCMU PTD GWB PTD GWB PTD ACT FF

1ST FLOOR 106A STOR. RB VCT GWB PTD EXCMU PTD GWB PTD GWB PTD ACT FF

1ST FLOOR 106B BOYS EXIST EXIST GWB EPO EXCMU EPO GWB EPO GWB EPO ACT FF

1ST FLOOR 107 FRC 2 RB VCT GWB PTD EXCMU PTD GWB PTD GWB PTD ACT FF

1ST FLOOR 107A STOR. RB VCT GWB PTD EXCMU PTD GWB PTD GWB PTD ACT FF

1ST FLOOR 107B GIRLS EXIST EXIST GWB EPO EXCMU EPO GWB EPO GWB EPO ACT FF

1ST FLOOR 108 MAIN OFFICE RB CPT CURTAIN
WALL /CMU

PTD GWB PTD GWB PTD GWB PTD ACT FF

1ST FLOOR 108A PRINCIPAL RB CPT GWB PTD GWB PTD GWB PTD GWB PTD ACT FF

1ST FLOOR 108B CONFERENCE ROOM RB CPT GWB PTD GWB PTD GWB PTD GWB PTD ACT FF

1ST FLOOR 108C ASST. PRINCIPAL RB CPT GWB PTD GWB PTD GWB PTD GWB PTD ACT FF

1ST FLOOR 108D HEALTH CLINIC RB VCT GWB PTD GWB PTD GWB PTD GWB PTD ACT FF

1ST FLOOR 108E TOILET EXIST EXIST GWB EPO GWB EPO GWB EPO GWB EPO ACT FF

1ST FLOOR 108F COTS RB VCT GWB PTD GWB PTD GWB PTD GWB PTD ACT FF

1ST FLOOR 108G PSY. RB CPT GWB PTD GWB PTD GWB PTD GWB PTD ACT FF

1ST FLOOR 108H SOCIAL WORK RB CPT GWB PTD GWB PTD GWB PTD GWB PTD ACT FF

1ST FLOOR 108J RESOURCE RB CPT GWB PTD GWB PTD GWB PTD GWB PTD ACT FF

1ST FLOOR 108K PTO ROOM RB CPT GWB PTD GWB PTD GWB PTD GWB PTD ACT FF

1ST FLOOR 108L STORAGE RB VCT GWB PTD GWB PTD GWB PTD EXCMU PTD ACT FF

1ST FLOOR 108M SPEECH RB CPT GWB PTD GWB PTD GWB PTD EXCMU PTD ACT FF

1ST FLOOR 108N CST CONFERENCE
ROOM

RB CPT GWB PTD GWB PTD GWB PTD EXCMU PTD ACT FF

1ST FLOOR 108P STORAGE RB CPT GWB PTD GWB PTD GWB PTD EXCMU PTD ACT FF

1ST FLOOR 108Q OFFICE SUPPLY
STORAGE

RB VCT GWB PTD GWB PTD GWB PTD EXCMU PTD ACT FF

1ST FLOOR 108R WOMENS EXIST EXIST GWB EPO GWB EPO EPO GWB GWB EPO ACT FF

1ST FLOOR 108S PRINC. TOILET EXIST EXIST GWB EPO GWB EPO EPO GWB GWB EPO ACT FF

1ST FLOOR 108T STOR. RB VCT GWB PTD GWB PTD GWB PTD EXCMU PTD ACT FF

1ST FLOOR 108U PASS. RB CPT GWB PTD GWB PTD GWB PTD CMU PTD ACT FF

1ST FLOOR 108V WORK ROOM RB VCT GWB PTD GWB PTD GWB PTD EXCMU PTD ACT FF

1ST FLOOR 108W CORRIDOR RB CPT GWB PTD GWB PTD GWB PTD GWB PTD ACT FF

1ST FLOOR 108X PASS. RB CPT GWB PTD GWB PTD GWB PTD EXCMU PTD ACT FF

1ST FLOOR 114 COATS RB CPT GWB PTD GWB PTD GWB PTD GWB PTD ACT FF

1ST FLOOR 131 ELP RB VCT EXCMU PTD GWB PTD GWB PTD GWB PTD ACT FF

1ST FLOOR 132 READING RB VCT EXCMU PTD GWB PTD GWB PTD GWB PTD ACT FF

1ST FLOOR 133 READING RB VCT EXCMU PTD GWB PTD GWB PTD GWB PTD ACT FF

1ST FLOOR 134A CLOSET RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD GWB PTD

1ST FLOOR 135A CLOSET RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD GWB PTD

1ST FLOOR 136 STAFF RB CPT GWB PTD GWB PTD GWB PTD GWB PTD ACT FF

1ST FLOOR 136A BOYS EXIST EXIST GWB EPO EXCMU EPO GWB EPO GWB EPO ACT FF

1ST FLOOR 136A CLOSET RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD GWB PTD

1ST FLOOR 137A CLOSET RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD GWB PTD

1ST FLOOR 138 MENS EXIST EXIST EXIST EXIST EXCMU EPO EXIST EXISIT EXCMU EPO ACT FF

1ST FLOOR 139 CUST. RB VCT EXCMU EPO EXCMU EPO EXCMU EPO EXCMU EPO ACT FF

1ST FLOOR 140 WOMENS EXIST EXIST EXIST EXIST EXCMU EPO EXIST EXIST EXCMU EPO ACT FF

1ST FLOOR 141 VESTIBULE RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 142 CORRIDOR RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 142A GYM LOBBY RB VCT EXCMU PTD GL/GWB PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 143 VESTIBULE RB WOM EXCMU PTD GL/GWB PTD GL/GWB PTD GL/GWB PTD ACT FF

1ST FLOOR 144 GYMNASIUM EXIST EXIST EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD EXIST FF

1ST FLOOR 144A GYM STORAGE RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 144B GYM OFFICE #2 RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 144C GYM OFFICE #1 RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 144D GYM STORAGE RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 149 VEST. RB WOM EXIST PTD EXCMU PTD EXIST PTD EXCMU PTD ACT FF

1ST FLOOR 150 PASSAGE RB VCT EXCMU PTD EXCMU PTD EXIST PTD EXCMU PTD ACT FF

1ST FLOOR 151 BOOK STORAGE RB VCT GWB PTD EXCMU PTD GWB PTD GWB PTD ACT FF

1ST FLOOR 152 CORRIDOR RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 153 DATA RB VCT EXCMU PTD EXCMU PTD GWB PTD GWB PTD ACT FF

1ST FLOOR 154 ELEC. RB VCT EXCMU EPO GWB EPO GWB EPO GWB EPO ACT FF

1ST FLOOR 180 VEST. RB WOM GL/GWB PTD EXCMU PTD GL/GWB PTD EXCMU PTD ACT FF

1ST FLOOR 181 CORRIDOR RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 184 TEACHERS ROOM RB VCT GWB PTD GWB PTD GWB PTD EXCMU PTD ACT FF

1ST FLOOR 185 STAIR ST-1 RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 190 STORAGE RB VCT GWB PTD EXCMU PTD GWB PTD GWB PTD ACT FF

1ST FLOOR 191 WOMENS EXIST EXIST EXCMU EPO EXCMU EPO EXCMU EPO EXCMU EPO ACT FF

1ST FLOOR 192 ALCOVE RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 193 GIRLS CERAMIC EXIST EXIST EXIST EXCMU EPO EXCMU EPO EXIST EXIST ACT FF

1ST FLOOR 194 BOYS EXIST EXIST EXCMU EPO EXCMU EPO EXCMU EPO EXCMU EPO ACT FF

1ST FLOOR 195 MENS EXIST EXIST EXCMU EPO EXCMU EPO EXCMU EPO EXCMU EPO ACT FF

1ST FLOOR 196 ALCOVE RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 197 STAIR ST-2 RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 199 CORRIDOR RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 199A VEST. RB WOM GL/GWB PTD CMU PTD GL/GWB PTD CMU PTD ACT FF

1ST FLOOR 209 STOR. RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 210 ELEC. RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 211 DATA RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 212 BOYS EXIST EXIST EXCMU EPO EXIST EXIST EXCMU EPO EXIST EXIST ACT FF

1ST FLOOR 213 GIRLS EXIST EXIST EXCMU EPO EXIST EXIST EXCMU EPO EXIST EXIST ACT FF

1ST FLOOR 214 CUST. RB VCT EXCMU EPO EXCMU EPO EXCMU EPO EXCMU EPO ACT FF

1ST FLOOR 215 CORRIDOR RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 216 STAIR ST-3 RB VCT EXCMU EPO EXCMU EPO EXCMU EPO EXCMU EPO ACT FF

1ST FLOOR 219 UTIL. RB VCT GWB EPO GWB EPO EXCMU EPO EXCMU EPO ACT FF

1ST FLOOR 224 CUS. RB VCT EXCMU EPO GWB EPO GWB EPO EXCMU EPO ACT FF

1ST FLOOR 233 STAIR ST-4 RB VCT EXCMU EPO EXCMU EPO EXCMU EPO EXCMU EPO ACT FF

1ST FLOOR 234 VESTIBULE RB WOM EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 235 CORRIDOR RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 236 CORRIDOR RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 241 HALL RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 242 TEACHER LUNCH
ROOM

RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 242A STOR. RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 243 TEACHER WORK
ROOM

RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 244 SPRINKLER ROOM RB EPO EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 245 ALCOVE RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 246 WOMENS EXIST EXIST EXCMU EPO EXCMU EPO EXCMU EPO EXCMU EPO ACT FF

1ST FLOOR 247 GIRLS EXIST EXIST EXIST EXIST EXCMU EPO EXCMU EPO EXCMU EPO ACT FF

1ST FLOOR 248 BOYS EXIST EXIST EXCMU EPO EXCMU EPO EXIST EXISIT EXCMU EPO ACT FF

1ST FLOOR 249 MENS EXIST EXIST EXCMU EPO EXCMU EPO EXIST EXIST EXCMU EPO ACT FF

1ST FLOOR 250 ALCOVE RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 251 TABLE STORAGE RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 252 VOCAL STOR RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 253 PASS. RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 254 PASS. RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 255 CAFETERIA RB VCT EXCMU PTD EXCMU CMU EXCMU PTD EXCMU PTD SKCT PTD

1ST FLOOR 256 KITCHEN / SERVERY EXIST EXIST EXIST EXIST EXIST EXIST EXIST EXIST EXIST EXIST ACT3 FF 6"x6" QUARRY TILE TO BE INSTALLED W EPOXY
GROUT

1ST FLOOR 256A DRY STOR. EXIST EXIST EXIST EXIST EXIST EXIST EXIST EXIST EXIST EXIST ACT3 FF

1ST FLOOR 256B VEST. RB WOM EXIST EXIST EXIST EXIST EXIST EXIST EXIST EXIST ACT3 FF

1ST FLOOR 256C LOCKR. EXIST EXIST EXIST EXIST EXIST EXIST EXIST EXIST EXIST EXIST ACT3 FF

1ST FLOOR 256D CUST. EXIST EXIST EXIST EXIST EXIST EXIST EXIST EXIST EXIST EXIST ACT3 FF

1ST FLOOR 256E TOILET EXIST EXIST EXIST EXIST EXIST EXIST EXIST EXIST EXIST EXIST ACT FF

1ST FLOOR 256F STORAGE RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 256G DISHWASHING EXIST EXIST EXIST EXIST EXIST EXIST EXIST EXISIT EXIST EXIST ACT FF

1ST FLOOR 263 CUSTODIAN RB VCT EXCMU EPO EXCMU EPO EXCMU EPO EXCMU EPO ACT FF

1ST FLOOR 263A RECEIVING ROOM RB EX.CONC. EXCMU EPO EXCMU EPO EXCMU EPO EXCMU EPO ACT FF

1ST FLOOR 263B CUST. OFFICE RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 263C ELEC. ROOM RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 266 CORRIDOR RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 271 CORRIDOR RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 276 INST. MUSIC RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD GWB PTD

1ST FLOOR 277 STORAGE RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 278 PASSAGE RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 279 HALL RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 279A VEST. RB WOM EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 280 GARAGE EXIST EX.CONC. EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD EXIST

1ST FLOOR 281 MECHANICAL ROOM EXIST EX.CONC. EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD OTS

1ST FLOOR 282 GREEN ROOM RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 282A ELEC ROOM RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 283 CORRIDOR RB VCT EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 284 VEST. RB WOM EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 285 VEST. RB WOM EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 286 VEST. RB WOM EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD ACT FF

1ST FLOOR 287 LOBBY RB VCT EXCMU PTD EXCMU/GL PTD EXCMU/GL PTD EXCMU PTD ACT FF

1ST FLOOR 287A WOMENS EXIST EXIST EXCMU EPO EXIST EXIST EXCMU EPO EXCMU EPO ACT FF

1ST FLOOR 287B MENS EXIST EXIST EXCMU EPO EXCMU EPO EXCMU EPO EXIST EXIST ACT FF

1ST FLOOR 288 AUDITORIUM RB CPT REPAINT CONCRETE FLOOR @ SEATING AREAS

1ST FLOOR 289 STAGE REXWD EXCMU PTD EXCMU PTD EXCMU PTD EXCMU PTD EXGWB PTD

1ST FLOOR A100 KINDERGARTEN
CLASSROOM

RB VCT EXCMU PTD GWB PTD GWB PTD GWB PTD ACT FF

1ST FLOOR A100A STOR. RB VCT EXCMU PTD GWB PTD GWB PTD GWB PTD ACT FF

ABBREVIATIONS: 
ACT- ACOUSTIC CEILING TILE, CPT- CARPET, EPO- EPOXY PAINT, EXCMU- EXISTING CONCRETE MASONRY UNIT, EXIST- EXISTING, EXGWB- EXISTING GYPSUM WALL BOARD, FF- FACTORY FINISHED, GWB- GYPSUM WALL BOARD, LVT- LUXURY VINYL TILE, 
OTS- OPEN TO STRUCTURE, P- PAINT, PT- PORCELAIN TILE, PTD- PAINTED, REXWD- REFINISHED EXISTING WOOD FLOOR, RB- RUBBER BASE, SKCT- SKIM COAT,  VCT- VINYL COMPOSITION TILE, WOM- WALK OFF MATT 

ADD/ALT 'D'
REMOVE & REPLACE ALL EXISTING FLOORING IN THE SECOND FLOOR IN ALL CLASSROOMS, CORRIDORS, & STAIRWELLS.
IN STAIRWELLS REMOVE & REPLACE ALL EXISTING STAIR TREDS, RISERS, & LANDINGS. - FIRST FLOOR FINISHES ARE PART OF BASE BID.

No. Date Issue
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MB4 4'-0" w x 4'-0" h Marker Board
MB6 6'-0" w x 4'-0" h Marker Board
MB8 8'-0" w x 4'-0" h Marker Board
MB10 4'-0" w x 4'-0" h Marker Board
MB12 4'-0" w x 4'-0" h Marker Board

TB4 4'-0" w x 4'-0" h Tack Board
TB6 6'-0" w x 4'-0" h Tack Board
TB8 8'-0" w x 4'-0" h Tack Board
TB10 4'-0" w x 4'-0" h Tack Board
TB12 4'-0" w x 4'-0" h Tack Board
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TACK BOARD SCHEDULE
Room: Number Room: Name TACK BD #

1ST FLOOR

108 MAIN OFFICE TB4

108B CONFERENCE ROOM TB4

108B CONFERENCE ROOM TB4

108C ASST. PRINCIPAL TB6

108C ASST. PRINCIPAL TB8

108J RESOURCE TB6

108J RESOURCE TB6

108K PTO ROOM TB8

108K PTO ROOM TB8

108N CST CONFERENCE ROOM TB10

108N CST CONFERENCE ROOM TB10

108V WORK ROOM TB4

152 CORRIDOR TB8

152 CORRIDOR TB10

152 CORRIDOR TB8

152 CORRIDOR TB8

152 CORRIDOR TB8

199 CORRIDOR TB9

199 CORRIDOR TB9

199 CORRIDOR TB9

199 CORRIDOR TB9

199 CORRIDOR TB9

199 CORRIDOR TB10

199 CORRIDOR TB10

199 CORRIDOR TB10

199 CORRIDOR TB6

199 CORRIDOR TB9

199 CORRIDOR TB9

199 CORRIDOR TB9

199 CORRIDOR TB9

215 CORRIDOR TB9

215 CORRIDOR TB9

215 CORRIDOR TB9

215 CORRIDOR TB9

215 CORRIDOR TB12

APS-134 DANCE TB8

APS-135 DANCE TB8

APS-138 VOCAL MUSIC TB8

B109 B-CLASSROOM TEAM LEADER TB4

2ND FLOOR

319 CORRIDOR TB10

319 CORRIDOR TB10

319 CORRIDOR TB10

319 CORRIDOR TB10

319 CORRIDOR TB9

319 CORRIDOR TB9

319 CORRIDOR TB9

319 CORRIDOR TB9

319 CORRIDOR TB12

319 CORRIDOR TB4

319 CORRIDOR TB8

319 CORRIDOR TB10

319 CORRIDOR TB10

319 CORRIDOR TB10

337 CORRIDOR TB8

337 CORRIDOR TB4

337 CORRIDOR TB9

337 CORRIDOR TB10

337 CORRIDOR TB9

337 CORRIDOR TB12

337 CORRIDOR TB10

337 CORRIDOR TB10

337 CORRIDOR TB5

MARKER BOARD SCHEDULE
Room: Number Room: Name BOARD #

1ST FLOOR

104B MEDIA CLASSROOM MB6

104B MEDIA CLASSROOM MB6

104C MEDIA WORK ROOM MB6

104E MEDIA INTEGRATION ROOM MB6

104E MEDIA INTEGRATION ROOM MB6

106 FRC 1 MB6

106 FRC 1 MB6

107 FRC 2 MB4

108 MAIN OFFICE MB4

108A PRINCIPAL MB6

108C ASST. PRINCIPAL MB6

108D HEALTH CLINIC MB6

108G PSY. MB6

108H SOCIAL WORK MB6

108J RESOURCE MB8

108J RESOURCE MB6

108K PTO ROOM MB6

108M SPEECH MB6

108N CST CONFERENCE ROOM MB6

108V WORK ROOM MB6

131 ELP MB6

131 ELP MB6

132 READING MB6

132 READING MB6

133 READING MB8

136 STAFF MB6

144B GYM OFFICE #2 MB6

144C GYM OFFICE #1 MB6

184 TEACHERS ROOM MB6

184 TEACHERS ROOM MB6

242 TEACHER LUNCH ROOM MB6

243 TEACHER WORK ROOM MB6

263 CUSTODIAN MB6

263B CUST. OFFICE MB6

276 INST. MUSIC MB6

276 INST. MUSIC MB6

A100 KINDERGARTEN CLASSROOM MB6

A100 KINDERGARTEN CLASSROOM MB6

A101 KINDERGARTEN CLASSROOM MB6

A101 KINDERGARTEN CLASSROOM MB6

A102 KINDERGARTEN CLASSROOM MB8

A103 KINDERGARTEN CLASSROOM MB8

A104 KINDERGARTEN CLASSROOM MB8

A105 A-CLASSROOM TEAM LEADER MB8

A106 KINDERGARTEN CLASSROOM MB6

A106 KINDERGARTEN CLASSROOM MB6

A107 A-CLASSROOM TEAM LEADER MB6

A107 A-CLASSROOM TEAM LEADER MB6

APS-126 PROBLEM SOLVING MB6

APS-126 PROBLEM SOLVING MB6

APS-128 ART ROOM MB6

APS-128 ART ROOM MB6

APS-129 PROBLEM SOLVING MB6

APS-129 PROBLEM SOLVING MB6

APS-130 ART ROOM MB8

APS-137 DRAMA MB6

APS-137 DRAMA MB6

APS-138 VOCAL MUSIC MB6

APS-138 VOCAL MUSIC MB6

APS-140 VOCAL MUSIC MB6

APS-140 VOCAL MUSIC MB6

B108 CLASSROOM MB6

B108 CLASSROOM MB8

B108 CLASSROOM MB6

B109 B-CLASSROOM TEAM LEADER MB6

B109 B-CLASSROOM TEAM LEADER MB6

B110 1ST GRADE B-CLASSROOM MB8

B111 KINDER SPECIAL EDUCATON MB6

B111 KINDER SPECIAL EDUCATON MB6

B112 1ST GRADE B-CLASSROOM MB8

B113 A-SKILLS MB6

B113 A-SKILLS MB6

B114 CLASSROOM MB6

B114 CLASSROOM MB6

B115 1ST GRADE B-CLASSROOM MB8

B116 1ST GRADE B-CLASSROOM MB8

B117 1ST GRADE B-CLASSROOM MB8

B118 2ND GRADE B-CLASSROOM MB8

B119 2ND GRADE B-CLASSROOM MB8

B120 2ND GRADE B-CLASSROOM MB8

B121 2ND GRADE B-CLASSROOM MB6

B121 2ND GRADE B-CLASSROOM MB6

B122 2ND GRADE B-CLASSROOM MB8

B123 2ND GRADE B-CLASSROOM MB8

B124 B-CLASSROOM TEAM LEADER MB6

B124 B-CLASSROOM TEAM LEADER MB6

B125 2ND GRADE SPECIAL EDUCATION MB6

B125 2ND GRADE SPECIAL EDUCATION MB6

B127 CLASSROOM MB8

B127 CLASSROOM MB6

2ND FLOOR

302 ADMINISTRATION OFFICE MB6

302 ADMINISTRATION OFFICE MB6

304 GRADE 4   SCIENCE ROOM MB6

C200 THIRD GRADE SPECIAL EDUCATION MB4

C200 THIRD GRADE SPECIAL EDUCATION MB4

C201 THIRD GRADE C-CLASSROOM MB6

C201 THIRD GRADE C-CLASSROOM MB6

C202 C-CLASSROOM TEAM LEADER MB8

C203 THIRD GRADE C-CLASSROOM MB8

C204 THIRD GRADE C-CLASSEOOM MB8

C205 THIRD GRADE C-CLASSROOM MB8

C206 C-SKILLS MB6

C206 C-SKILLS MB6

C207 THIRD GRADE C-CLASSROOM MB8

C208 THIRD GRADE C-CLASSROOM MB8

C209 FOURTH GRADE C-CLASSROOM MB8

C210 FOURTH GRADE C-CLASSROOM MB8

C211 FOURTH GRADE C-CLASSROOM MB8

C212 FOURTH GRADE C-CLASSROOM MB8

C213 C-CLASSROOM TEAM LEADER MB6

C213 C-CLASSROOM TEAM LEADER MB6

C214 FOURTH GRADE C-CLASSROOM MB8

C215 FOURTH GRADE C-CLASSROOM MB8

C216 D-CLASSROOM TEAM LEADER MB6

C216 D-CLASSROOM TEAM LEADER MB6

C217 D-SKILLS MB8

D218 FIFTH GRADE D-CLASSROOM MB8

D219 D-CLASSROOM TEAM LEADER MB8

D220 FIFTH GRADE D-CLASSROOM MB8

D221 FIFTH GRADE D-CLASSROOM MB8

D222 FIFTH GRADE D-CLASSROOM MB8

D223 FIFTHE GRADE D-CLASSROOM MB8

D224 FOURTH GRADE SPECIAL EDUCATION MB6

D224 FOURTH GRADE SPECIAL EDUCATION MB6

D225 FIFTH GRADE D-CLASSROOM MB8

D226 FIFTH GRADE SPECIAL EDUCATION MB6

D226 FIFTH GRADE SPECIAL EDUCATION MB6

D226 FIFTH GRADE SPECIAL EDUCATION MB6

1/4" = 1'-0"
1

MARKER/TACK BOARD WALL
ELEVATION 2 BOARDS

1/4" = 1'-0"
2

MARKER/TACK BOARD WALL
ELEVATION 1 BOARD

6" = 1'-0"
3

TYPICAL SIGN
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WALL SCONCES

WALL MOUNTED LIGHTS

WALL MOUNTED LIGHTS

OPEN TO STRUCTURE 
ABOVE - TYP

OPEN TO STRUCTURE 
ABOVE - TYP

GYP BD 
CEILING - TYP

GYP BD 
CEILING - TYP

GYP BD 
CEILING - TYP

EXIST GYP BD 
CEILING TO 
REMAIN - TYP

EXIST GYP BD 
CEILING TO 
REMAIN - TYP

OPEN TO 
STRUCTURE

EXIST GYP BD 
CEILING TO 
REMAIN - TYP

SEE NOTE A

REPLACE CEILING GRID IN THIS 
AREA. SEE NOTES ON A103.

REPLACE 
CEILING GRID 
IN THIS AREA. 
SEE NOTES ON 
A103.

REPLACE CEILING GRID IN THIS 
AREA. SEE NOTES ON A103.

CEILING NOTES

1. CEILINGS GRIDS & LIGHTING FIXTURES 
ARE TO REMAIN IN ALL ROOMS.  ALL 
CEILING FIXTURES, INCLUDING EXIT SIGNS, 
HVAC REGISTERS, LIGHTING FIXTURES 
ARE TO BE CENTERED IN CEILING TILES.

2. SEE MEP DRAWINGS FOR ALL CEILING 
MOUNTED FIXTURES, LOCATIONS & 
SCHEDULES

3. SEE FINISH SCHEDULE - A510 - FOR 'ACT' 
CEILING TYPES & FINISHES

4. CEILING HEIGHTS ARE EXISTING & TO 
REMAIN SECTIONS.

5. CATHEDRAL CEILINGS IN ALL 
CLASSROOMS ARE NEW 5/8" THK TYPE 'X' 
GYP BD W/ LEVEL 4 FINISH PER SPECS.

6. CLEAN ALL CEILING GRIDS W/ 
"SHOCKWAVE" - TYP

7. CLEAN ALL LIGHT FIXTURES W/ 
"SHOCKWAVE" - TYP

2'x2' TROFFER LIGHT

2'x4' TROFFER LIGHT

1'x1' TROFFER LIGHT

48" PENDENT LIGHT LINEAR

BLTL

LIGHTING PENDENT 
BATACALCO

RETROFIT LIGHT

96" PENDENT LIGHT LINEAR

2'x4' ACT CEILING

INCANDESCENT  8"
DOWNLIGHT

GWB CEILING

CEILING SCHEDULE
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CEILING NOTES

1. CEILINGS GRIDS & LIGHTING FIXTURES 
ARE TO REMAIN IN ALL ROOMS.  ALL 
CEILING FIXTURES, INCLUDING EXIT SIGNS, 
HVAC REGISTERS, LIGHTING FIXTURES 
ARE TO BE CENTERED IN CEILING TILES.

2. SEE MEP DRAWINGS FOR ALL CEILING 
MOUNTED FIXTURES, LOCATIONS & 
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CEILING TYPES & FINISHES
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REPLACE CEILING GRID IN THIS AREA IN 
ADDITION TO REPLACING ALL CEILING TILES

REPLACE CEILING GRID IN 
THIS AREA IN ADDITION TO 
REPLACING ALL CEILING TILES

2ND
GRADE
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OPEN TO 
STRUCTURE

REPLACE CEILING GRID IN 
THIS AREA. SEE NOTES ON 

A103.

REPLACE 
CEILING GRID IN 
THIS AREA. SEE 

NOTES ON A103.

REPLACE 
CEILING GRID IN 
THIS AREA. SEE 
NOTES ON A103.

CEILING NOTES

1. CEILINGS GRIDS & LIGHTING FIXTURES 
ARE TO REMAIN IN ALL ROOMS.  ALL 
CEILING FIXTURES, INCLUDING EXIT SIGNS, 
HVAC REGISTERS, LIGHTING FIXTURES 
ARE TO BE CENTERED IN CEILING TILES.

2. SEE MEP DRAWINGS FOR ALL CEILING 
MOUNTED FIXTURES, LOCATIONS & 
SCHEDULES

3. SEE FINISH SCHEDULE - A510 - FOR 'ACT' 
CEILING TYPES & FINISHES

4. CEILING HEIGHTS ARE EXISTING & TO 
REMAIN SECTIONS.

5. CATHEDRAL CEILINGS IN ALL 
CLASSROOMS ARE NEW 5/8" THK TYPE 'X' 
GYP BD W/ LEVEL 4 FINISH PER SPECS.

6. CLEAN ALL CEILING GRIDS W/ 
"SHOCKWAVE" - TYP

7. CLEAN ALL LIGHT FIXTURES W/ 
"SHOCKWAVE" - TYP

2'x2' TROFFER LIGHT

2'x4' TROFFER LIGHT

1'x1' TROFFER LIGHT

48" PENDENT LIGHT LINEAR

BLTL

LIGHTING PENDENT 
BATACALCO

RETROFIT LIGHT

96" PENDENT LIGHT LINEAR

2'x4' ACT CEILING

INCANDESCENT  8"
DOWNLIGHT

GWB CEILING

CEILING SCHEDULE

SYMBOL TYPE SYMBOL TYPE

Job No.

Sheet Title

Professional Seal

NOTE:  ALL IDEAS, DESIGNS, ARRANGEMENTS AND PLANS INDICATED OR 

REPRESENTED BY THIS DRAWING ARE OWNED BY AND ARE THE PROPERTY OF 

KAEYER, GARMENT, & DAVIDSON ARCHITECTS, PC (KG&D), AND WERE CREATED 

FOR USE ON THIS PROJECT. NONE OF SUCH IDEAS, DESIGNS, ARRANGEMENTS 

OR PLANS SHALL BE USED BY OR DISCLOSED TO ANY PURPOSE WHATSOEVER 

WITHOUT THE WRITTEN PERMISSION OF (KG&D).

WRITTEN DIMENSIONS ON THIS DRAWING SHALL HAVE PRECEDENCE OVER 

SCALED DIMENSIONS. CONTRACTOR SHALL VERIFY ALL ACTUAL DIMENSIONS 

AND CONDITIONS ON THE JOB AND THE ARCHITECT MUST BE NOTIFIED OF ANY 

VARIATIONS FROM DIMENSIONS AND CONDITIONS SHOWN. SHOP DETAILS MUST 

BE SUBMITTED TO THIS OFFICE FOR APPROVAL BEFORE PROCEEDING WITH 

FABRICATION.  

ALTERATIONS BY ANY PERSON, IN ANY WAY, OF ANY ITEM CONTAINED ON THIS 

DOCUMENT, UNLESS ACTING UNDER THE DIRECTION OF THE LICENCED 

ARCHITECT WHOSE PROFESSIONAL SEAL IS AFFIXED HERETO, IS A VIOLATION 

OF TITLE VII, SECT. 69.5 (b) OF NEW YORK STATE LAW.

COPYRIGHT KAEYER, GARMENT + DAVIDSON ARCHITECTS & ENGINEERS, PC  

ALL RIGHTS RESERVED.

Sheet Number

Date

Scale Drawn / Checked

AS NOTED

08/06/2019

KG+D . ARCHITECTS PC
285 MAIN STREET MOUNT KISCO . NEW YORK . 10549

P:914.666.5900                           KGDARCHITECTS.COM

PART 'C'

PROJECT # S-6722

SPN 135-0278RR

A603

1ST FLOOR
REFLECTED

CEILING PLAN
PART 'C'

412 Stillwater Ave, Stamford,
CT. 06902

City of Stamford - Stamford
Public Schools

Westover Magnet
Elementary School

2019-1016

Author Checker

CONSTRUCTION DOCUMENTS

1/8" = 1'-0"
1

1ST FLOOR RCP - PART 'C'

No. Date Issue

1 5/15/2019 ISSUED FOR PRICING

2 6/5/2019 CLIENT REVIEW SET

3 8/6/2019 ISSUED FOR BID



E

G

A.6

18

K

20 22 24 2618.3 19 25 28 30

HH.2HH

FF

GG

L.8

L.2

EE

DD

CC.8

BB

CC

32 34 35 37 39 40363331 38

U

R

S

AA

Z

Y.8

X

W

27

T.8

T

CORRIDOR

235

MEDIA
CLASSROOM

104B

CAFETERIA

255

KITCHEN /
SERVERY

256

DRY
STOR.

256A

VEST.

256B

LOCKR.

256C

CUST.

256D

TOILET

256E

STORAGE

256F

DISHWASHING

256G

TEACHER
LUNCH
ROOM

242

TEACHER
WORK
ROOM

243

STOR.

242A

SPRINKLER
ROOM

244

ALCOVE

245

GIRLS

247

BOYS

248

TABLE
STORAGE

251

VOCAL
STOR
252

MENS

249

ALCOVE

250

PASS.

253

PASS.

254

CUSTODIAN

263

RECEIVING
ROOM

263A

CUST.
OFFICE

263B

ELEC.
ROOM

263C
VEST.

279A

GARAGE

280

VEST.

284

HALL

279
MECHANICAL

ROOM
281STORAGE

277

INST.
MUSIC

276

VEST.

285

PASSAGE

278

CORRIDOR

283

GREEN
ROOM

282

ELEC
ROOM

282A

WOMENS

287A

MENS

287B

LOBBY

287

VEST.

286

STAGE

289

HALL

241

CORRIDOR

266

DANCE

APS-134

DANCE

APS-135
DRAMA

APS-137

VOCAL
MUSIC

APS-140

VOCAL
MUSIC

APS-138

DRAMA

APS-136

/- ---

/- ---

/1 A601

/1 A601

OPEN TO 
STRUCTURE

OPEN TO 
STRUCTURE

MEDIA
WORK
ROOM

104C

MEDIA
STORAGE

104D

MEDIA
INTEGRATION

ROOM

104E

CORRIDOR

236

MEDIA
STORAGE

104A

WOMENS

246

EXIST GYP BD CEILING 
TO REMAIN - TYP

OPEN TO STRUCTURE 
ABOVE - TYP

REPAIR STUCCO 
CEILING  2'x2'

EXIST GYP BD CEILING 
TO REMAIN - COORD W/ 
FINISH SCHEDULE - TYP

WATER DAMAGED 
AREA

NOTE A
• REPLACE GWB CEILING W/ NEW 5/8" TYPE 'X' GYP BOARD AT 

TRUNK & BRANCH DUCTS. BRING ENTIRE GYP CEILING UP TO A 
LEVEL 5 FINISH PRIOR TO PRIMING & PAINTING. COORD/ W MEP 
DWGS. 

• REMOVE EXISTING DUCT INSULATION
• RE-INSULATE ALL DUCTS
• LAMINATE NEW 5/8" GWB ON ENTIRE CEILING

1. APS - 138 TO RECEIVE ADDITION OF ACOUSTIC 
CLOUDS

• RESET LINEAR DIFFUSER TO ALIGN W/ NEW FINISISHED CEILING
• RESET CEILING DEVICES (SPRINKLERS, SMOKE ALARMS, ETC.)

NOTE B
• REMOVE DAMAGED GWB
• INFILL TO ALIGN W/ EXISTING
• LAMINATE W/ ENTIRE CEILING

SEE NOTE A

SEE NOTE A

SEE NOTE A

SEE NOTE B

ACCESS LOCATION TO CATWALK

EXISTING CATWALK LOCATION

EXISTING SOFFIT LOCATION

SEE NOTE A

SEE NOTE A

REPLACE CEILING GRID IN THIS 
AREA. SEE NOTES ON A103.

REPLACE CEILING GRID IN THIS 
AREA. SEE NOTES ON A103.

REPLACE CEILING GRID IN 
THIS AREA. SEE NOTES ON 

A103.

REPLACE CEILING GRID IN THIS 
AREA. SEE NOTES ON A103.

REMOVE CEILING SYSTEM IN 
THIS AREA AS PART OF BASE 

BID. SEE NOTES ON A104. 

ADD/ALT 'B'
AUDITORIUM AHU REPLACEMENT ON ROOF-
COORD W/ MEP DWGS FOR SCOPE OF RTU 
WORK.

BASE BID
APPROXIMATE OUTLINE OF EXISTING GYP BD 
CEILING SYSTEM TO BE REMOVED, CLEANED 
& REPLACED TO ACCOMMODATE DUCT 
WORK REPLACEMENT. COORDINATE W/ MEP 
DWGS.  

SEE NOTE A. SIMILAR.

CEILING NOTES

1. CEILINGS GRIDS & LIGHTING FIXTURES 
ARE TO REMAIN IN ALL ROOMS.  ALL 
CEILING FIXTURES, INCLUDING EXIT SIGNS, 
HVAC REGISTERS, LIGHTING FIXTURES 
ARE TO BE CENTERED IN CEILING TILES.

2. SEE MEP DRAWINGS FOR ALL CEILING 
MOUNTED FIXTURES, LOCATIONS & 
SCHEDULES

3. SEE FINISH SCHEDULE - A510 - FOR 'ACT' 
CEILING TYPES & FINISHES

4. CEILING HEIGHTS ARE EXISTING & TO 
REMAIN SECTIONS.

5. CATHEDRAL CEILINGS IN ALL 
CLASSROOMS ARE NEW 5/8" THK TYPE 'X' 
GYP BD W/ LEVEL 4 FINISH PER SPECS.
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"SHOCKWAVE" - TYP

7. CLEAN ALL LIGHT FIXTURES W/ 
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CEILING NOTES

1. CEILINGS GRIDS & LIGHTING FIXTURES 
ARE TO REMAIN IN ALL ROOMS.  ALL 
CEILING FIXTURES, INCLUDING EXIT SIGNS, 
HVAC REGISTERS, LIGHTING FIXTURES 
ARE TO BE CENTERED IN CEILING TILES.

2. SEE MEP DRAWINGS FOR ALL CEILING 
MOUNTED FIXTURES, LOCATIONS & 
SCHEDULES

3. SEE FINISH SCHEDULE - A510 - FOR 'ACT' 
CEILING TYPES & FINISHES

4. CEILING HEIGHTS ARE EXISTING & TO 
REMAIN SECTIONS.

5. CATHEDRAL CEILINGS IN ALL 
CLASSROOMS ARE NEW 5/8" THK TYPE 'X' 
GYP BD W/ LEVEL 4 FINISH PER SPECS.

6. CLEAN ALL CEILING GRIDS W/ 
"SHOCKWAVE" - TYP

7. CLEAN ALL LIGHT FIXTURES W/ 
"SHOCKWAVE" - TYP
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5/8" TYPE 'X' ABUSE & MOLD RESISTANT 
GYP BD - 1 LAYER EACH SIDE

EXISTING STEEL STUDS @ 16" O.C., UNO.  
WALL EXTENDS TO UNDERSIDE OF 
STRUCTURE ABOVE - SEE NOTE #1

FULL THK ACOUSTICAL BATT 
INSULATION - SEE NOTE #6

NOTE:
ASSEMBLE WALL PER UNDERWRITERS 
LABORATORY FIRE RESISTANCE RATING 
REQUIREMENTS.  (WHERE FIRE-RATED 
WALL IS INDICATED) (SEE NOTE 7 & 8)

E1
1 hr FIRE RESISTIVE - UL #U465

5/8" FRCP CEMENT BOARD E.S. @ TILE 
WORK - TYP  5/8" TYPE 'X' GYP BD E.S. 
ABOVE TILE - SEE SPECS FOR SPECIAL 
COATING REQ'D.

2 1/2" STEEL STUDS @ 16" O.C., UNO.  
WALL EXTENDS TO UNDERSIDE OF 
STRUCTURE ABOVE - SEE NOTE #1

3 1/2" ACOUSTICAL BATT INSULATION -
SEE NOTE #6

FOR WALL TYPE 6A USE 3 5/8" STEEL SUDS 
@ 16" O.C. EA SIDE

6A
EXISTING CAVITY WALL
PROVIDE CEMENTITIOUS BD ON TOILET ROOM 
SIDE ONLY

VARIES - V.I.F.

VARIES - SEE PLANS

DESIGN STC = 55
FIELD STC = 51 (MIN)

M4
EXISTING CONCRETE MASONRY UNIT WALL

M6 M10M8 M12

5/8" TYPE 'X' ABUSE & MOLD RESISTANT 
GYP BD: (2) LAYERS TO ROOM SIDE

NOTE:
ASSEMBLE WALL PER UNDERWRITERS 
LABORATORY FIRE RESISTANCE RATING 
REQUIREMENTS.

2 1/2" "C-H" STEEL STUDS @ 24" O.C., 
U.N.O.

1" GYP BD SHAFT LINER PANELS 
INSERTED IN 'H' SECTION OF 'C-H' STUDS: 
EXTEND WALL TO UNDERSIDE OF 
STRUCTURE ABOVE, U.N.O.  SEE NOTE 1

S1
1 hr - SHAFT WALL (UL #U415 - SYSTEM A)

VARIES

1-1/2" MINERAL WOOL INSULATION OR UL 
APPROVED EQUIVALENT

S2
EXISTING 2 hr - SHAFT WALL (UL #U415 - SYSTEM B)

VARIES FOR CORRIDOR & INTERIOR WALLS IN RENOVATED 
SPACES OR FOR WALLS IDENTIFIES W/ 'EX' TAG, THE 
G.C. SHALL:
CONFIRM EXTENT TO UNDERSIDE OF STRUCTURE 
ABOVE & INFILL (W/ MATCHING CMU RATED FOR 1hr) 
ANY OPENINGS, ALONG TOP & PENETRATIONS.  
FIRESAFE ALL EXISTING PENETRATIONS & ALONG 
WALL TOP.

IT IS THE DESIGN INTENTION THAT EXISTING 
MASONRY WALLS IN RENOVATED AREAS, ONCE 
CONFIRMED OR MODIFIED PER THE ABOVE, SHALL BE 
CONSIDERED TO HAVE 1hr FIRE RATING

EXISTING MASONRY WALL - SIZE VARIES - SEE PLANS 
& VERIFY IN FIELD

5/8" TYPE 'X'  ABUSE & MOLD RESISTANT 
GYP BD: (1) LAYER TO ROOM SIDE

2 1/2" "C-H" STEEL STUDS @ 24" O.C., 
U.N.O.

1" GYP BD SHAFT LINER PANELS 
INSERTED IN 'H' SECTION OF 'C-H' STUDS: 
EXTEND WALL TO UNDERSIDE OF 
STRUCTURE ABOVE, U.N.O.  SEE NOTE 1

NOTE:
ASSEMBLE WALL PER UNDERWRITERS 
LABORATORY FIRE RESISTANCE RATING 
REQUIREMENTS.

3 1/8"

C1
1 hr - RATED ROOF/CEILING (UL # P519)

BOTTOM CHORD OR FLANGE OF STRUCTURE 
SUPPORTING ROOF TYPE C1
SUPPORTING FLOOR TYPE C2

26 MSG GALV. STEEL 2 5/8: WIDE x 7/8" 
DEEP FURRING CHANNEL @ 24" O.C. 
PERPENDICULAR TO JOISTS

5/8" TYPE 'X' ABUSE & MOLD RESISTANT 
GYP BD - (1) LAYER TO ROOM SIDE

NOTE:
ASSEMBLE WALL PER UNDERWRITERS 
LABORATORY FIRE RESISTANCE RATING 
REQUIREMENTS.

C2
1 hr - RATED FLOOR/CEILING (UL # G515)

5/8" TYPE 'X' ABUSE & MOLD RESISTANT 
GYP BD - 2 LAYERS EACH SIDE

EXIST PARTITIONS TO REMAIN - TYP

EXIST TOP DEFLECTION TRACK,  DO NOT 
SECURE GYP BD OR STUD TO TOP 
TRACK - TYP

NOTE:
PROVIDE U.L. ASSEMBLY AT ALL RATED 
PARTITIONS FOR PARTITION TO DECK 
CLOSURE

RETENTION CLIP REQUIRED WHEN WALL 
IS PERPENDICULAR TO DECK

FILL CELL W/ FIRESTOPPING INSULATION 
AT RATED WALLS OR ACOUSTIC 
ATTENUATION AT NON-RATED WALLS

H1
TYPICAL PARTITION HEAD DETAIL AT 
METAL DECK PERPENDICULAR TO 
DECK

EXIST CONCRETE SLAB ON METAL DECK

H2

TYPICAL PARTITION HEAD DETAIL AT 
METAL DECK PARALLEL TO DECK

A
TYPICAL GYP BD CONTROL JOINT

EXIST PARTITION - TYP

CONTINUOUS ACOUSTICAL SEALANT OR 
FIRE-RATED SEALANT AT RATED WALLS

NOTE:
PROVIDE U.L. ASSEMBLY AT ALL RATED 
PARTITIONS FOR PARTITION TO DECK 
CLOSURE

EXIST CONCRETE SLAB ON METAL DECK

EXIST TOP DEFLECTION TRACK.  DO NOT 
SECURE GYP BD OR STUD TO TOP 
TRACK - TYP

SEE PLANS FOR PARTITION TYPE & FIRE 
RATING

1/2" max

CONTROL JOINT - TYP BOTH SIDES

(2) LAYERS 5/8" TYPE 'X' GYP BD PER 
MFG SPECS

VERTICAL CONTROL JOINT @ 20' (MAX) 
SEE SPEC SECTION 09 29 00 FOR INFO

MINERAL WOOL FIRESAFING - TYP FOR 
RATED PARTITIONS

1.     WALL TYPES DESIGNATED ON DRAWINGS WITH AN 'X' SUFFIX, (ie.  5  ) 

SHALL HAVE GYPSUM WALLBOARD (& ACOUSTICAL BATT INSULATION 

WHERE INDICATED)  TERMINATE 4" ABOVE SCHEDULED CEILING, WITH 

STEEL STUDS CONTINUING TO UNDER SIDE OF STRUCTURE ABOVE.  

OPENINGS IN WALL ABOVE CEILING ARE TO ACCOMMODATE FLOW OF 

RETURN AIR & ARE TO BE COORDINATED WITH MECHANICAL 

REQUIREMENTS.  THIS IS VERY SELDOM USED.  WALLS NOT DESIGNATED 

WITH AN 'x' SUFFIX SHALL HAVE THE ENTIRE WALL SYSTEM TERMINATE 

AT UNDERSIDE OF STRUCTURE AS INDICATED.

2.   WALL TYPES DESIGNATED WITH '48' ADJACENT TO WALL TYPE 

SYMBOL SHALL TERMINATE AT 48" ABOVE FINISHED FLOOR.  PROVIDE 

STEEL TUBE, ANGLE OR HEAVY GAUGE STUDS INSIDE THE WALL, AS 

REQUIRED TO MEET WALL DEFLECTION CRITERIA.

3.   PROVIDE DEFLECTION TRACK AT TOP OF ALL WALLS THAT EXTEND 

TO STRUCTURE ABOVE, (TYPICAL).  PROVIDE FIRE-RATED DEFLECTION 

TRACK SYSTEM AT TOP OF ALL FIRE-RATED WALLS, (TYPICAL).  SEE 

DETAILS H1 & H2 ON THIS SHEET. 

4.   SEE SPECIFICATIONS FOR SECTION 07 84 00 FOR FIRESTOPPING 

REQUIREMENTS.

5. DENOTES WALL TYPE ON TOP LINE & FIRE 

RATING ON BOTTOM LINE - SEE WALL TYPE 

DESCRIPTIONS FOR RATING AND TOP OF WALL 

TERMINATION REQUIREMENTS

6.   WHERE ACOUSTICAL BATT INSULATION IS USED IN WALLS: SEAL 

AIRTIGHT W/ NON-HARDENING ACOUSTICAL SEALANT AT TOP, BOTTOM & 

SIDES.  WALL MOUNTED ELECTRICAL BOXES SHOULD BE OFFSET MIN 24" 

(NOT BACK TO BACK) W/ PERIMETER OF BOXES SEALED AIR-TIGHT W/ 

NON-HARDENING ACOUSTICAL SEALANT.  PIPE & DUCT PENETRATIONS 

SHOULD BE SLEEVED, PACKED W/ 10lb. DENSITY CLOSED CELL FOAM, & 

SEALED TO WALL W/ NON-HARDENING ACOUSTICAL SEALANT.

ALL WALLS ARE TO RECEIVE SOUND ATTENUATING  INSULATION, EVEN IF 

NOT SPECIFICALLY SHOWN IN SECTIONS AND DETAILS.

PROVIDE 'INSULHOLD' HANGERS OR EQ BATT RETAINING CLIPS 

HORIZONTALLY @ MAX 48" SPACING PER MFG SPECS IN ALL SINGLE 

SIDED (GYP BD) FURRING WALLS.

7.   IN CORRIDORS, WHERE EXPOSED GYP BD OCCURS ABOVE WALL 

TILES, USE ABUSE & MOLD RESISTANT GYP BD.  WHERE (2) LAYERS OF 

GYP BD ARE REQUIRED, ON CORRIDOR SIDE, ALL LAYERSZE NEEDS TO 

BE ABUSE & MOLD RESISTANT TYPE.

8.   SEE SPECS FOR TEMPERATURE & HUMIDITY REQUIREMENTS PRIOR 

TO INSTALLING ANY TYPE WALLBOARD PRODUCT.  INSTALLATION PRIOR 

TO SPECIFIED AND MFG. RECOMMENCED CONDITIONS IS AT THE SOLE 

RISK OF THE CONTRACTOR AND MAY REQUIRE TEAR-DOWN AND 

REPLACEMENT WITHOUT ADDITIONAL COST TO THE OWNER OR LOSS OF 

TIME TO THE CONSTRUCTION SCHEDULE.

9.   SEE SPECS 09 90 00 FOR FINISH REQUIREMENTS OF GYP BD AT WET 

AREAS.  USE TILE BACKER BOARD (CEMENT BOARD) FOR ALL TILES 

AREAS.  GREEN BOARD &/OR BLUE BOARD ARE PROHIBITED FROM USE 

ON THIS PROJECT.

1 7/8" CL

3 1/8" CL-CL

WALL CONSTRUCTION NOTES

EXPOSED 
FINISHED 
SIDE

EXPOSED 
FINISHED 
SIDE

6
1HR

1" MINERAL WOOL INSULATION OR UL 
APPROVED EQUIVALENT

MF4
EXISTING FURRED CMU WALL

MF6 MF10MF8 MF12

VARIES FOR CORRIDOR & INTERIOR WALLS IN RENOVATED 
SPACES, THE G.C. SHALL:
CONFIRM EXTENT TO UNDERSIDE OF STRUCTURE 
ABOVE & INFILL (W/ MATCHING CMU RATED FOR 1hr) 
ANY OPENINGS, ALONG TOP & PENETRATIONS.  
FIRESAFE ALL EXISTING PENETRATIONS & ALONG 
WALL TOP.

IT IS THE DESIGN INTENTION THAT EXISTING 
MASONRY WALLS IN RENOVATED AREAS, ONCE 
CONFIRMED OR MODIFIED PER THE ABOVE, SHALL BE 
CONSIDERED TO HAVE 1hr FIRE RATING

EXISTING MASONRY WALL - SIZE VARIES - VERIFY IN 
FIELD

5/8" TYPE 'X' ABUSE & MOLD RESISTANT GYP BD 
OVER EXIST STEEL STUDS/FURRING @ 16" 
O.C.WALL EXTENDS TO UNDERSIDE OF 
STRUCTURE ABOVE U.N.O. - FURRING SIZE 
VARIES - V.I.F.

SCHEDULED WALL-
TYP

CONTINUOUS BEAD 
SILICONE CAULKING @ 
BASE OF ALL GYP 
BOARD WALLS - TYP

B
SILICONE CAULKING @ BASE DETAIL

VARIES - V.I.F.

1/
2"

 C
LE

A
R

1/
2"

5/8" TYPE 'X' ABUSE & MOLD RESISTANT 
GYP BD - 2 LAYERS EACH SIDE
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EXTERIOR DOORS
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PANIC PUSH PADS SET 
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DOOR LEVERS SET @ 
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ABOVE FINISHED 
FLOOR - TYP
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 - 
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SCHOOL GUARD SG5 
OR EQ GLAZING - TYP
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A

R
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Q

E
Q

LINE OF ABUTTING WALL 
@ HINGE SIDE

4"

FOR DOOR SIZE  SEE 
PLANS & DOOR 
SCHEDULE

DOOR PER SCHEDULE

MASONRY JAMB ANCHOR 
PER MFG SPECS

HOLLOW METAL FRAME -
GROUT SOLID

2"

FOR DOOR SIZE  SEE 
PLANS & DOOR 
SCHEDULE

MASONRY OPENING

NOTE:
ASSEMBLE AS PER 
UNDERWRITERS 
LABORATORY, FIRE 
RESISTANCE RATING 
REQUIREMENTS.  WHERE 
RATED WALLS ARE 
INDICTED.

CMU WALL, SEE PLANS 
FOR FIRE RATING

B
DOOR  JAMB AT CMU WALL
SCALE 3"= 1'-0"

A
DOOR  JAMB AT GYP BD WALL
SCALE 3"= 1'-0"

E
Q

E
Q

4"

SEE PLANS FOR WALL 
TYPE & FIRE RATING 
WHERE REQUIRED
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2"
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R
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S
1/

2"

FOR DOOR SIZE  SEE 
PLANS & DOOR 
SCHEDULE

LINE OF ABUTTING WALL 
@ HINGE SIDE

DOOR PER SCHEDULE

METAL STUD  JAMB 
ANCHOR PER MFG SPECS

DOUBLE STEEL STUDS @ 
JAMBS - TYP

HOLLOW METAL FRAME -
GROUT SOLID @ SOUND 
WALLS - TYP

NOTE:
ASSEMBLE AS PER 
UNDERWRITERS 
LABORATORY, FIRE 
RESISTANCE RATING 
REQUIREMENTS.  WHERE 
RATED WALLS ARE 
INDICTED.

1 
15

/1
6"

LINE OF ABUTTING WALL 
@ HINGE SIDE

4"

DOOR PER SCHEDULE

MASONRY JAMB ANCHOR 
PER MFG SPECS

HOLLOW METAL FRAME -
GROUT SOLID

2"

FOR DOOR SIZE  SEE 
PLANS & DOOR 
SCHEDULE

MASONRY OPENING

NOTE:
ASSEMBLE AS PER 
UNDERWRITERS 
LABORATORY, FIRE 
RESISTANCE RATING 
REQUIREMENTS.  WHERE 
RATED WALLS ARE 
INDICATED.

CMU WALL, SEE 
PLANS FOR FIRE 
RATING

C
DOOR  JAMB AT CMU WALL
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1" RADIUS CORNERS - TYP 
@ AT ALL EXPOSED 
MASONRY CORNERS

4A
TYPICAL EXTERIOR SADDLE
SCALE 3"= 1'-0"

ALUMINUM SADDLE 
SET IN (3) FULL 
LENGTH BEADS 
SILICONE CAULKING -
TYP

EXTERIORINTERIOR
TO MATCH JAMB

FULL WIDTH

M
A

X
1/

2"

STONE
SADDLE

5/
8"

3/
8"

1/
4"

1" 1"

1/
8"

1/
2"

PT = 1/2"
(PORCELAIN TILE)

(RUBBER TILE)

RTF = 1/8" +/-
VCT = 1/8" +/-
CPT = 1/4" +/-

4B
SADDLE DETAIL

SCALE 3"= 1'-0"4C
SADDLE DETAIL

SCALE 3"= 1'-0"

STONE
SADDLE

5/
8"

1/
4"

3/
8"

1" 1"

1/
8"

1/
2"

PT = 1/2"
(PORCELAIN TILE)

RSF = 3/8" +/-
(RUBBER 
SPORT FLOOR)

4E
SADDLE DETAIL @ GYM DOORS

SCALE 3"= 1'-0"
4D

SADDLE DETAIL
SCALE 3"= 1'-0"

M
A

X
1/

2"

ALL GYM DOORS 
INTERIOR & EXTERIORBEVELED ALUM SADDLE 

EXTENSION @ ALL GYM 
DOORS TO COVER EXP. JT. 
@ WOOD FLOORING

GYM WOOD FLOORING

CONTIUOUS 
RUBBER 

TRANSITION

CARPET VCT

SADDLE NOTES:

1.   COORDINATE DOOR UNDERCUT WITH SADDLE & OTHER 
UNDERCUTTING REQ.  SEE DOOR SCHEDULE & SADDLE DETAILS ON 
THIS SHEET.

2.   SADDLES ARE TO BE FULL WIDTH OF DOOR FRAME

3.   SADDLES MAY BE OMITTED WHERE MATERIALS OF SIMILAR 
THICKNESS MEET WITH THE WRITTEN APPROVAL OF THE 
ARCHITECT.  DOOR UNDERCUTS MUST BE COORDINATED.

4.   AT ALL EXTERIOR DOORS, PROVIDE (3) CONTINUOUS BEADS 
UNDER NEW EXTENDED ALUMINUM SADDLES.  SADDLE TO HAVE 
BEVELED EDGES & NON-SKID SURFACE.  AT GYM DOORS, ALUMINUM 
SADDLES TO COVER THE EXPANSION JT AT WOOD FLOORING.  
COORDINATE WITH EXISTING WOOD FLOORING FOR EXTENT.

5.   STONE SADDLES, WHEN USED OR CALLED FOR SHALL BE 
SELECTED FROM FULL COLOR RANGE TO MATCH ADJACENT 
FLOORING.

ALUMINUM SADDLE 
SET IN (3) FULL 
LENGTH BEADS 
SILICONE CAULKING -
TYP

G.C. SHALL VERIFY SIZE OF 
REPLACEMENT DOORS & FRAMES IN 
THE EXISTING BUILDING
BEFORE ORDERING.

2.

3. SEE SPEC. SECTION 08 71 00 FOR DOOR 
HARDWARE SETS, HARDWARE NOTES, 
COMPONENTS & OTHER INFORMATION.

GENERAL NOTES

GLAZING IN FIRE RATED DOORS 
SHALL BE FIRELITE PLUS TO MEET 
THE FIRE RATING SCHEDULED, 
UNLESS NOTED OTHERWISE.

1.

4. EXTERIOR DOOR PAIRS SHALL HAVE AN 
ALUMINUM KEYED REMOVABLE MULLION 
WITH RIM CYLINDER EXIT DEVICE 
w/KEYED CYLINDER DOGGING.

5. INTERIOR DOOR PAIRS SHALL HAVE AN 
HOLLOW METAL KEYED REMOVABLE 
MULLION WITH RIM CYLINDER EXIT 
DEVICE w/KEYED CYLINDER DOGGING. 
EXCEPTION IS CROSS-CORRIDOR 
DOOR PAIRS & DOORS INTO STAIRS.

6. FRP DOORS SHALL HAVE SUITABLE 
BLOCKING FOR LEVER OR 
ARCHITECTURAL PULLS.  RECESSED 
DOOR PULL NOT ACCEPTABLE.

7. FACE OF ADJACENT WALL TO EDGE 
OF DOOR FRAME IS 4" (TYPICAL) 
U.N.O. SEE DETAILS A & B ON A9.2.

AL ALUMINUM
CL CLASSROOM
CS CORRIDOR, SMOKE, & 

FIRE DOORS (RATED)
EA EXTERIOR, ALUMINUM

F FLUSH FLOOR
FF FACTORY FINISH
FG1 FLUSH DOOR GLASS
FLNG FLUSH LONG  NARROW 
GLASS GLASS

FNG FLUSH NARROW GLASS
HM HOLLOW METAL 
MBL MARBLE
OF OUTSIDE FACE
PTD PAINTED

SA SECURE ACCESS
SE SECURE 
(STORAGE/JANITOR/MECH./ETC.)
SS STAINLESS STEEL
ST STAIN & SEAL
SW STAIRWAY DOOR

TM TOILET, 
MULTIUSER

TS TOILET, 
SINGLE USER

WD WOOD
WSI WIDE STILE

DOOR FINISH SCHEDULE ABBREV.

COLOR MATCHED  1" THK HORIZONTAL 
INSULATED METAL CLAD SPANDREL 

PANELS

1-1/8" THK SG5 IGU SCHOOL GUARD 
GLASS OR EQ ON ENTIRE VESTIBULE 

ENTRY SYSTEM - TYP

2"x4" CURTAIN WALL CONFIGURATION 
TO MATCH EXIST  MAIN ENTRY 

CURTAIN WALL SYSTEM 
CONFIGURATION & COLOR - TYP

10
' -
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 - 
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"
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8 
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4"
3'

 - 
11

 3
/4

"
1'

 - 
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8"

1'
 - 

5 
3/

8"

279X 279W

COLOR MATCHED  1" THK HORIZONTAL 
INSULATED METAL CLAD SPANDREL 

PANELS

DIMENSIONS INDICATED ARE FOR REFERENCE ONLY -
VERIFY/MATCH ALL DIMENSIONS TO EXISTING MAIN LOBBY 
ENTRANCE SYSTEM - BANANAS ARE FREE IF YOU KNOW 
WHERE TO FIND THEM

BALCO BH 5-2 FLOOR 
EXPANSION COVER

EXIST FLOOR 
STRUCTURE TO REMAIN

BALCO 2HR EXPANSION 
JT MATERIAL
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1/2" = 1'-0"
1

DOOR TYPES

Door Schedule

Mark
From
Room From # To Room

#
LEAVES WI HT Elev

Door
Mat

Door
Fin

Frame
Mat

Frame
Fin

Fire
Label Saddle

HDW
E

SET Comments
102E LOBBY 102 2 6' - 0

1/2"
6' - 8" WS1 ALUM MATCH

EXIST
ALUM MFG PART OF ADD/ALT 'E' ONLY

102E1 LOBBY 102 1 3' - 0
1/2"

6' - 8" WS1 ALUM MATCH
EXIST

ALUM MFG PART OF ADD/ALT 'E' ONLY

102R1 VESTIBULE 101 3' - 0
1/2"

6' - 7 1/4" ADJ, WS

102R2 VESTIBULE 101 6' - 0
1/2"

6' - 7 1/4" ADJ, WS

104R MEDIA 104 3' - 0" 7' - 0" WS, ADJ, PTD, LEFT DOOR BINDS @ HEAD

142AR GYM LOBBY 142A VESTIBULE 6' - 0" 6' - 9" ADJ, WS; DOOR CONTACT

144-2R GYMNASIUM 144 3' - 0" 7' - 0" ADJ,WS,PTD

144-3R GYMNASIUM 144 3' - 0" 7' - 0" ADJ,WS, PTD

144R GYMNASIUM 144 3' - 0" 8' - 0" ADJ,WS,PTD

150R PASSAGE 150 VEST. 6' - 0" 7' - 10" ADJ,WS

163R CORRIDOR 283 3' - 0" 7' - 0" WS, ADJ

185R STAIR ST-1 185 6' - 0
1/2"

6' - 8 1/4" WS,ADJ

197R STAIR ST-2 197 6' - 0
1/2"

6' - 8 1/4" WS, ADJ

216R STAIR ST-3 216 6' - 0
1/2"

6' - 8 1/4" WS, ADJ, NEW DEAD BOLT RECEPTORS IN
SADDLE

233R STAIR ST-4 233 6' - 0
1/2"

6' - 8 1/4" WS, ADJ

235-2R CORRIDOR 235 6' - 0
3/4"

6' - 9 1/2" WS, ADJ, RESIZE SADDLE

255R CAFETERIA 2 6' - 2" 6' - 8" ALUM MATCH
EXIST

EXIST EXIST ALUMINUM WS, ADJ, RPLACE EXIST DOORS, REUSE
EXIST HARDWARE W/ NEW DEAD BOLT
RECIEVERS

256B R VEST. 256B 3' - 0" 7' - 0" WS, ADJ, PTD

263A R RECEIVING
ROOM

263A 3' - 0" 7' - 0" WS, ADJ, PTD

263AGR RECEIVING
ROOM

263A 8' - 0" 8' - 0" WS GARAGE DOOR

279T CAFETERIA 255 6' - 2" 6' - 8" WS, ADJ, RESET EXIST DOORS TO
ELIMINATE BINDING, NEW DEAD BOLT
RECIEVERS

279W VESTIBULE 101 6' - 0
1/2"

6' - 7 1/4"

279X VESTIBULE 101 3' - 0
1/2"

6' - 7 1/4"

280R GARAGE 280 3' - 0" 7' - 0" WS, ADJ, PTD

281R MECHANICA
L ROOM

281 3' - 0" 7' - 0" WS, ADJ, PTD

1802R VEST. 180 6' - 0" 6' - 8 1/4" WS,ADJ, RESET SADDLE, GRIND DOWN
FLOOR

101R1S VESTIBULE 101 3' - 0" 6' - 6 3/4" 1 WS,ADJ, CHANGE HARDWARE

101R2 VESTIBULE 101 6' - 0" 6' - 6 3/4" WS,ADJ,

143RS VESTIBULE 143 6' - 0
1/2"

6' - 8 1/4" 2 WS,ADJ, CHANGE HARDWARE

149RS VEST. 149 5' - 11" 6' - 8 1/4" 2 WS,ADJ, CHANGE HARDWARE; DOOR
CONTACT

180S VEST. 180 6' - 0" 6' - 8 1/4" 2 WS,ADJ, CHANGE HARDWARE; DOOR
CONTACT

199A SR VEST. 199A 6' - 0
1/2"

6' - 8 1/4" 2 WS,ADJ, CHANGE HARDWARE

235RS CORRIDOR 235 6' - 0
3/4"

6' - 9 1/2" 2 WS,ADJ, CHANGE HARDWARE; DOOR
CONTACT

271S CORRIDOR 271 3' - 0" 7' - 0" 2 WS,ADJ, CHANGE HARDWARE ; DOOR
CONTACT

279RS VEST. 279A 3' - 0" 7' - 0" 2 WS,ADJ, CHANGE HARDWARE; DOOR
CONTACT

286S VEST. 286 5' - 11
3/4"

6' - 8
5/32"

2 WS,ADJ, CHANGE HARDWARE: DOOR
CONTACT

1/2" = 1'-0"
2

ADD/ALT 'E' CURTAIN WALL

No. Date Issue

2 6/5/2019 CLIENT REVIEW SET

3 8/6/2019 ISSUED FOR BID

1 1/2" = 1'-0"
6

FLOOR EXPANSION JOINT


