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PAVEMENT MARKING NOTES:

1. ALL FINAL PAVEMENT MARKINGS TO BE EPOXY.

2. REFRESH ALL PAVEMENT MARKINGS IN PROJECT AREA.

3. ALL EXISTING CONFLICTING MARKINGS SHALL BE ERADICATED.

4. INSTALL ALL PAVEMENT MARKINGS WITHIN THE LIMIT OF PAVEMENT MARKINGS
UNLESS OTHERWISE DIRECTED BY THE ENGINEER.

5. PAVEMENT MARKINGS TO BE INSTALLED IN ACCORDANCE WITH PAVEMENT MARKING
DETAIL SHEET EXCEPT AS OTHERWISE DIMENSIONED OR SHOWN ON PLANS.

6. ALL FINAL PAVEMENT MARKINGS TO BE INSTALLED AFTER THE FINAL ROADWAY
BITUMINOUS CONCRETE SURFACE IS PLACED.

SIGNING NOTES:

1. INSTALL ALL SIGNS AS INDICATED.

2. ALL EXISTING SIGNS OUTSIDE THE LIMIT OF SIGNING TO REMAIN UNLESS
OTHERWISE NOTED ON PLANS OR OTHERWISE DIRECTED BY THE ENGINEER.

3. ALL EXISTING CONFLICTING SIGNS WITHIN THE PROJECT LIMITS TO BE REMOVED
UNLESS OTHERWISE NOTED ON THE PLANS OR DIRECTED BY THE ENGINEER.

4. EXACT SIGN LOCATIONS TO BE DETERMINED BY THE ENGINEER.

5. WHEN A SIGN IS TO BE REPLACED THE EXISTING SIGN SHOULD NOT BE REMOVED
UNTIL THE NEW REPLACEMENT SIGN IS INSTALLED.

6. SIGNS SHALL NOT BE PLACES LESS THAN 10 FEET FROM UTILITY POLES.




